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Introduction
In a recent addition [1], uplink channel bandwidths of 25 MHz and 30 MHz have been proposed for inclusion in Band n71.  The single band requirements for MSD were presented in [2] and for DMPR and A-MPR in [3].  However, the CA configurations with Band n71 also require study in case MSD is needed where there is currently none or in case the existing MSD should be adjusted.  Specifically, the NR_BW_Bands_R18 work item [4] has modified to include an objective to evaluate these MSD’s when new bandwidths are specified for a band and when CA configurations include bandwidth combination sets (BCS) 4 and 5.
Discussion
The revised WID [4] includes an objective
· CA considerations:
· Check the MSD requirements of the UL harmonic interference, receiver harmonic mixing and cross band isolation for the new channel BW(s), only for the BCS4/BCS5 for the considered band and update the requirements if needed when:
· The new BW is the new highest BW of an aggressor band for crossband isolation (note that it may also create an MSD where there was no MSD before).
· The new BW is the new smallest BW of a victim band of an existing MSD.
· Any other CA combinations updates are not in the scope of this WI.

For Band n71, new uplink bandwidths of 25 MHz and 30 MHz have been proposed [1] will be the largest uplink bandwidths specified for this band and therefore require consideration of MSD as an aggressor.  The following CA configurations include Band n71 with BCS4 and BCS5 and hence should be studied for possible MSD.
Table 5.5A.1-1: NR CA configurations and bandwidth combination sets defined for intra-band contiguous CA 
	NR CA configuration / Bandwidth combination set

	NR CA configuration
	Uplink CA configurations or single uplink carrier5
	Channel bandwidths for carrier (MHz)
	Channel bandwidths for carrier (MHz)
	Channel bandwidths for carrier (MHz)
	Channel bandwidths for carrier (MHz)
	Channel bandwidths for carrier (MHz)
	Maximum aggregated 
bandwidth (MHz)
	Bandwidth combination set

	CA_n71B
	-
	5
	20
	
	
	
	25
	0

	
	
	10
	15
	
	
	
	
	

	
	
	10
	20
	
	
	
	35
	1

	
	
	15
	15, 20
	
	
	
	
	

	
	
	5, 10, 15
	15, 20
	
	
	
	35
	2

	
	
	See n71 channel bandwidths in Table 5.3.5-1 for each carrier2
	
	
	
	35
	4 and 5



Table 5.5A.2-1: NR CA configurations and bandwidth combination sets defined for intra-band non-contiguous CA
	NR CA Configuration
	Uplink CA Configurations or single uplink carrier5
	Channel bandwidths for carrier
(MHz)
	Channel bandwidths for carrier
(MHz)
	Channel bandwidths for carrier
(MHz)
	Channel bandwidths for carrier
(MHz)
	Maximum
Aggregated bandwidth
(MHz)
	Bandwidth combination set

	CA_n71(2A)
	-
	5, 10, 15, 20
	5,10,15, 20
	
	
	30
	0

	
	
	See n71 channel bandwidths in Table 5.3.5-1 for each carrier up to 25 MHz per carrier
	
	
	30
	4 and 5



Table 5.5A.3.1-1g: NR CA configurations and bandwidth combinations sets defined for inter-band CA (two bands)
	NR CA configuration
	Uplink CA configuration or single uplink carrier10
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n25A-n71A
	CA_n25A-n71A
	n25
	5, 10, 15, 20
	0

	
	
	n71
	5, 10, 15, 20
	

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n71
	5, 10, 15, 20
	

	
	
	n25
	n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	CA_n25A-n71B
	CA_n25A-n71A
	n25
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n71
	CA_n71B_BCS0
	

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n71
	CA_n71B_BCS2
	

	
	
	n25
	n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	CA_n71B_BCS 4 and 5
	

	CA_n25A-n71(2A)
	 CA_n25A-n71A
	n25
	5, 10, 15, 20
	0

	
	
	n71
	CA_n71(2A)_BCS0
	

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n71
	CA_n71(2A)_BCS0
	

	
	
	n25
	n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	CA_n71(2A)_BCS 4 and 5
	

	CA_n25(2A)-n71A
	CA_n25A-n71A
	n25
	CA_n25(2A)_BCS1
	0

	
	
	n71
	5, 10, 15, 20
	

	
	
	n25
	CA_n25(2A)_BCS 4 and 5
	4 and 5

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	CA_n25(2A)-n71(2A)
	CA_n25A-n71A
	n25
	CA_n25(2A)_BCS1
	0

	
	
	n71
	CA_n71(2A)_BCS0
	

	
	
	n25
	CA_n25(2A)_BCS 4 and 5
	4 and 5

	
	
	n71
	CA_n71(2A)_BCS 4 and 5
	

	CA_n25(2A)-n71B
	CA_n25A-n71A
	n25
	CA_n25(2A)_BCS1
	0

	
	
	n71
	CA_n71B_BCS2
	

	
	
	n25
	CA_n25(2A)_BCS 4 and 5
	4 and 5

	
	
	n71
	CA_n71B_BCS 4 and 5
	



Table 5.5A.3.1-1j: NR CA configurations and bandwidth combinations sets defined for inter-band CA (two bands)
	NR CA configuration
	Uplink CA configuration or single uplink carrier10
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n41A-n71A
	n418,9
CA_n41A-n71A8
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n71
	5, 10, 15, 20
	

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	1

	
	
	n71
	5, 10, 15, 20
	

	
	
	n41
	n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	CA_n41A-n71B
	n418,9
CA_n41A-n71A8
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	0

	
	
	n71
	CA_n71B_BCS0
	

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	1

	
	
	n71
	CA_n71B_BCS2
	

	
	
	n41
	n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	CA_n71B_BCS 4 and 5
	

	CA_n41A-n71(2A)
	n418,9
CA_n41A-n71A8
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n71
	CA_n71(2A)_BCS0
	

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	1

	
	
	n71
	CA_n71(2A)_BCS0
	

	
	
	n41
	n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	CA_n71(2A)_BCS 4 and 5
	

	CA_n41C-n71A
	n418, 9
CA_n41A-n71A8
CA_n41C8
	n41
	CA_n41C_BCS0
	0

	
	
	n71
	5, 10, 15, 20
	

	
	
	n41
	CA_n41C_BCS1
	1

	
	
	n71
	5, 10, 15, 20
	

	
	
	n41
	CA_n41C_BCS 4 and 5
	4 and 5

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	CA_n41C-n71(2A)
	n418,9
CA_n41A-n71A8
CA_n41C8
	n41
	CA_n41C_BCS1
	0

	
	
	n71
	CA_n71(2A)_BCS0
	

	
	
	n41
	CA_n41C_BCS 4 and 5
	4 and 5

	
	
	n71
	CA_n71(2A)_BCS 4 and 5
	

	CA_n41(2A)-n71A
	n418, 9
CA_n41A-n71A8
	n41
	CA_n41(2A)_BCS1
	0

	
	
	n71
	5, 10, 15, 20
	

	
	
	n41
	CA_n41(2A)_BCS3
	1

	
	
	n71
	5, 10, 15, 20
	

	
	
	n41
	CA_n41(2A)_BCS 4 and 5
	4 and 5

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	CA_n41(2A)-n71(2A)
	n418,9
CA_n41A-n71A8
	n41
	CA_n41(2A)_BCS1
	0

	
	
	n71
	CA_n71(2A)_BCS0
	

	
	
	n41
	CA_n41(2A)_BCS 4 and 5
	4 and 5

	
	
	n71
	CA_n71(2A)_BCS 4 and 5
	

	CA_n41(2A)-n71B
	n418,9
CA_n41A-n71A8
	n41
	CA_n41(2A)_BCS1
	0

	
	
	n71
	CA_n71B_BCS0
	

	
	
	n41
	CA_n41(2A)_BCS1
	1

	
	
	n71
	CA_n71B_BCS2
	

	
	
	n41
	CA_n41(2A)_BCS 4 and 5
	4 and 5

	
	
	n71
	CA_n71B_BCS 4 and 5
	

	CA_n41(3A)-n71A
	n418,9
CA_n41A-n71A8
	n41
	CA_n41(3A)_BCS0
	0

	
	
	n71
	5, 10, 15, 20
	

	
	
	n41
	CA_n41(3A)_BCS 4 and 5
	4 and 5

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	CA_n41(3A)-n71B
	CA_n41A-n71A
	n41
	CA_n41(3A)_BCS4 and 5
	4 and 5

	
	
	n71
	CA_n71B_BCS4 and 5
	

	CA_n41(3A)-n71(2A)
	CA_n41A-n71A
	n41
	CA_n41(3A)_BCS4 and 5
	4 and 5

	
	
	n71
	CA_n71(2A)_BCS4 and 5 
	

	CA_n41(A-C)-n71A
	n418,9
CA_n41A-n71A8
CA_n41C8

	n41
	CA_n41(A-C)_BCS0
	0

	
	
	n71
	5, 10, 15, 20
	

	
	n418,9
CA_n41A-n71A
CA_n41C
	n41
	CA_n41(A-C)_BCS 4 and 5
	4 and 5

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	CA_n41(A-C)-n71B
	CA_n41A-n71A
CA_n41C
	n41
	CA_n41(A-C)_BCS 4 and 5
	4 and 5

	
	
	n71
	CA_n71B_BCS 4 and 5
	

	CA_n41(A-C)-n71(2A)
	CA_n41A-n71A
CA_n41C
	n41
	CA_n41(A-C)_BCS 4 and 5
	4 and 5

	
	
	n71
	CA_n71(2A)_BCS 4 and 5
	

	CA_n41C-n71B
	n418,9
CA_n41A-n71A8
CA_n41C8
	n41
	CA_n41C_BCS0
	0

	
	
	n71
	CA_n71B_BCS0
	

	
	
	n41
	CA_n41C_BCS1
	1

	
	
	n71
	CA_n71B_BCS2
	

	
	
	n41
	CA_n41C_BCS 4 and 5
	4 and 5

	
	
	n71
	CA_n71B_BCS 4 and 5
	



Table 5.5A.3.1-1m: NR CA configurations and bandwidth combinations sets defined for inter-band CA (two bands)
	NR CA configuration
	Uplink CA configuration or single uplink carrier10
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n66A-n71A
	CA_n66A-n71A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n71
	5, 10, 15, 20
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n71
	5, 10, 15, 20
	

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	CA_n66A-n71B
	CA_n66A-n71A
	n66
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n71
	CA_n71B_BCS0
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n71
	CA_n71B_BCS2
	

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	CA_n71B_BCS 4 and 5
	

	CA_n66A-n71(2A)
	CA_n66A-n71A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n71
	CA_n71(2A)_BCS0
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n71
	CA_n71(2A)_BCS0
	

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	CA_n71(2A)_BCS 4 and 5
	

	CA_n66(2A)-n71A
	CA_n66A-n71A
	n66
	CA_n66(2A)_BCS0
	0

	
	
	n71
	5, 10, 15, 20
	

	
	
	n66
	CA_n66(2A)_BCS1
	1

	
	
	n71
	5, 10, 15, 20
	

	
	
	n66
	CA_n66(2A)_BCS 4 and 5
	4 and 5

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	CA_n66(2A)-n71B
	CA_n66A-n71A
	n66
	CA_n66(2A)_BCS1
	0

	
	
	n71
	CA_n71B_BCS2
	

	
	
	n66
	CA_n66(2A)_BCS 4 and 5
	4 and 5

	
	
	n71
	CA_n71B_BCS 4 and 5
	

	CA_n66(2A)-n71(2A)
	CA_n66A-n71A
	n66
	CA_n66(2A)_BCS1
	0

	
	
	n71
	CA_n71(2A)_BCS0
	

	
	
	n66
	CA_n66(2A)_BCS 4 and 5
	4 and 5

	
	
	n71
	CA_n71(2A)_BCS 4 and 5
	



Table 5.5A.3.1-1n: NR CA configurations and bandwidth combinations sets defined for inter-band CA (two bands)
	NR CA configuration
	Uplink CA configuration or single uplink carrier10
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n71A-n77A
	n778, 9
CA_n71A-n77A8
	n71
	5, 10, 15, 20
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n71A-n77(2A)
	n778, 9
CA_n71A-n77A8
	n71
	5, 10, 15, 20
	0

	
	
	n77
	CA_n77(2A)_BCS1
	

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n77
	CA_n77(2A)_BCS 4 and 5
	

	CA_n71A-n77(3A)
	CA_n77(2A)
CA_n71A-n77A
	n71
	5, 10, 15, 20
	0

	
	
	n77
	CA_n77(3A)_BCS1
	

	CA_n71B-n77A

	n778, 9
CA_n71A-n77A8
	n71
	CA_n71B_BCS2
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n71
	CA_n71B_BCS 4 and 5
	4 and 5

	
	
	n77
	CA_n77(2A)_BCS 4 and 5
	

	CA_n71B-n77(2A)
	n778, 9
CA_n71A-n77A8
	n71
	CA_n71B_BCS2
	0

	
	
	n77
	CA_n77(2A)_BCS1
	

	
	
	n71
	CA_n71B_BCS 4 and 5
	4 and 5

	
	
	n77
	CA_n77(2A)_BCS 4 and 5
	

	CA_n71(2A)-n77A
	n778, 9
CA_n71A-n77A8
	n71
	CA_n71(2A)_BCS0
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n71
	CA_n71(2A)_BCS 4 and 5
	4 and 5

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n71(2A)-n77(2A)
	n778, 9
CA_n71A-n77A8
	n71
	CA_n71(2A)_BCS0
	0

	
	
	n77
	CA_n77(2A)_BCS1
	

	
	
	n71
	CA_n71(2A)_BCS 4 and 5
	4 and 5

	
	
	n77
	CA_n77(2A)_BCS 4 and 5
	



[bookmark: _Hlk45267085]Table 5.5A.3.2-1: NR CA configurations and bandwidth combinations sets defined for inter-band CA (three bands)
	NR CA configuration
	Uplink CA configuration
or single uplink carrier6
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n25A-n41A-n71A
	n417,9
CA_n25A-n41A7
CA_n25A-n71A
CA_n41A-n71A7
	n25
	5, 10, 15, 20
	0

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	

	
	
	n71
	5, 10, 15, 20
	

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n71
	5, 10, 15, 20
	

	
	
	n25
	n25 channel bandwidths in Table 5.3.5-1 
	4 and 5

	
	
	n41
	n41 channel bandwidths in Table 5.3.5-1 
	

	
	
	n71
	n77 channel bandwidths in Table 5.3.5-1 
	

	CA_n25A-n41A-n71B
	CA_n25A-n41A
CA_n25A-n71A
CA_n41A-n71A
	n25
	5, 10, 15, 20
	0

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	

	
	
	n71
	CA_n71B_BCS2
	

	
	
	n25
	5, 10, 15, 20, 30, 40
	1

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	

	
	
	n71
	CA_n71B_BCS2
	

	
	
	n25
	n25 channel bandwidths in Table 5.3.5-1 
	4 and 5

	
	
	n41
	n41 channel bandwidths in Table 5.3.5-1 
	

	
	
	n71
	CA_n71B BCS 4 and 5
	

	CA_n25A-n41A-n71(2A)
	CA_n25A-n41A
CA_n25A-n71A
CA_n41A-n71A
	n25
	5, 10, 15, 20
	0

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	

	
	
	n71
	CA_n71(2A)_BCS0
	

	
	
	n25
	5, 10, 15, 20, 30, 40
	1

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	

	
	
	n71
	CA_n71(2A)_BCS0
	

	
	
	n25
	n25 channel bandwidths in Table 5.3.5-1 
	4 and 5

	
	
	n41
	n41 channel bandwidths in Table 5.3.5-1 
	

	
	
	n71
	CA_n71(2A) BCS 4 and 5
	

	CA_n25A-n41(2A)-n71A
	n417,9
CA_n25A-n41A7
CA_n25A-n71A
CA_n41A-n71A7
	n25
	5, 10, 15, 20
	0

	
	
	n41
	CA_n41(2A)_BCS1
	

	
	
	n71
	5, 10, 15, 20
	

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n41
	CA_n41(2A)_BCS1
	

	
	
	n71
	5, 10, 15, 20
	

	
	
	n25
	n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n41
	CA_n41(2A) BCS 4 and 5
	

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	CA_n25A-n41(2A)-n71B
	CA_n25A-n41A
CA_n25A-n71A
CA_n41A-n71A
	n25
	n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n41
	CA_n41(2A) BCS 4 and 5
	

	
	
	n71
	CA_n71B BCS 4 and 5
	

	CA_n25A-n41(2A)-n71(2A)
	CA_n25A-n41A
CA_n25A-n71A
CA_n41A-n71A
	n25
	n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n41
	CA_n41(2A) BCS 4 and 5
	

	
	
	n71
	CA_n71(2A) BCS 4 and 5
	

	CA_n25A-n41(3A)-n71A
	CA_n25A-n41A
CA_n25A-n71A
CA_n41A-n71A
	n25
	n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n41
	CA_n41(3A) BCS 4 and 5
	

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	CA_n25A-n41C-n71A
	n417,9
CA_n25A-n41A7
CA_n25A-n71A
CA_n41A-n71A7
CA_n41C7
	n25
	5, 10, 15, 20
	0

	
	
	n41
	CA_n41C_BCS0
	

	
	
	n71
	5, 10, 15, 20
	

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n41
	CA_n41C_BCS1
	

	
	
	n71
	5, 10, 15, 20
	

	
	
	n25
	n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n41
	CA_n41C BCS 4 and 5
	

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	CA_n25A-n41C-n71B
	CA_n25A-n41A
CA_n25A-n71A
CA_n41A-n71A
CA_n41C
	n25
	n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n41
	CA_n41C BCS 4 and 5
	

	
	
	n71
	CA_n71B BCS 4 and 5
	

	CA_n25A-n41C-n71(2A)
	CA_n25A-n41A
CA_n25A-n71A
CA_n41A-n71A
CA_n41C
	n25
	n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n41
	CA_n41C BCS 4 and 5
	

	
	
	n71
	CA_n71(2A) BCS 4 and 5
	

	CA_n25A-n41(A-C)-n71A
	CA_n25A-n41A
CA_n25A-n71A CA_n41A-n71A
CA_n41C
	n25
	n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n41
	CA_n41(A-C) BCS 4 and 5
	

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	CA_n25(2A)-n41A-n71A
	CA_n25A-n41A
CA_n25A-n71A
CA_n41A-n71A
	n25
	CA_n25(2A)_BCS1
	0

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	

	
	
	n71
	5, 10, 15, 20
	

	
	
	n25
	CA_n25(2A)_BCS1
	1

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n71
	5, 10, 15, 20
	

	
	
	n25
	CA_n25(2A) BCS 4 and 5
	4 and 5

	
	
	n41
	n41 channel bandwidths in Table 5.3.5-1
	

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	CA_n25(2A)-n41(2A)-n71A
	CA_n25A-n41A
CA_n25A-n71A
CA_n41A-n71A
	n25
	CA_n25(2A) BCS 4 and 5
	4 and 5

	
	
	n41
	CA_n41(2A) BCS 4 and 5
	

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	CA_n25(2A)-n41C-n71A
	CA_n25A-n41A
CA_n25A-n71A
CA_n41A-n71A
CA_n41C
	n25
	CA_n25(2A) BCS 4 and 5
	4 and 5

	
	
	n41
	CA_n41C BCS 4 and 5
	

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	CA_n25A-n66A-n71A
	-
	n25
	5, 10, 15, 20
	0

	
	
	n66
	5, 10, 15, 20, 40
	

	
	
	n71
	5, 10, 15, 20
	

	
	CA_n25A-n66A
CA_n25A-n71A
CA_n66A-n71A
	n25
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n71
	5, 10, 15, 20
	

	
	CA_n25A-n66A
CA_n25A-n71A
CA_n66A-n71A
	n25
	n25 channel bandwidths in Table 5.3.5-1 
	4 and 5

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1 
	

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1 
	

	CA_n25A-n66A-n71B
	CA_n25A-n66A
CA_n25A-n71A
CA_n66A-n71A
	n25
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n71
	CA_n71B_BCS2
	

	
	CA_n25A-n66A
CA_n25A-n71A
CA_n66A-n71A
	n25
	n25 channel bandwidths in Table 5.3.5-1 
	4 and 5

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1 
	

	
	
	n71
	CA_n71B BCS 4 and 5
	

	CA_n25A-n66A-n71(2A)
	CA_n25A-n66A
CA_n25A-n71A
CA_n66A-n71A
	n25
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n71
	CA_n71(2A)_BCS0
	

	
	CA_n25A-n66A
CA_n25A-n71A
CA_n66A-n71A
	n25
	n25 channel bandwidths in Table 5.3.5-1 
	4 and 5

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1 
	

	
	
	n71
	CA_n71(2A) BCS 4 and 5
	

	CA_n25A-n66(2A)-n71A
	CA_n25A-n66A
CA_n25A-n71A
CA_n66A-n71A
	n25
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n66
	CA_n66(2A)_BCS1
	

	
	
	n71
	5, 10, 15, 20
	

	
	CA_n25A-n66A
CA_n25A-n71A
CA_n66A-n71A
	n25
	n25 channel bandwidths in Table 5.3.5-1 
	4 and 5

	
	
	n66
	CA_n66(2A) BCS 4 and 5
	

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1 
	

	CA_n25(2A)-n66A-n71A
	CA_n25A-n66A
CA_n25A-n71A
CA_n66A-n71A
	n25
	CA_n25(2A)_BCS1
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n71
	5, 10, 15, 20
	

	
	CA_n25A-n66A
CA_n25A-n71A
CA_n66A-n71A
	n25
	CA_n25(2A) BCS 4 and 5
	4 and 5

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1 
	

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1 
	

	CA_n25A-n71A-n77A
	n777,9
CA_n25A-n71A
CA_n25A-n77A7
CA_n71A-n77A7
	n25
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n71
	5, 10, 15, 20
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n25
	n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1 
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1 
	

	CA_n25A-n71A-n77(2A)
	n777,9
CA_n77(2A)
CA_n25A-n71A
CA_n25A-n77A7
CA_n71A-n77A7
	n25
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n71
	5, 10, 15, 20
	

	
	
	n77
	CA_n77(2A) BCS1
	

	
	
	n25
	n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	CA_n77(2A) BCS 4 and 5
	

	CA_n25A-n71A-n77(3A)
	CA_n77(2A)
CA_n25A-n71A
CA_n25A-n77A
CA_n71A-n77A
	n25
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n71
	5, 10, 15, 20
	

	
	
	n77
	CA_n77(3A) BCS1
	

	CA_n25A-n71B-n77A
	CA_n25A-n71A
CA_n25A-n77A
CA_n71A-n77A
	n25
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n71
	CA_n71B_BCS2
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n25
	n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	CA_n71B BCS 4 and 5
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1 
	

	CA_n25A-n71B-n77(2A)
	CA_n25A-n71A
CA_n25A-n77A
CA_n71A-n77A
	n25
	n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	CA_n71B BCS 4 and 5
	

	
	
	n77
	CA_n77(2A) BCS 4 and 5
	

	CA_n25A-n71(2A)-n77A
	CA_n25A-n71A
CA_n25A-n77A
CA_n71A-n77A
	n25
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n71
	CA_n71(2A)_BCS0
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n25
	n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	CA_n71(2A) BCS 4 and 5
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n25A-n71(2A)-n77(2A)
	CA_n25A-n71A
CA_n25A-n77A
CA_n71A-n77A
	n25
	n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	CA_n71(2A) BCS 4 and 5
	

	
	
	n77
	CA_n77(2A) BCS 4 and 5
	

	CA_n25(2A)-n71A-n77A
	CA_n25A-n71A
CA_n25A-n77A
CA_n71A-n77A
	n25
	CA_n25(2A)_BCS1
	0

	
	
	n71
	5, 10, 15, 20
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n25
	CA_n25(2A) BCS 4 and 5
	4 and 5

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1 
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1 
	

	CA_n25(2A)-n71A-n77(2A)
	CA_n25A-n71A
CA_n25A-n77A
CA_n71A-n77A
	n25
	CA_n25(2A) BCS 4 and 5
	4 and 5

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	CA_n77(2A) BCS 4 and 5
	

	CA_n25A-n71A-n78A
	CA_n25A-n71A
CA_n25A-n78A
CA_n71A-n78A
	n25
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n71
	5, 10, 15, 20
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n25A-n71A-n78(2A)
	CA_n25A-n71A
CA_n25A-n78A
CA_n71A-n78A
	n25
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n71
	5, 10, 15, 20
	

	
	
	n78
	CA_n78(2A)_BCS2
	

	CA_n41A-n66A-n71A
	n417,9
CA_n41A-n71A7
CA_n41A-n66A7
CA_n66A-n71A
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	0

	
	
	n66
	5, 10, 15, 20, 40
	

	
	
	n71
	5, 10, 15, 20
	

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	1

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n71
	5, 10, 15, 20
	

	
	
	n41
	n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1 
	

	
	
	n71
	n77 channel bandwidths in Table 5.3.5-1 
	

	CA_n41A-n66A-n71B
	CA_n41A-n66A
CA_n41A-n71A
CA_n66A-n71A
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n71
	CA_n71B_BCS2
	

	
	
	n41
	n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	
	
	n71
	CA_n71B BCS 4 and 5
	

	CA_n41A-n66A-n71(2A)
	CA_n41A-n66A
CA_n41A-n71A
CA_n66A-n71A
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n71
	CA_n71(2A)_BCS0
	

	
	
	n41
	n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	
	
	n71
	CA_n71(2A) BCS 4 and 5
	

	CA_n41A-n66(2A)-n71A
	CA_n41A-n66A
CA_n66A-n71A
CA_n41A-n71A
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n66
	CA_n66(2A)_BCS1
	

	
	
	n71
	5, 10, 15, 20
	

	
	
	n41
	n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n66
	CA_n66(2A) BCS 4 and 5
	

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	CA_n41(2A)-n66A-n71A
	n417,9
CA_n41A-n71A7
CA_n41A-n66A7
CA_n66A-n71A
	n41
	CA_n41(2A)_BCS1
	0

	
	
	n66
	5, 10, 15, 20, 40
	

	
	
	n71
	5, 10, 15, 20
	

	
	
	n41
	CA_n41(2A)_BCS1
	1

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n71
	5, 10, 15, 20
	

	
	
	n41
	CA_n41(2A) BCS 4 and 5
	4 and 5

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	CA_n41(2A)-n66A-n71B
	CA_n41A-n66A
CA_n41A-n71A
CA_n66A-n71A
	n41
	CA_n41(2A) BCS 4 and 5
	4 and 5

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	
	
	n71
	CA_n71B BCS 4 and 5
	

	CA_n41(2A)-n66A-n71(2A)
	CA_n41A-n66A
CA_n41A-n71A
CA_n66A-n71A
	n41
	CA_n41(2A) BCS 4 and 5
	4 and 5

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	
	
	n71
	CA_n71(2A) BCS 4 and 5
	

	CA_n41(2A)-n66(2A)-n71A
	CA_n41A-n71A
CA_n41A-n66A CA_n66A-n71A
	n41
	CA_n41(2A) BCS 4 and 5
	4 and 5

	
	
	n66
	CA_n66(2A) BCS 4 and 5
	

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1 
	

	CA_n41(3A)-n66A-n71A
	CA_n41A-n71A
CA_n41A-n66A CA_n66A-n71A
	n41
	CA_n41(3A) BCS 4 and 5
	4 and 5

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	CA_n41C-n66A-n71A
	n417,9
CA_n41A-n71A7
CA_n41A-n66A7
CA_n41C7
CA_n66A-n71A
	n41
	CA_n41C_BCS0
	0

	
	
	n66
	5, 10, 15, 20, 40
	

	
	
	n71
	5, 10, 15, 20
	

	
	
	n41
	CA_n41C_BCS1
	1

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n71
	5, 10, 15, 20
	

	
	
	n41
	CA_n41C BCS 4 and 5
	4 and 5

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	CA_n41C-n66A-n71B
	CA_n41A-n66A
CA_n41A-n71A
CA_n41C
CA_n66A-n71A
	n41
	CA_n41C BCS 4 and 5
	4 and 5

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	
	
	n71
	CA_n71B BCS 4 and 5
	

	CA_n41C-n66A-n71(2A)
	CA_n41A-n66A
CA_n41A-n71A
CA_n41C
CA_n66A-n71A
	n41
	CA_n41C BCS 4 and 5
	4 and 5

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	
	
	n71
	CA_n71(2A) BCS 4 and 5
	

	CA_n41C-n66(2A)-n71A
	CA_n41A-n71A
CA_n41A-n66A
CA_n41C
CA_n66A-n71A
	n66
	CA_n66(2A) BCS 4 and 5
	4 and 5

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	
	
	n41
	CA_n41(A-C) BCS 4 and 5
	

	CA_n41(A-C)-n66A-n71A
	CA_n41A-n71A
CA_n41A-n66A CA_n41C
CA_n66A-n71A
	n66
	n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	
	
	n66
	CA_n66(2A) BCS 4 and 5
	

	CA_n41A-n71A-n77A
	n417,9
n777,9
CA_n41A-n71A7
CA_n41A-n77A7
CA_n71A-n77A7
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	0

	
	
	n71
	5, 10, 15, 20
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	1

	
	
	n71
	5, 10, 15, 20
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n41
	n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1 
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1 
	

	CA_n41A-n71B-n77A
	n417,9
n777,9
CA_n41A-n71A7
CA_n41A-n77A7
CA_n71A-n77A7
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n71
	CA_n71B_BCS2
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n41
	n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	CA_n71B BCS 4 and 5
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1 
	

	CA_n41A-n71B-n77(2A)
	CA_n41A-n71A
CA_n41A-n77A
CA_n71A-n77A
	n41
	n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	CA_n71B_BCS 4 and 5
	

	
	
	n77
	CA_n77(2A)_BCS 4 and 5
	

	CA_n41A-n71(2A)-n77A
	n417,9
n777,9
CA_n41A-n71A7
CA_n41A-n77A7
CA_n71A-n77A7
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n71
	CA_n71(2A)_BCS0
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n41
	n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	CA_n71(2A) BCS 4 and 5
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1 
	

	CA_n41A-n71A-n77(2A)
	n417,9
n777,9
CA_n41A-n71A7
CA_n41A-n77A7
CA_n71A-n77A7
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n71
	5, 10, 15, 20
	

	
	
	n77
	CA_n77(2A)_BCS1
	

	
	
	n41
	n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1 
	

	
	
	n77
	CA_n77(2A) BCS 4 and 5
	

	CA_n41(2A)-n71A-n77A
	n417,9
n777,9
CA_n41A-n71A7
CA_n41A-n77A7
CA_n71A-n77A7
	n41
	CA_n41(2A)_BCS1
	0

	
	
	n71
	5, 10, 15, 20
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n41
	CA_n41(2A) BCS 4 and 5
	4 and 5

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1 
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1 
	

	CA_n41(2A)-n71B-n77A
	CA_n41A-n71A
CA_n41A-n77A
CA_n71A-n77A
	n41
	CA_n41(2A)_BCS 4 and 5
	4 and 5

	
	
	n71
	CA_n71B_BCS 4 and 5
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1 
	

	CA_n41(2A)-n71(2A)-n77A
	CA_n41A-n71A
CA_n41A-n77A
CA_n71A-n77A
	n41
	CA_n41(2A)_BCS 4 and 5
	4 and 5

	
	
	n71
	CA_n71(2A)_BCS 4 and 5
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1 
	

	CA_n41(2A)-n71A-n77(2A)
	CA_n41A-n71A
CA_n41A-n77A
CA_n71A-n77A
	n41
	CA_n41(2A) BCS 4 and 5
	4 and 5

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1 
	

	
	
	n77
	CA_n77(2A) BCS 4 and 5
	

	CA_n41(3A)-n71A-n77A
	CA_n41A-n71A
CA_n41A-n77A
CA_n71A-n77A
	n41
	CA_n41(3A) BCS 4 and 5
	4 and 5

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1 
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1 
	

	CA_n41A-n71(2A)-n77(2A)
	CA_n41A-n71A
CA_n41A-n77A
CA_n71A-n77A
	n41
	n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	CA_n71(2A)_BCS 4 and 5
	

	
	
	n77
	CA_n77(2A)_BCS 4 and 5
	

	CA_n41C-n71A-n77A
	n417,9
n777,9
CA_n41A-n71A7
CA_n41A-n77A7
CA_n41C7
CA_n71A-n77A7
	n41
	CA_n41C_BCS0
	0

	
	
	n71
	5, 10, 15, 20
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n41
	CA_n41C BCS 4 and 5
	4 and 5

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1 
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1 
	

	CA_n41C-n71B-n77A
	CA_n41A-n71A
CA_n41A-n77A
CA_n41C
CA_n71A-n77A
	n41
	CA_n41C_BCS 4 and 5
	4 and 5

	
	
	n71
	CA_n71B_BCS 4 and 5
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1 
	

	CA_n41C-n71(2A)-n77A
	CA_n41A-n71A
CA_n41A-n77A
CA_n41C
CA_n71A-n77A
	n41
	CA_n41C_BCS 4 and 5
	4 and 5

	
	
	n71
	CA_n71(2A)_BCS 4 and 5
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1 
	

	CA_n41C-n71A-n77(2A)
	CA_n41A-n71A
CA_n41A-n77A
CA_n41C
CA_n71A-n77A
	n41
	CA_n41C BCS 4 and 5
	4 and 5

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1 
	

	
	
	n77
	CA_n77(2A) BCS 4 and 5
	

	CA_n41(A-C)-n71A-n77A
	CA_n41A-n71A
CA_n41A-n77A
CA_n41C
CA_n71A-n77A
	n41
	CA_n41(A-C) BCS 4 and 5
	4 and 5

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1 
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1 
	

	CA_n66A-n71A-n77A
	n777,9
CA_n66A-n71A
CA_n66A-n77A7
CA_n71A-n77A7
	n66
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n71
	5, 10, 15, 20
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1 
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1 
	

	CA_n66A-n71B-n77A
	CA_n66A-n71A
CA_n66A-n77A
CA_n71A-n77A
	n66
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n71
	CA_n71B_BCS2
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	CA_n66A-n71A
CA_n66A-n77A
CA_n71A-n77A
	n66
	n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	CA_n71B BCS 4 and 5
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n66A-n71B-n77(2A)
	CA_n66A-n71A
CA_n66A-n77A
CA_n71A-n77A
	n66
	n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	CA_n71B BCS 4 and 5
	

	
	
	n77
	CA_n77(2A) BCS 4 and 5
	

	CA_n66A-n71(2A)-n77A
	CA_n66A-n71A
CA_n66A-n77A
CA_n71A-n77A
	n66
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n71
	CA_n71(2A)_BCS0
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	CA_n71(2A) BCS 4 and 5
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n66A-n71(2A)-n77(2A)
	CA_n66A-n71A
CA_n66A-n77A
CA_n71A-n77A
	n66
	n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	CA_n71(2A) BCS 4 and 5
	

	
	
	n77
	CA_n77(2A) BCS 4 and 5
	

	CA_n66(2A)-n71A-n77A
	CA_n66A-n71A
CA_n66A-n77A
CA_n71A-n77A
	n66
	CA_n66(2A)_BCS1
	0

	
	
	n71
	5, 10, 15, 20
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	CA_n66A-n71A
CA_n66A-n77A
CA_n71A-n77A
	n66
	CA_n66(2A) BCS 4 and 5
	4 and 5

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1 
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1 
	

	CA_n66A-n71A-n77(2A)
	n777,9
CA_n66A-n71A
CA_n66A-n77A7
CA_n71A-n77A7
	n66
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n71
	5, 10, 15, 20
	

	
	
	n77
	CA_n77(2A)_BCS1
	

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	CA_n77(2A) BCS 4 and 5
	

	CA_n66A-n71A-n77(3A)
	CA_n77(2A)
CA_n66A-n71A
CA_n66A-n77A
CA_n71A-n77A
	n66
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n71
	5, 10, 15, 20
	

	
	
	n77
	CA_n77(3A)_BCS1
	

	CA_n66(2A)-n71A-n77(2A)
	CA_n66A-n71A
CA_n66A-n77A
CA_n71A-n77A
	n66
	CA_n66(2A)_BCS1
	0

	
	
	n71
	5, 10, 15, 20
	

	
	
	n77
	CA_n77(2A)_BCS1
	

	
	CA_n66A-n71A
CA_n66A-n77A
CA_n71A-n77A
	n66
	CA_n66(2A) BCS 4 and 5
	4 and 5

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	CA_n77(2A) BCS 4 and 5
	




Table 5.5A.3.3-1: NR CA configurations and bandwidth combinations sets defined for inter-band CA (four bands)
	NR CA configuration
	Uplink CA configuration
or single uplink carrier 4
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n25A-n41A-n66A-n71A
	-
	n25
	5, 10, 15, 20
	0

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	

	
	
	n66
	5, 10, 15, 20, 40
	

	
	
	n71
	5, 10, 15, 20
	

	
	CA_n25A-n41A
CA_n25A-n66A
CA_n25A-n71A
CA_n41A-n66A
CA_n41A-n71A
CA_n66A-n71A
	n25
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n71
	5, 10, 15, 20
	

	
	
	n25
	n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n41
	n41 channel bandwidths in Table 5.3.5-1
	

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	CA_n25A-n41(2A)-n66A-n71A
	-
	n25
	5, 10, 15, 20
	0

	
	
	n41
	CA_n41(2A)_BCS0
	

	
	
	n66
	5, 10, 15, 20
	

	
	
	n71
	5, 10, 15, 20
	

	
	CA_n25A-n41A
CA_n25A-n66A
CA_n25A-n71A
CA_n41A-n66A
CA_n41A-n71A
CA_n66A-n71A


	n25
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n41
	CA_n41(2A)_BCS1
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n71
	5, 10, 15, 20
	

	
	
	n25
	n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n41
	CA_n41(2A)_BCS 4 and 5 
	

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	CA_n25A-n41C-n66A-n71A
	-
	n25
	5, 10, 15, 20
	0

	
	
	n41
	CA_n41C_BCS0
	

	
	
	n66
	5, 10, 15, 20, 40
	

	
	
	n71
	5, 10, 15, 20
	

	
	CA_n25A-n41A
CA_n25A-n66A
CA_n25A-n71A
CA_n41A-n66A
CA_n41A-n71A
CA_n41C
CA_n66A-n71A
	n25
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n41
	CA_n41C_BCS1
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n71
	5, 10, 15, 20
	

	
	
	n25
	n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n41
	 CA_n41C_BCS 4 and 5 
	

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	CA_n25A-n41A-n71A-n77A
	n415,6
n775,6
CA_n25A-n41A5
CA_n25A-n71A
CA_n25A-n77A5
CA_n41A-n71A5
CA_n41A-n77A5
CA_n71A-n77A5
	n25
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n71
	5, 10, 15, 20
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n25
	n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n41
	n41 channel bandwidths in Table 5.3.5-1
	

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n25A-n41A-n71B-n77A
	CA_n25A-n41A
CA_n25A-n71A
CA_n25A-n77A
CA_n41A-n71A
CA_n41A-n77A
CA_n71A-n77A
	n25
	n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n41
	n41 channel bandwidths in Table 5.3.5-1
	

	
	
	n71
	CA_n71B_BCS 4 and 5
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n25A-n41A-n71(2A)-n77A
	CA_n25A-n41A
CA_n25A-n71A
CA_n25A-n77A
CA_n41A-n71A
CA_n41A-n77A
CA_n71A-n77A
	n25
	n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n41
	n41 channel bandwidths in Table 5.3.5-1
	

	
	
	n71
	CA_n71(2A)_BCS 4 and 5 
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n25A-n41C-n71A-n77A
	CA_n25A-n41A
CA_n25A-n71A
CA_n25A-n77A
CA_n41A-n71A
CA_n41A-n77A
CA_n41C
CA_n71A-n77A
	n25
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n41
	CA_n41C_BCS1
	

	
	
	n71
	5, 10, 15, 20
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n25
	n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n41
	CA_n41C_BCS 4 and 5 
	

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n25A-n41(2A)-n71A-n77A
	CA_n25A-n41A
CA_n25A-n71A
CA_n25A-n77A
CA_n41A-n71A
CA_n41A-n77A
CA_n71A-n77A
	n25
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n41
	CA_n41(2A)_BCS1
	

	
	
	n71
	5, 10, 15, 20
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n25
	n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n41
	CA_n41(2A)_BCS 4 and 5 
	

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n25A-n41A-n71A-n77(2A)
	CA_n25A-n41A
CA_n25A-n71A
CA_n25A-n77A
CA_n41A-n71A
CA_n41A-n77A
CA_n71A-n77A
	n25
	n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n41
	n41 channel bandwidths in Table 5.3.5-1
	

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	 CA_n77(2A)_BCS 4 and 5
	

	CA_n25(2A)-n41A-n71A-n77A
	CA_n25A-n41A
CA_n25A-n71A
CA_n25A-n77A
CA_n41A-n71A
CA_n41A-n77A
CA_n71A-n77A
	n25
	 CA_n25(2A)_BCS 4 and 5
	4 and 5

	
	
	n41
	n41 channel bandwidths in Table 5.3.5-1
	

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n25A-n41A-n71A-n78A
	CA_n25A-n41A
CA_n25A-n71A
CA_n25A-n78A
CA_n41A-n71A
CA_n41A-n78A
CA_n71A-n78A
	n25
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n71
	5, 10, 15, 20
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n25A-n66A-n71A-n77A
	CA_n25A-n66A
CA_n25A-n71A
CA_n25A-n77A
CA_n66A-n71A
CA_n66A-n77A
CA_n71A-n77A
	n25
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n71
	5, 10, 15, 20
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n25
	n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n25A-n66A-n71A-n77(2A)
	CA_n25A-n66A
CA_n25A-n71A
CA_n25A-n77A
CA_n66A-n71A
CA_n66A-n77A
CA_n71A-n77A
	n25
	n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n41
	n41 channel bandwidths in Table 5.3.5-1
	

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	 CA_n77(2A)_BCS 4 and 5
	

	CA_n41A-n66A-n71A-n77A
	n415,6
n775,6
CA_n41A-n66A5
CA_n41A-n71A5
CA_n41A-n77A5
CA_n66A-n71A
CA_n66A-n77A5
CA_n71A-n77A5
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n71
	5, 10, 15, 20
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n41
	n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n41A-n66A-n71B-n77A
	CA_n41A-n66A
CA_n41A-n71A
CA_n41A-n77A
CA_n66A-n71A
CA_n66A-n77A
CA_n71A-n77A
	n41
	n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	
	
	n71
	CA_n71B _BCS 4 and 5 
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n41A-n66A-n71(2A)-n77A
	CA_n41A-n66A
CA_n41A-n71A
CA_n41A-n77A
CA_n66A-n71A
CA_n66A-n77A
CA_n71A-n77A
	n41
	n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	
	
	n71
	CA_n71(2A) _BCS 4 and 5
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n41C-n66A-n71A-n77A
	CA_n41A-n66A
CA_n41A-n71A
CA_n41A-n77A
CA_n41C
CA_n66A-n71A
CA_n66A-n77A
CA_n71A-n77A
	n41
	CA_n41C_BCS1
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n71
	5, 10, 15, 20
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n41
	CA_n41C_BCS 4 and 5 
	4 and 5

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n41(2A)-n66A-n71A-n77A
	CA_n41A-n66A
CA_n41A-n71A
CA_n41A-n77A
CA_n66A-n71A
CA_n66A-n77A
CA_n71A-n77A
	n41
	CA_n41(2A)_BCS1
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n71
	5, 10, 15, 20
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n41
	CA_n41(2A) _BCS 4 and 5 
	4 and 5

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n41A-n66(2A)-n71A-n77A
	CA_n41A-n66A
CA_n41A-n71A
CA_n41A-n77A
CA_n66A-n71A 
CA_n66A-n77A
CA_n71A-n77A
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n66
	CA_n66(2A)_BCS1
	

	
	
	n71
	5, 10, 15, 20
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n41
	n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n66
	CA_n66(2A)_BCS 4 and 5 
	

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n41A-n66A-n71A-n77(2A)
	CA_n41A-n66A
CA_n41A-n77A
CA_n41A-n71A
CA_n66A-n71A
CA_n66A-n77A
CA_n71A-n77A
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n71
	5, 10, 15, 20
	

	
	
	n77
	CA_n77(2A)_BCS1
	

	
	
	n41
	n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	CA_n77(2A)_BCS 4 and 5 in 
	

	CA_n41A-n66(2A)-n71A-n77(2A)
	CA_n41A-n66A
CA_n41A-n71A
CA_n41A-n77A
CA_n66A-n71A
CA_n66A-n77A
CA_n71A-n77A
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n66
	CA_n66(2A)_BCS1
	

	
	
	n71
	5, 10, 15, 20
	

	
	
	n77
	CA_n77(2A)_BCS1
	

	CA_n41A-n66A-n71A-n78A
	CA_n41A-n66A
CA_n41A-n71A
CA_n41A-n78A
CA_n66A-n71A
CA_n66A-n78A
CA_n71A-n78A
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n71
	5, 10, 15, 20
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n41A-n66(2A)-n71A-n78A
	CA_n41A-n66A
CA_n41A-n71A
CA_n41A-n78A
CA_n66A-n71A
CA_n66A-n78A
CA_n71A-n78A
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n66
	CA_n66(2A)_BCS1
	

	
	
	n71
	5, 10, 15, 20
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n41A-n66A-n71A-n78(2A)
	CA_n41A-n66A
CA_n41A-n71A
CA_n41A-n78A
CA_n66A-n71A
CA_n66A-n78A
CA_n71A-n78A
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n71
	5, 10, 15, 20
	

	
	
	n78
	CA_n78(2A)_BCS2
	



Table 5.5A.3.4-1: NR CA configurations and bandwidth combinations sets defined for inter-band CA (five bands)
	NR CA configuration
	Uplink configuration
or single uplink carrier 2
	NR Band
	Channel bandwidth (MHz) (NOTE 1)
	Bandwidth combination set

	CA_n25A-n41A-n66A-n71A-n77A
	CA_n25A-n41A
CA_n25A-n66A
CA_n25A-n71A
CA_n25A-n77A
CA_n41A-n66A
CA_n41A-n71A
CA_n41A-n77A
CA_n66A-n71A
CA_n66A-n77A
CA_n71A-n77A
	n25
	n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n41
	n41 channel bandwidths in Table 5.3.5-1
	

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	



Conclusion
The introduction of 25 MHz and 30 MHz uplink channel bandwidths for Band n71 may impact MSD specifications for CA configurations including Band n71 with BCS4 and BCS5.  The possibly affected combinations are listed.  There are far too many to be studied so a more general approach is needed rather than one-by-one evaluation.
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