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<Start of change 1>
[bookmark: _Toc21103035][bookmark: _Toc29810884][bookmark: _Toc36636244][bookmark: _Toc37273190][bookmark: _Toc45886278][bookmark: _Toc53183341][bookmark: _Toc58916050][bookmark: _Toc58918231][bookmark: _Toc66694101][bookmark: _Toc74916086][bookmark: _Toc76114711][bookmark: _Toc76544597][bookmark: _Toc82536719][bookmark: _Toc89953012][bookmark: _Toc98766828][bookmark: _Toc99703191][bookmark: _Toc106206981][bookmark: _Toc115080983][bookmark: _Toc121999894][bookmark: _Toc124154067][bookmark: _Toc124154842][bookmark: _Toc131560697]8.3.5.5.2	Test requirement for BS type 2-O
The fraction of incorrectly decoded UCI is shall be less than 1% for the SNR listed in table 8.3.5.5.2-1 to table 8.3.5.5.2-4.
Table 8.3.5.5.2-1: Required SNR for PUCCH format 4 with 60 kHz SCS in FR2-1
	Number of TX antennas
	Number of demodulation
	Cyclic Prefix
	Propagation conditions and
	Additional DM‑RS configuration
	Channel bandwidth / SNR (dB)

	
	branches
	
	correlation matrix (annex J)
	
	50 MHz
	100 MHz

	1
	2
	Normal
	TDLA30-300 Low
	No additional DM-RS
	3.6
	3.3

	
	
	
	
	Additional DM-RS
	3.7
	4.1



Table 8.3.5.5.2-2: Required SNR for PUCCH format 4 with 120 kHz SCS in FR2-2
	Number of TX
	Number of demodulation
	Cyclic Prefix
	Propagation conditions and
	Additional DM‑RS configuration
	Channel bandwidth / SNR (dB)

	antennas
	branches
	
	correlation matrix (annex J)
	
	50 MHz
	100 MHz
	200MHz

	1
	2
	Normal
	TDLA30-300 Low
	No additional DM-RS
	3.4
	3.4
	4.1

	
	
	
	
	Additional DM-RS
	4.2
	4.4
	3.8



Table 8.3.5.5.2-3: Required SNR for PUCCH format 4 with 120 kHz SCS in FR2-2
	Number of TX antennas
	Number of demodulation branches
	Cyclic Prefix
	Propagation conditions and correlation matrix
	Number of PRBs
	Additional DM-RS configuration
	Channel bandwidth / SNR (dB)

	
	
	
	 (annex J)
	
	
	100 MHz

	1
	2
	Normal
	TDLA30-650 Low
	1
	No additional DM-RS
	3.6

	
	
	
	
	
	Additional DM-RS
	3.6

	1
	2
	Normal
	TDLA30-650 Low
	16
	No additional DM-RS
	-8.4

	
	
	
	
	
	Additional DM-RS
	-8.3



Table 8.3.5.5.2-4: Required SNR for PUCCH format 4 with 480 kHz SCS in FR2-2
	Number of TX antennas
	Number of demodulation branches
	Cyclic Prefix
	Propagation conditions and correlation matrix
	Number of PRBs
	Additional DM-RS configuration
	Channel bandwidth / SNR (dB)

	
	
	
	 (annex J)
	
	
	400 MHz

	1
	2
	Normal
	TDLA10-650 Low
	1
	No additional DM-RS
	4.2

	
	
	
	
	
	Additional DM-RS
	[4]

	1
	2
	Normal
	TDLA10-650 Low
	16
	No additional DM-RS
	-8.5

	
	
	
	
	
	Additional DM-RS
	[-8.4]
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