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<Start of Change #1>
8.15.5	Active Downlink TCI state list update delay
The requirements specified in this clause are applicable if
-	higher layer configuration ‘unifiedTCI-StateType-r17’ is set to ‘separate’, and a MAC CE activates more than one target separate TCIs, and at least one DL TCI is included, or
-	higher layer configuration ‘unifiedTCI-StateType-r17’ is set to ‘joint’, and a MAC CE activates more than one target joint TCI.
If all the target TCI states in the active TCI state list are known, upon receiving PDSCH carrying MAC-CE active TCI state list update at slot n, UE shall be able to receive PDCCH or PDSCH with the new target TCI states at the first slot that is after
	n + THARQ + +  TOk*(Tfirst-SSB_List + TSSB-proc) / NR slot length.
If a subset of the target TCI states in the active TCI state list are unknown, upon receiving PDSCH carrying MAC-CE active TCI state list update at slot n, UE shall be able to receive UE-dedicated PDCCH or PDSCH with the new target TCI states at the first slot that is after 
	n+ THARQ + + (TL1-RSRP_list +TOuk*(Tfirst-SSB_List+ TSSB-proc)) / NR slot length.
If all target TCI states in the active TCI state list are unknown, the requirements specified in this clause are not applicable.
Where 
-	TL1-RSRP_List = is the longest L1 measurement time (TL1-RSRP) of the source RS among the unknown target TCI states , where TL1-RSRP is specified in clause 8.15.3
-	If the number of cells associated with the target TCI states in the active TCI list is 2, and time to first SSBs associated to the TCIs are overlapped in FR2,
-	Tfirst-SSB_List = Tfirst-SSB_SC + min(TSSB_SC , TSSB_CDP).
-	If the number of cells associated with the target TCI states in the active TCI list is 2, and time to first SSBs associated to the TCIs are not overlapped in FR1 or FR2,
-	Tfirst-SSB_List = max(Tfirst-SSB_SC , Tfirst-SSB_CDP)

-	Otherwise,
-	Tfirst-SSB_List = Tfirst-SSB_SC.
-	TSSB_SC is the SSB periodicity of serving cell.
-	TSSB_CDP is the SSB periodicity of cell with different PCI from serving cell.
- 	Tfirst-SSB_SC is the Tfirst-SSB from serving cell
-	Tfirst-SSB_CDP is the Tfirst-SSB from cell with different PCI from serving cell.
-	THARQ, Tfirst-SSB, TSSB-proc , TOk, TOuk are defined in clause 8.15.3. TSSB is the SSB periodicity.
When UE receives PDSCH carrying MAC-CE for active TCI state list update, and
-	higher layer configuration ‘unifiedTCI-StateType-r17’ is set to ‘joint’, or 
-	higher layer configuration ‘unifiedTCI-StateType-r17’ is set to ‘separate’, while the target TCI list comprises at least one DL TCIs and at least one UL TCIs,
[bookmark: _Hlk123580727]UE is not expected to receive on DL based on the target TCI state before UE completes the DL and UL TCI state list update.

[bookmark: _Toc21342838][bookmark: _Toc29769799][bookmark: _Toc29799298][bookmark: _Toc37254522][bookmark: _Toc37255165][bookmark: _Toc45887188][bookmark: _Toc53171925]<End of Change #1>
<Start of Change #2>
9.13.4.1	Inter-cell SSB based L1-RSRP Reporting
If a cell with PCI different from serving cell is known according 9.13.2, the UE shall be capable of performing L1-RSRP measurements based on the configured SSB resource for L1-RSRP computation, and the UE physical layer shall be capable of reporting L1-RSRP measured over the measurement period of TL1-RSRP_Measurement_Period_SSB_CDP. The requirements specified in this clause are only applicable when
-	highSpeedMeasFlag-r16 is not configured, and 
-	highSpeedMeasFlagFR2-r17 is not configured, and 
-	highSpeedMeasCA-Scell-r17 is not configured, and
-	SSBs of CDP outside SMTCs for L1-RSRP measurement are not overlapped with concurrent gaps.
Editor’s Note: FFS the requirements applicability when L1-RSRP measurement resources are overlapped with concurrent gaps.
The value of TL1-RSRP_Measurement_Period_SSB_CDP is defined in Table 9.13.4.1-1 for FR1, The value of TL1-RSRP_Measurement_Period_SSB_CDP is defined in Table 9.13.4.1-2 for FR2 when highSpeedMeasFlagFR2-r17 is not configured, where
-	M=1 if higher layer parameter timeRestrictionForChannelMeasurement is configured, and M=3 otherwise 
-	N= 8.
[bookmark: _GoBack]<Unchanged part omitted>
<End of Change #2>


