[bookmark: _Hlk500785459][bookmark: _GoBack]3GPP TSG-RAN4 Meeting #107	R4-2310417
Incheon, Korea (Republic Of), 22nd – 26th May 2023
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	38.101-1
	CR
	     1596
	rev
	1
	Current version:
	15.21.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	



	

	Title:	
	Update of FR1 UL MIMO EVM measurement description

	
	

	Source to WG:
	Rohde & Schwarz

	Source to TSG:
	R4

	
	

	Work item code:
	NR_newRAT-Core
	
	Date:
	2023-05-25

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
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< Unchanged sections omitted >
F.10	EVM for UL MIMO
F10.1	General
EVM for UL MIMO is measured per layer. A zero-forcing (ZF) MIMO receiver architecture is used so that dual layer transmissions by the UE can be demodulated by the test equipment receiver.
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Figure F.10.1-1: EVM calculation block diagram for 2-Layer UL MIMO
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The TE receives signals from 2 different ports which are connected to two antenna connectors in the test system. 
For UL MIMO measurements a MIMO equalization step as described in section F.10.2 is performed to separate the layers.
Each layer is then processed as described in section F.10.3 to receive the measurement results for each individual layer.
F10.2	MIMO Equalization
The MIMO equalization is based only on reference signals (DMRS) without using any data symbols. In order to obtain comparable EVM results independent of the number of DMRS symbols per slot, only the first DMRS symbol in each slot is used. For the equalization process all available DMRS symbols shall be used.
The effective 2x2 channel matrix is estimated using reference signals of different subcarriers, e.g. in case of DMRS antenna ports 0 and 2. In case that same subcarriers are used, e.g. DMRS antenna ports 0 and 1, a channel decomposition is necessary taking advantage of the orthogonal codes wf and wt and assuming identical channel coefficients for adjacent subcarriers of same CDM group.
Effective channel including the precoding matrix P is:

with

where y denotes the received symbol on port index n and r the reference signal for layer index ν.
Since reference signals of a specific layer are transmitted only on subcarriers of one CDM group channel, interpolation is needed in order to obtain channel coefficients for all subcarriers. Channel interpolation is done using the channel coefficients of active CDM group in all other CDM groups.
The channel coefficients used to calculate the equalizer coefficients are obtained after channel smoothing in frequency domain by computing the moving average of interpolated channel coefficients. The moving average window size is 7. For subcarriers at or near the edge of allocation the window size is reduced accordingly.
The ZF equalizer coefficients are calculated as the inverse of the effective channel matrix, in general:


F10.3	Layer processing
After performing the MIMO equalization as described in section F.10.2 each layer is processed using the existing procedure as defined in Annex E of TS 38.521-1 [4].
Since the channel estimation is calculated only on first the DMRS symbols, an averaging including all 14 symbols of one slot, i.e. data and reference signals, is needed in order to minimize EVM. The averaging is achieved by the least square (LS) equalization method described for single layer in Annex E.3. of TS 38.521-1 [4].
MS(f,t) and NS(f,t) are processed with a LS estimator, to derive one equalizer coefficient per time slot and per allocated subcarrier. EC(f) is defined for each layer as:

With * denoting complex conjugation. EC(f) are used to equalize layer data symbols.
EVM equalizer spectral flatness is derived from equalizer coefficients for each layer as follows:
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