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Introduction
[bookmark: OLE_LINK11]In RAN4 #104-e meeting, the WF for ATG BS RF requirements was agreed in R4-2214461. Meanwhile, the TR38.876 skeleton was approved in R4-2214912.
[bookmark: OLE_LINK26]In RAN4 #104-bis-e meeting, the WF for ATG BS RF requirements was agreed in R4-2217454. 
[bookmark: OLE_LINK35][bookmark: OLE_LINK1]In RAN4 #105 meeting, the WF for ATG BS RF requirements was agreed in R4-2220250. 
[bookmark: OLE_LINK45][bookmark: OLE_LINK38]In RAN4 #106 meeting, the WF for ATG BS RF requirements was agreed in R4-2302904.
[bookmark: OLE_LINK44]In RAN4 #106bis meeting, the WF for ATG BS RF requirements was agreed in R4-2305894	
For the thread [107-e][303] NR_ATG_BSRF, the main topics are about ATG BS RF requirements, which correspond to the contributions submitted in this e-meeting under agenda item 8.14.3.
Topic #1: ATG BS RF
Main technical topic overview. The structure can be done based on sub-agenda basis. 
Companies’ contributions summary
	T-doc number
	Company
	Proposals / Observations

	[bookmark: OLE_LINK4]R4-2309169
	ZTE Corporation
	[bookmark: OLE_LINK3][bookmark: OLE_LINK5][bookmark: OLE_LINK48]Title: TP for TR38.876 :clause 7.2.3.4~7.2.3.7
[bookmark: OLE_LINK36]This contribution provides a text proposal to TR38.876: clause 7.2.3.4~7.2.3.7

	[bookmark: OLE_LINK12]R4-2309173
	ZTE Corporation
	Title: Further discussion on ATG BS RF requirements
Observation 1: based on the initial simulation results in Case 1 and Case 9, it’s sufficient to reuse the legacy FR1 ACLR 45dBc requirement for ATG BS.
Observation 2: based on the initial simulation results in Case 4 and Case 12, it’s sufficient to reuse the legacy FR1 ACS 46dBc requirement for ATG BS.
[bookmark: OLE_LINK10]Proposal 1: to reuse the FR1 TN ACLR and ACS requirement for ATG BS.

	[bookmark: OLE_LINK14]R4-2309174
	ZTE Corporation
	Title: Draft CR to TS38.104 Introduction of ATG BS
A draft CR to TS38.104 to introduce the ATG BS RF requirement into specification

	[bookmark: OLE_LINK22]R4-2309441
	CMCC
	Title: Discussion on ATG BS RF requirements
[bookmark: _Hlk131944106]Proposal 1: To reuse legacy FR1 ACLR (i.e. 45dBc) requirement.
Proposal 2: To reuse legacy FR1 ACS (i.e. 46dBc) requirement.
Proposal 3: In-band blocking requirements in TS 38.104 could be reused for ATG BS.
[bookmark: OLE_LINK17]Proposal 4: Receiver intermodulation requirements in TS 38.104 could be reused for ATG BS.

	[bookmark: OLE_LINK33]R4-2309446
	CMCC
	[bookmark: OLE_LINK43]Title: TP for TR 38.876 to introduce ATG BS Rx requirements
[bookmark: OLE_LINK37]TP for TR 38.876 to update some Rx RF requirements for ATG BS, and to add texts for ACS :clause 7.2.3.1~7.2.3.3



Open issues summary
In terms of the WF R4-2305894 for ATG BS RF requirements, there were some following open issues:
· ATG BS ACLR requirements:  [To reuse legacy FR1 ACLR (i.e. 45dBc) requirement] 
· ATG BS ACS requirements:  [To reuse legacy FR1 ACS (i.e. 46dBc) requirement requirement] 
[bookmark: OLE_LINK15]
Sub-topic 1-1  ATG BS ACLR/ACS
[bookmark: OLE_LINK39][bookmark: OLE_LINK16][bookmark: OLE_LINK21][bookmark: OLE_LINK2]The ACLR and ACS depend on the outcome of the co-existence simulations. In R4-2301729/2309173, some co-existence evaluation results on some cases are provided.
[bookmark: OLE_LINK24]Issue 1-1-1:  ATG BS ACLR
· [bookmark: OLE_LINK7][bookmark: OLE_LINK8][bookmark: OLE_LINK42][bookmark: OLE_LINK9][bookmark: OLE_LINK6]Proposal. To reuse legacy FR1 ACLR requirement (R4-2309173/R4-2309441)
· Recommended WF
· [bookmark: OLE_LINK13]To reuse legacy FR1 (i.e. FR1 TN) ACLR requirement 

[bookmark: OLE_LINK27]Issue 1-1-2:  ATG BS ACS
· [bookmark: OLE_LINK23][bookmark: OLE_LINK19]Proposal. To reuse legacy FR1 ACS requirement (R4-2309173/R4-2309441)
· Recommended WF
· [bookmark: OLE_LINK34]To reuse legacy FR1 (i.e.  i.e. FR1 TN) ACS  requirement

[bookmark: OLE_LINK25]Sub-topic 1-2  Other ATG BS Rx requirements 
[bookmark: OLE_LINK31]Issue 1-2-1:  In-band blocking
· [bookmark: OLE_LINK20][bookmark: OLE_LINK32]Option 1: To reuse the in-band blocking requirement for FR1 WA BS for ATG BS.(R4-2309169/R4-2309441)
· Recommended WF
· To reuse the in-band blocking requirement for FR1 WA BS for ATG BS

Issue 1-2-2:  Rx intermodulation
· [bookmark: OLE_LINK18][bookmark: OLE_LINK29]Option 1: To reuse the Rx intermodulation requirement for FR1 WA BS for ATG BS.(R4-2309169/R4-2309441)
· Recommended WF
· To reuse the Rx intermodulation requirement for FR1 WA BS for ATG BS

[bookmark: OLE_LINK30]Issue 1-2-3:  Out-of-band blocking
· Option 1: To reuse the existing out-of-band blocking requirement defined for Wide Area BS in TS38.104.(R4-2309169)
· Recommended WF
· TBA.
Issue 1-2-4:  In-channel selectivity
· Option 1: To reuse the existing ICS requirement defined for Wide Area BS in TS38.104.(R4-2309169)
· Recommended WF
· TBA.

 Sub-topic 1-3  Draft CR
Issue 1-3:  Draft CR for 38.104 (R4-2309174)
· Proposal: 
· Option 1: Endorse the draft CR.
· Option 2: Revise the draft CR.
· Option 3: Postpone the draft CR.
· Recommended WF
· TBA. 

Sub-topic 1-4  TPs
[bookmark: OLE_LINK46]There are two TPs for TR38.876 for different clauses, which are:
· R4-2309446: clauses 7.2.3.1~7.2.3.3
· R4-2309169: clauses 7.2.3.4~7.2.3.7
[bookmark: OLE_LINK47]Issue 1-4-1:  TP for TR 38.876 (R4-2309169)
· Proposal:
· Option 1: Approved the TP.
· Option 2: Revise the TP.
· Option 3: Noted the TP.
· Recommended WF
· TBA. 

[bookmark: OLE_LINK40]Issue 1-4-2:  TP for TR 38.876 (R4-2309446)
· Proposal:
· Option 1: Approved the TP.
· Option 2: Revise the TP.
· Option 3: Noted the TP.
· Recommended WF
· TBA. 

