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1. Introduction
In RAN4 #108 meeting, the CSI requirements are discussed and the WF is approved in [1]. In this paper, our views on the remaining open issues are given.
2. Discussion
In the last meeting, it is kept open whether to reuse the existing methodology of Re-15 SDR CA test for UEs with 8Rx:
Issue 5-2: SDR CA requirements
· Option 1: Choose single bandwidth combination for SDR requirements definition: 40MHz/30kHz SCS and 10MHz/15kHz SCS
· Option 2: Reuse the existing methodology of Re-15 SDR CA test

Similar as PDSCH demodulation tests, we believe the previously agreed test criteria for CA test should be followed. Moreover, the test purpose for SDR test itself is to ‘verify that the Layer 1 and Layer 2 correctly process in a sustained manner the received packets corresponding to the maximum data rate indicated by UE capabilities.’. Therefore, we believe it is more reasonable for 8Rx UE SDR tests to reuse the existing methodology of Re-15 SDR CA test and test the largest supported aggregated channel bandwidth.
Proposal 1: Reuse the existing methodology of Re-15 SDR CA test and test the largest supported aggregated channel bandwidth.
3. Conclusion
Proposal 1: Reuse the existing methodology of Re-15 SDR CA test and test the largest supported aggregated channel bandwidth.
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