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< start of changes >
[bookmark: _Toc123057934][bookmark: _Toc124256627][bookmark: _Toc131734940][bookmark: _Toc137372717][bookmark: _Toc138885103]6.4	Transmit signal quality
[bookmark: _Toc97562294][bookmark: _Toc104122521][bookmark: _Toc104205472][bookmark: _Toc104206679][bookmark: _Toc104503639][bookmark: _Toc106127570][bookmark: _Toc123057935][bookmark: _Toc124256628][bookmark: _Toc131734941][bookmark: _Toc137372718][bookmark: _Toc138885104]6.4.1	Frequency error
The NTN satellite UE basic measurement interval of modulated carrier frequency is 1 UL slot. The NTN satellite UE pre-compensates the uplink modulated carrier frequency by the estimated Doppler shift according to 3GPP TS 38.300 [9] clause 16.14.2. The mean value of basic measurements of NTN UE modulated carrier frequency shall be accurate to within ± 0.1 PPM observed over a period of 1 ms of cumulated measurement intervals compared to ideally pre-compensated reference uplink carrier frequency. 
[NOTE:	The ideally pre-compensated reference uplink carrier frequency consists of the UL carrier frequency signalled to the UE by SAN and UL pre-compensated Doppler frequency shift. For the test case, the location of the UE is explicitly provided to the UE from the test equipment.]
Requirement will be verified for at least two cases of which one has zero Doppler shift conditions. Doppler shift for GSO scenario is no larger than 0.93 ppm and for NGSO no larger than 24 ppm.
[bookmark: _Toc97562295][bookmark: _Toc104122522][bookmark: _Toc104205473][bookmark: _Toc104206680][bookmark: _Toc104503640][bookmark: _Toc106127571][bookmark: _Toc123057936][bookmark: _Toc124256629][bookmark: _Toc131734942][bookmark: _Toc137372719][bookmark: _Toc138885105]6.4.2	Transmit modulation quality
The requirements for transmit modulation quality defined in 3GPP TS 38.101-1 [5] clause 6.4.2 shall apply for NTN satellite UE except for the requirements for Pi/2 BPSK modulation.
< end of changes >


