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<< Start of 1st change >>
9.x.z	Inter frequency L1-RSRP measurement without measurement gaps
9.x.z.1	Inter frequency L1-RSRP measurement requirements 
9.x.z.1.1	Inter-frequency SSB based L1-RSRP measurement
When configured by the network and the inter-frequency cell’s SSB is completely contained in the DL active BWP, the UE shall be able to perform L1-RSRP measurements based on the configured SSB resource for L1-RSRP computation, and the UE physical layer shall be capable of reporting L1-RSRP measured over the measurement period of TL1-RSRP_Measurement_Period_SSB_inter_withoutGap. 
The value of TL1-RSRP_Measurement_Period_SSB_inter_withoutGap is defined in Table 9.x.z.1.1-1 for FR1, The value of TL1-RSRP_Measurement_Period_SSB_inter_withoutGap is defined in Table 9.x.z.1.1-2 for FR2

Editor’s Note: to be add pending on the discussion

9.x.z.2	Measurement restriction for inter frequency L1-RSRP measurement
The UE is required to be capable of measuring SSB for L1-RSRP without measurement gaps. The UE is required to perform the SSB measurements with measurement restrictions as described in the following clauses.

9.x.z.2.1	Measurement restriction for SSB based L1-RSRP
For FR1, 
Editor’s Note: to be add pending on the discussion
For FR2, 
Editor’s Note: to be add pending on the discussion

9.x.z.3	Scheduling availability of UE during inter-frequency L1-RSRP measurements
Scheduling availability restrictions described in the following clauses apply when UE is performing L1-RSRP measurement on inter-frequency cell(s), and UE is receiving PDCCH/PDSCH from serving cell.

9.x.z.3.1	Scheduling availability of UE performing L1-RSRP measurement with a same subcarrier spacing as PDSCH/PDCCH on FR1
There are no scheduling restrictions due to L1-RSRP measurement performed on SSB as RS for L1-RSRP measurement with the same SCS as PDSCH/PDCCH in FR1.
9.x.z.3.2	Scheduling availability of UE performing L1-RSRP measurement with a different subcarrier spacing than PDSCH/PDCCH on FR1
Editor’s Note: to be add pending on the discussion

9.x.z.3.3	Scheduling availability of UE performing L1-RSRP measurement on FR2
Editor’s Note: to be add pending on the discussion

9.x.z.3.4	Scheduling availability of UE performing L1-RSRP measurement on FR1 or FR2 in case of FR1-FR2 inter-band CA
There are no scheduling restrictions on FR1 cell(s) due to L1-RSRP measurement performed on FR2 cell(s).
There are no scheduling restrictions on FR2 cell(s) due to L1-RSRP measurement performed on FR1 cell(s).
9.x.z.3.5	Scheduling availability of UE performing L1-RSRP measurement in TDD bands on FR1
[bookmark: _GoBack]Editor’s Note: to be add pending on the discussion
<< End of 1st change >>



