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1. Introduction
RRM requirements for FR1+FR1 NR-DC are missing in TS 38.133. The objective of defining corresponding requirements is included in Rel-18 WI [1] and further revised [2]. In previous meetings, most issues are solved with agreements captured in [3] [4]. In this paper, we further provide our views on the performance requirements for FR1+FR1 NR-DC.
2. Discussion
For FR1+FR1 NR-DC, most issues of core requirements are already settled. Based on the discussion in core part, most requirements can be reused directly, and only FR1+FR1 NR-DC specific changes are made for some particular requirements, e.g. HO with PSCell, SCG activation. For test cases design for FR1+FR1 NR-DC, compared with existing test cases for FR1+FR2 NR-DC, follow requirements are expected to be defined:
Table I. Test case list for Rel-18 FR1+FR1 NR-DC
	TC1
	HO with PSCell from FR1-FR1 NR-DC to FR1-FR1 NR-DC

	TC2
	HO with PSCell from FR1-FR1 NR-DC to FR1-FR2 NR-DC

	TC3
	HO with PSCell from FR1-FR2 NR-DC to FR1-FR1 NR-DC

	TC4
	PSCell addition and release delay of known FR1 PSCell

	TC5
	PSCell addition and release delay of unknown FR1 PSCell

	TC6
	PSCell RACH-less based activation and deactivation for FR1+FR1 NR-DC
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