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	Reason for change:
	The current paging requirements on monitoring of paging occasions for CG-SDT with HD-FDD Redcap UEs are not alligned with RAN2. An LS reply is sent to RAN2 with the following conclusion made in RAN4[R4-2314464]
	RAN4 will further update requirements for the case of partial collisions of POs with CG-SDT occasions for HD-FDD RedCap UE within the SI modification period based on RAN2 LS
There are no existing RRM requirements for the case when all available POs are colliding with CG-SDT occasions for HD-FDD RedCap UE within the SI modification period.
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	Summary of change:
	For RedCap UE in HD-FDD mode, 
1. If paging occasions partially overlap with CG-SDT transmission, the UE is required to monitor for SI change indication in any paging occasion at least once per modification period [2] during SDT if the initial downlink BWP on which the SDT procedure is ongoing is associated with a CD-SSB.
2. There is no requirement in case all available paging occasions overlap with the CG-SDT transmissions.
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[bookmark: _Toc526331617]<Start of Change 1>
5.1B.2.6	Maximum interruption in paging reception
The requirements in clause 4.2B.2.6 shall apply for RedCap UEs. 
[bookmark: _GoBack]For RedCap UE in HD-FDD mode, if a paging occasions partially overlaps with CG-SDT transmission, the UE is required to monitor for SI change indication in any paging occasion at least once per modification period [2] during SDT if the initial downlink BWP on which the SDT procedure is ongoing is associated with a CD-SSB. There is no requirement in case all available paging occasions overlap with the CG-SDT transmissions. then the UE shall monitor the paging during the paging occasion. In this case the UE is allowed to drop the CG-SDT transmission.
<End of Change 1>

