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<Start of the change>
[bookmark: _Toc21344177][bookmark: _Toc29801661][bookmark: _Toc29802085][bookmark: _Toc29802710][bookmark: _Toc36107452][bookmark: _Toc37251211][bookmark: _Toc45887990][bookmark: _Toc45888589][bookmark: _Toc61367229][bookmark: _Toc61372612][bookmark: _Toc68230552][bookmark: _Toc69083965][bookmark: _Toc75466971][bookmark: _Toc76508993][bookmark: _Toc76717983][bookmark: _Toc83580293][bookmark: _Toc84404802][bookmark: _Toc84413411]3.1	Definitions
[bookmark: OLE_LINK6][bookmark: OLE_LINK7][bookmark: OLE_LINK8]For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].
Aerial UE: A UE supporting UAS (Uncrewed Aircraft Systems) capability (Replace with reference to RAN2 specification where the capability will be defined), and have an aerial subscription as described in TS 25.401.
Aggregated Channel Bandwidth: The RF bandwidth in which a UE transmits and receives multiple contiguously aggregated carriers.
Carrier aggregation: Aggregation of two or more component carriers in order to support wider transmission bandwidths.
Carrier aggregation band: A set of one or more operating bands across which multiple carriers are aggregated with a specific set of technical requirements.
Carrier aggregation bandwidth class: A class defined by the aggregated transmission bandwidth configuration and maximum number of component carriers supported by a UE.
Carrier aggregation configuration: A combination of CA operating band(s) and CA bandwidth class(es) supported by a UE.
Con-current operation: The simultaneous transmission and reception of sidelink and Uu interfaces while operation is agnostic of the service used on each interface.
Contiguous carriers: A set of two or more carriers configured in a spectrum block where there are no RF requirements based on co-existence for un-coordinated operation within the spectrum block.
Contiguous resource allocation: A resource allocation of consecutive resource blocks within one carrier or across contiguously aggregated carriers. The gap between contiguously aggregated carriers due to the nominal channel spacing is allowed.
Contiguous spectrum: Spectrum consisting of a contiguous block of spectrum with no sub-block gaps.
Inter-band carrier aggregation: Carrier aggregation of component carriers in different operating bands.
NOTE:	Carriers aggregated in each band can be contiguous or non-contiguous.
Intra-band contiguous carrier aggregation: Contiguous carriers aggregated in the same operating band.
Intra-band non-contiguous carrier aggregation: Non-contiguous carriers aggregated in the same operating band.
[bookmark: _Hlk47535083]RedCap UE: The UE with reduced capabilities as defined in clause 4.2.21.1 from TS38.306 [15].
Sub-band:  For a UE that supports shared spectrum channel access in wideband operation, a sub-band is the set of RBs within an approximately 20 MHz segment of the channel where the wideband channel is uniformly divided into an integer number of 20 MHz sub-bands.  Sub-bands may be separately allocated in uplink and downlink.
Sub-block: This is one contiguous allocated block of spectrum for transmission and reception by the same UE. There may be multiple instances of sub-blocks within an RF bandwidth.
Sub-block bandwidth: The bandwidth of one sub-block.
Sub-block gap: A frequency gap between two consecutive sub-blocks within an RF bandwidth, where the RF requirements in the gap are based on co-existence for un-coordinated operation.
UE transmission bandwidth configuration: Set of resource blocks located within the UE channel bandwidth which may be used for transmitting or receiving by the UE.
Vehicular UE: A UE embedded in a vehicle, permanently connected to an embedded antenna system that radiates externally for NR operating bands.
NOTE:	Vehicular UE does not refer to other UE form factors placed inside the vehicle.
Wideband operation: For a UE that supports shared spectrum channel access, wideband operation refers to operation within a channel larger than 20 MHz in which intra-cell guard bands may be configured to distinguish individual RB-sets
<End of the change>

<Start of the change>
[bookmark: _Toc83580299][bookmark: _Toc84404808][bookmark: _Toc84413417]4.3	Specification suffix information
Unless stated otherwise, the  suffixes shown in Table 4.3-1 are used for indicating at 2nd level clause. For shared spectrum channel access, suffices A, B, and D are used for indicating at 3rd level clause.
Table 4.3-1: Definition of suffixes
	Clause suffix
	Variant

	None
	Single Carrier

	A
	Carrier Aggregation (CA)

	B
	Dual-Connectivity (DC)

	C
	Supplement Uplink (SUL)

	D
	UL MIMO

	E
	V2X

	F
	Shared spectrum channel access

	G
	Tx Diversity (TxD)

	H
	Carrier Aggregation(CA) with UL MIMO

	I
	RedCap

	J
	Aerial UE (UAV)



A terminal which supports the above features needs to meet both the general requirements and the additional requirement applicable to the additional clause (suffixes A to I) in clauses 5, 6 and 7. Where there is a difference in requirement between the general requirements and the additional clause requirements (suffixes A to I) in clauses 5, 6 and 7, the tighter requirements are applicable unless stated otherwise in the additional clause.
A terminal which supports advanced V2X services, public safety services and other commercial use cases related to NR sidelink operation shall meet all of the separate corresponding requirements in suffix E.

For a terminal that supports SUL for the band combination specified in Table 5.2C-1, the current version of the specification assumes the terminal is configured with active transmission either on UL carrier or SUL carrier at any time in one serving cell and the UE requirements for single carrier shall apply for the active UL or SUL carrier accordingly.
For a terminal that supports public safety service using sidelink, the minimum requirements are applicable when
-	The UE is associated with a serving cell on PS carrier, or
-	The UE is not associated with a serving cell on the PS carrier and is provisioned with the preconfigured radio parameters for PS that are associated with known Geographical Area, or 
-	The UE is associated with a serving cell on a carrier different than the PS carrier, and the radio parameters for PS that are provided by the serving cell, or
-	The UE is associated with a serving cell on a carrier different than the PS carrier, and has a non-serving cell selected on the PS carrier with the preconfigured radio parameters.
When the advanced-V2X or PS UE is not associated with a serving cell on the V2X or PS carrier, and the UE does not have knowledge of its geographical area, or is provisioned with preconfigured radio parameters that are not associated with any Geographical Area, V2X or PS UE’ transmissions are not allowed, and the requirements in Section 6.3E.2 apply.
For a terminal that supports operation in shared spectrum, the current version of this specification assumes in the uplink sub-bands within a wideband channel shall be contiguously allocated to the UE.  The uplink requirements for one or more non-transmitted sub-bands between two transmitted sub-bands does not form a part of the current version of this specification.
Terminal that supports inter-band NR-DC configuration shall meet the minimum requirements for corresponding CA configuration (suffix A), unless otherwise specified.

<End of the change>


<Start of the change>
6.2J	Transmitter power for Aerial UE
6.2J.1	Maximum output power for Aerial UE
For Aerial UE, the requirements for power class 3 specified in clause 6.2.1 apply.
6.2J.2	Maximum output power reduction for Aerial UE	Comment by D. Everaere: I kept this sub-clause only to keep alignment on sub-clause numbering. Needed?
For Aerial UE, the requirements specified in clause 6.2.2 apply.
6.2J.3	Additional maximum output power reduction for Aerial UE
Additional emission requirements can be signalled by the network. Each additional emission requirement is associated with a unique network signalling (NS) value indicated in RRC signalling by an NR frequency band number of the applicable operating band and an associated value in the field additionalSpectrumEmission. Throughout this specification, the notion of indication or signalling of an NS value refers to the corresponding indication of an NR frequency band number of the applicable operating band, the IE field freqBandIndicatorNR and an associated value of additionalSpectrumEmission in the relevant RRC information elements [7].	Comment by D. Everaere: To be reviewed with RAN2 decision
To meet the additional requirements, additional maximum power reduction (A-MPR) is allowed for the maximum output power as specified in Table 6.2.1-1. Unless stated otherwise, the total reduction to UE maximum output power is max(MPR, A-MPR) where MPR is defined in clause 6.2.2. Outer and inner allocation notation used in clause 6.2J.3 is defined in clause 6.2.2. Unless stated otherwise, Edge RB allocations get the same AMPR as Outer RB allocations. In absence of modulation and waveform types the A-MPR applies to all modulation and waveform types.
Table 6.2J.3.1-1 specifies the additional requirements with their associated network signalling values and the allowed A-MPR and applicable operating band(s) for each NS value. The mapping of NR frequency band numbers and values of the additionalSpectrumEmission to network signalling labels is specified in Table 6.2.3.1-1A. 
For almost contiguous allocations in CP-OFDM waveforms in power class 3, the allowed A-MPR defined in clause 6.2J.3 is increased by CEIL{ 10 log10(1 + NRB_gap / NRB_alloc), 0.5 } dB, where CEIL{x, 0.5} means x rounding upwards to closest 0.5dB, NRB_gap is the total number of unallocated RBs between allocated RBs and NRB_alloc is the total number of allocated RBs, and the parameter LCRB is replaced by NRB_alloc + NRB_gap in specifying the RB allocation regions.


Table 6.2J.3-1: Additional Maximum Power Reduction (A-MPR)
	Network signalling label
	Requirements (clause)
	NR Band
	Channel bandwidth (MHz)
	Resources blocks (NRB)
	A-MPR (dB)

	NS_xx
	6.5J.3.3.1
	3
	[5, 10, 15, 20, 25, 30, 35, 40, 45, 50]
	Table 6.2J.3.2-1
	Table 6.2J.3.2-1

	NS_yy
	6.5J.3.3.2
	38
	25, 30, 40
	Table 6.2J.3.3-1
	Table 6.2J.3.3-1

	



[bookmark: _Toc21344237][bookmark: _Toc29801721][bookmark: _Toc29802145][bookmark: _Toc29802770][bookmark: _Toc36107512][bookmark: _Toc37251271][bookmark: _Toc45888073][bookmark: _Toc45888672][bookmark: _Toc61367313][bookmark: _Toc61372696][bookmark: _Toc68230636][bookmark: _Toc69084049][bookmark: _Toc75467058][bookmark: _Toc76509080][bookmark: _Toc76718070][bookmark: _Toc83580380][bookmark: _Toc84404889][bookmark: _Toc84413498]6.2J.3.2	A-MPR for NS_xx

6.2J.3.3	A-MPR for NS_yy 
Table 6.2J.3.3-1: A-MPR regions for NS_yy
	Channel Bandwidth, MHz
	Carrier Center Frequency, Fc, MHz
	Regions
	A-MPR

	
	
	RBend*12*SCS
MHz
	LCRB*12*SCS
MHz
	

	25 MHz
	2582.5≤ FC ≤ 2602.5
	<18.0
	>max(0, 12*SCS* RBend - 3.6)
	A3

	
	
	≥18.0
	<7.2
	A3

	
	
	≥18.0
	≥7.2
	A6

	30 MHz
	2585 ≤ FC ≤ 2600
	<21.6
	>max(0, 12*SCS* RBend - 3.6)
	A3

	
	
	≥21.6
	<12.6
	A3

	
	
	≥21.6
	≥12.6
	A6

	40 MHz
	2590 ≤ FC ≤ 2595
	≥0, <2.88
	>0
	A1

	
	
	≥2.88, <14.4
	>max (0, 12*SCS*RBend - 3.6)
	A2

	
	
	≥14.4, <23.4
	>10.8
	A3

	
	
	≥23.4, <32.4
	>16.2
	A4

	
	
	≥32.4
	>0
	A5



Table 6.2J.3.3-2: A-MPR for NS_yy
	Modulation/Waveform
	A1
	A2
	A3
	A4
	A5
	A6

	
	Outer/Inner
	Outer/Inner
	Outer/Inner
	Outer/Inner
	Outer/Inner
	Outer/Inner

	DFT-s-OFDM
	PI/2 BPSK
	5
	2
	3
	7
	12
	4

	
	QPSK
	5
	2
	3
	7
	12
	4

	
	16 QAM
	5
	2
	3
	7
	12
	4

	
	64 QAM
	5
	
	3
	7
	12
	4

	
	256 QAM
	5
	
	
	7
	12
	

	CP-OFDM
	QPSK
	5
	4
	5
	8
	12
	6

	
	16 QAM
	5
	4
	5
	8
	12
	6

	
	64 QAM
	5
	4
	5
	8
	12
	6

	
	256 QAM
	
	
	
	8
	12
	




<End of the change>

<Start of the change>
[bookmark: _Toc45888271][bookmark: _Toc45888870][bookmark: _Toc61367564][bookmark: _Toc61372947][bookmark: _Toc68230895][bookmark: _Toc69084308][bookmark: _Toc75467318][bookmark: _Toc76509340][bookmark: _Toc76718330][bookmark: _Toc83580669][bookmark: _Toc84405178][bookmark: _Toc84413787]6.5J	Output RF spectrum emissions for Aerial UE
[bookmark: _Toc21344349][bookmark: _Toc29801835][bookmark: _Toc29802259][bookmark: _Toc29802884][bookmark: _Toc36107626][bookmark: _Toc37251392][bookmark: _Toc45888272][bookmark: _Toc45888871][bookmark: _Toc61367565][bookmark: _Toc61372948][bookmark: _Toc68230896][bookmark: _Toc69084309][bookmark: _Toc75467319][bookmark: _Toc76509341][bookmark: _Toc76718331][bookmark: _Toc83580670][bookmark: _Toc84405179][bookmark: _Toc84413788]6.5J.1	Occupied bandwidth for Aerial UE	Comment by D. Everaere: Again, I kept this sub-clause only to keep alignment on sub-clause numbering. Needed?
For Aerial UE, the requirements specified in clause 6.5.1 apply.
[bookmark: _Toc21344350][bookmark: _Toc29801836][bookmark: _Toc29802260][bookmark: _Toc29802885][bookmark: _Toc36107627][bookmark: _Toc37251393][bookmark: _Toc45888273][bookmark: _Toc45888872][bookmark: _Toc61367566][bookmark: _Toc61372949][bookmark: _Toc68230897][bookmark: _Toc69084310][bookmark: _Toc75467320][bookmark: _Toc76509342][bookmark: _Toc76718332][bookmark: _Toc83580671][bookmark: _Toc84405180][bookmark: _Toc84413789]6.5J.2	Out of band emission for Aerial UE
[bookmark: _Toc21344365][bookmark: _Toc29801851][bookmark: _Toc29802275][bookmark: _Toc29802900][bookmark: _Toc36107642][bookmark: _Toc37251408][bookmark: _Toc45888288][bookmark: _Toc45888887][bookmark: _Toc61367581][bookmark: _Toc61372964][bookmark: _Toc68230912][bookmark: _Toc69084325][bookmark: _Toc75467335][bookmark: _Toc76509357][bookmark: _Toc76718347][bookmark: _Toc83580686][bookmark: _Toc84405195][bookmark: _Toc84413804]For Aerial UE, the requirements specified in clause 6.5.2 apply.
6.5J.3	Spurious emissions for Aerial UE
6.5J.3.0	General
For Aerial UE, the requirements specified in clause 6.5.3.0 apply.
[bookmark: _Toc21344366][bookmark: _Toc29801852][bookmark: _Toc29802276][bookmark: _Toc29802901][bookmark: _Toc36107643][bookmark: _Toc37251409][bookmark: _Toc45888289][bookmark: _Toc45888888][bookmark: _Toc61367582][bookmark: _Toc61372965][bookmark: _Toc68230913][bookmark: _Toc69084326][bookmark: _Toc75467336][bookmark: _Toc76509358][bookmark: _Toc76718348][bookmark: _Toc83580687][bookmark: _Toc84405196][bookmark: _Toc84413805]6.5J.3.1	General spurious emissions
[bookmark: _Toc21344367][bookmark: _Toc29801853][bookmark: _Toc29802277][bookmark: _Toc29802902][bookmark: _Toc36107644][bookmark: _Toc37251410][bookmark: _Toc45888290][bookmark: _Toc45888889][bookmark: _Toc61367583][bookmark: _Toc61372966][bookmark: _Toc68230914][bookmark: _Toc69084327][bookmark: _Toc75467337][bookmark: _Toc76509359][bookmark: _Toc76718349][bookmark: _Toc83580688][bookmark: _Toc84405197][bookmark: _Toc84413806]For Aerial UE, the requirements specified in clause 6.5.3.1 apply.
6.5J.3.2	Spurious emissions for UE co-existence
[bookmark: _Toc21344368][bookmark: _Toc29801854][bookmark: _Toc29802278][bookmark: _Toc29802903][bookmark: _Toc36107645][bookmark: _Toc37251411][bookmark: _Toc45888291][bookmark: _Toc45888890][bookmark: _Toc61367584][bookmark: _Toc61372967][bookmark: _Toc68230915][bookmark: _Toc69084328][bookmark: _Toc75467338][bookmark: _Toc76509360][bookmark: _Toc76718350][bookmark: _Toc83580689][bookmark: _Toc84405198][bookmark: _Toc84413807]For Aerial UE, the requirements specified in clause 6.5.3.2 apply.
6.5J.3.3	Additional spurious emissions
[bookmark: _Toc21344369][bookmark: _Toc29801855][bookmark: _Toc29802279][bookmark: _Toc29802904][bookmark: _Toc37251412][bookmark: _Toc45888292][bookmark: _Toc45888891][bookmark: _Toc61367585][bookmark: _Toc61372968][bookmark: _Toc68230916][bookmark: _Toc69084329][bookmark: _Toc75467339][bookmark: _Toc76509361][bookmark: _Toc76718351][bookmark: _Toc83580690][bookmark: _Toc84405199][bookmark: _Toc84413808]6.5J.3.3.1	Requirement for network signalling value "NS_xx" 
When "NS xx" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5J.3.3.1-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1-1 from the edge of the channel bandwidth.
Table 6.5J.3.3.1-1: Additional requirements for "NS_xx"
	Frequency range
(MHz)
	Channel bandwidth (MHz) / Spectrum emission limit (dBm)
	Measurement bandwidth

	
	5, 10, 15, 20, 25, 30, 35, 40, 45, 50 MHz
	

	1675 ≤ f ≤ 1710
	-40
	1 MHz



6.5J.3.3.2	Requirement for network signalling value "NS_yy"
When "NS yy" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5J.3.3.2-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1-1 from the edge of the channel bandwidth.
Table 6.5J.3.3.2-1: Additional requirements for "NS_yy"
	Frequency range
(MHz)
	Channel bandwidth (MHz) / Spectrum emission limit (dBm)
	Measurement bandwidth

	
	5, 10, 15, 20, 25, 30, 35, 40, 50 MHz
	

	2690 ≤ f ≤ 2900
	-50
	1 MHz




<End of the change>

