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Introduction
RAN4 received LS [1] from RAN2 on clarifications on monitoring of paging occasions for CG-SDT with HD-FDD Redcap UEs based on specification text in RAN2 and relevant sections in RAN1 and RAN4 and the detailed LS is copied below.  
	Current RAN2 specifications do not explicitly specify what happens for UEs in half duplex mode if a paging occasion conflicts with a CG-SDT occasion. 
It is RAN2’s understanding that although information pertaining to this can be found in e.g., 38.213, clause 17.2 or in 38.133, clause 5.1B.2.6, the UE is only required to monitor paging for SI change indication in any paging occasion at least once per modification period during SDT if the initial downlink BWP on which the SDT procedure is ongoing is associated with a CD-SSB. 
Similar to connected mode behaviour, since the UE is only required to monitor the paging in any paging occasion at least once per modification period, there should be other paging occasions available (within the modification period) to monitor the paging for SI change even if some of them overlap with the CG-SDT occasion(s). 
Hence, RAN2 would like to ask RAN1 and RAN4 to take the above understanding into account and discuss possible amendment on misalignment between RAN2 specifications and RAN1 and/or RAN4 specifications.



In this contribution we provide our views on the issue in RAN2’s LS.
Discussion
The related part of RAN4 specification is copied below: 
------------------------
TS38.133 section 5.1B.2.6 Maximum interruption in paging reception
The requirements in clause 4.2B.2.6 shall apply for RedCap UEs.
For RedCap UE in HD-FDD mode, if a paging occasion overlaps with CG-SDT transmission then the UE shall monitor the paging during the paging occasion. In this case the UE is allowed to drop the CG-SDT transmission.
------------------------
The related part of RAN1 specification is: 
------------------------------
TS 38.213 section 17.2
A HD-UE does not expect to receive both a Type-0/0A/1/2-PDCCH CSS set configuration for PDCCH reception in a set of symbols and dedicated higher layer parameters configuring transmission in the set of symbols. 

The RAN2 status to our understanding: 
During SDT, the UE doesn't monitor normal paging, it only monitors paging for SI change notification (for ETWS/CMAS). This is only done in any paging occasion once per modification period. 

Based on our understanding on RAN2’s status the scenario where a paging occasion overlaps with CG-SDT transmission will not appear hence in order to align RAN1/2/4 specification, the corresponding part “For RedCap UE in HD-FDD mode, if a paging occasion overlaps with CG-SDT transmission then the UE shall monitor the paging during the paging occasion. Hence we still prefer our previous suggestion to delete corresponding part in the spec. 
Proposal 1: To align RAN1/2/4 specification, prefer to delete the corresponding part “For RedCap UE in HD-FDD mode, if a paging occasion overlaps with CG-SDT transmission then the UE shall monitor the paging during the paging occasion. In this case the UE is allowed to drop the CG-SDT transmission.” 
However at RAN4 108 meeting there is no consensus on how to progress this topic and only has the following tentative agreement:
RAN4 will further update requirements for the case of partial collisions of POs with CD-SDT occasions for HD-FDD RedCap UE within the SI modification period based on RAN2 LS
There are no existing RRM requirements for the case when all available POs are colliding with CD-SDT occasions for HD-FDD RedCap UE within the SI modification period.
RAN4 is not planning to cover this scenario in Rel-17 or Rel-18 specifications. 
Check with RAN1/2 on whether this is a valid scenario
A LS [2] was also sent to RAN1/2 to ask further clarification from RAN1/2 on the following issue:
RAN4 kindly asks RAN2 and RAN1 to take the above information into account. Also, RAN4 would like to check with RAN1 and RAN2 whether the case when all available POs are colliding with CG-SDT occasions for HD-FDD RedCap UE within the SI modification period is a valid scenario.
Hence it is ok to wait for more input from RAN1/2 in order to solve this issue. 
Proposal 2: Wait for more input from RAN1/2 on the issue.
Conclusions
In this paper we provided our views on the question in the LS [1] and have the following proposal:
Proposal 1: To align RAN1/2/4 specification, prefer to delete the corresponding part “For RedCap UE in HD-FDD mode, if a paging occasion overlaps with CG-SDT transmission then the UE shall monitor the paging during the paging occasion. In this case the UE is allowed to drop the CG-SDT transmission.” 
Proposal 2: Wait for more input from RAN1/2 on the issue.
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