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<< Start of change 1>>
9.8.5	Measurement restriction for L1-SINR measurement
The UE is required to be capable of measuring L1-SINR without measurement gaps. The UE is required to perform the SSB and CSI-RS/CSI-IM measurements with measurement restrictions as described in the following clauses.
9.8.5.1	Measurement restriction if SSB configured for L1-SINR Measurement
For FR1, when the SSB configured as CMR for L1-SINR measurement is in the same OFDM symbol as CSI-RS for RLM, BFD, CBD, L1-RSRP or L1-SINR measurement, 
-	If SSB and CSI-RS have same SCS, UE shall be able to measure the SSB for L1-SINR measurement without any restriction;
-	If SSB and CSI-RS have different SCS,
-	If UE supports simultaneousRxDataSSB-DiffNumerology, UE shall be able to measure the SSB for L1-SINR measurement without any restriction;
-	If UE does not support simultaneousRxDataSSB-DiffNumerology, UE is required to measure one of but not both SSB for L1-SINR measurement and CSI-RS. Longer measurement period for SSB based L1-SINR measurement is expected, and no requirements are defined.
For FR2, when the SSB configured as CMR for L1-SINR measurement on one CC is in the same OFDM symbol as CSI-RS for RLM, BFD, CBD, L1-RSRP or L1-SINR measurement on the same CC or different CCs in the same band, UE is required to measure one of but not both SSB for L1-SINR measurement and CSI-RS. Longer measurement period for SSB based L1-RSRP measurement is expected, and no requirements are defined.
For FR2, there is no measurement restriction allowed when the network configures mixed numerology between SSB configured as CMR for L1-SINR measurement on one FR2 band and CSI-RS for RLM, BFD, CBD, L1-RSRP or L1-SINR measurement on the other FR2 band, provided that UE is capable of independent beam management on this FR2 band pair.
[bookmark: _Hlk146729486]For UE capable of [TBD:LTM], in FR2, when the SSB configured as CMR for L1-SINR measurement on one CC overlapps with the concerned OFDM symbols, where the concern OFDM symbols are
-	the same and 1 OFDM symbol before or after the OFDM symbol of SSB for L1-RSRP measurement on neighbor cell in the same band, if UE support [capability of measurement with RTD>CP],
-	the same OFDM symbol as SSB for L1-RSRP measurement on neighbor cell in the same band, if UE does not support [capability of measurement with RTD>CP],
UE is required to measure one of but not both SSB for L1-SINR measurement and SSB for L1-RSRP measurement on neighbor cell. Longer measurement period for SSB based L1-RSRP measurement is expected, and no requirements are defined.
9.8.5.2	Measurement restriction if CSI-RS configured for L1-SINR measurement
For both FR1 and FR2, when the CSI-RS configured for L1-SINR measurement is in the same OFDM symbol as SSB for RLM, BFD, CBD, L1-RSRP or L1-SINR measurement, UE is not required to receive CSI-RS for L1-SINR measurement in the PRBs that overlap with an SSB.
For FR1, when the SSB for RLM, BFD, CBD, L1-RSRP or L1-SINR measurement is within the active BWP and has same SCS than CSI-RS configured for L1-SINR measurement, the UE shall be able to perform CSI-RS measurement without restrictions.
For FR1, when the SSB for RLM, BFD, CBD, L1-RSRP or L1-SINR measurement is within the active BWP and has different SCS than CSI-RS configured for L1-SINR measurement, the UE shall be able to perform CSI-RS measurement with restrictions according to its capabilities:
-	If the UE supports simultaneousRxDataSSB-DiffNumerology, UE shall be able to perform CSI-RS measurement without restrictions.
-	If the UE does not support simultaneousRxDataSSB-DiffNumerology, UE is required to measure one of but not both CSI-RS for L1-SINR measurement and SSB. Longer measurement period for CSI-RS based L1-SINR measurement is expected, and no requirements are defined.
For FR1, when the CSI-RS configured for L1-SINR measurement is in the same OFDM symbol as another CSI-RS for RLM, BFD, CBD, L1-RSRP or L1-SINR measurement, UE shall be able to measure the CSI-RS for L1-SINR measurement without any restriction.
For FR2, when the CSI-RS configured for L1-SINR measurement on one CC is in the same OFDM symbol as SSB for RLM, BFD, L1-RSRP or L1-SINR measurement on the same CC or different CCs in the same band, or in the same symbol as SSB for CBD measurement on the same CC or different CCs in the same band when beam failure is detected, UE is required to measure one of but not both CSI-RS for L1-SINR measurement and SSB. Longer measurement period for CSI-RS based L1-SINR measurement is expected, and no requirements are defined.
For FR2, when the CSI-RS configured for L1-SINR measurement on one CC is in the same OFDM symbol as another CSI-RS for RLM, BFD, CBD, L1-RSRP or L1-SINR measurement on the same CC or different CCs in the same band,
-	In the following cases, UE is required to measure one of but not both CSI-RS for L1-SINR measurement and the other CSI-RS. Longer measurement period for CSI-RS based L1-SINR measurement is expected, and no requirements are defined.
-	The CSI-RS for L1-SINR measurement or the other CSI-RS in a resource set configured with repetition ON, or 
-	The CSI-RS or the other CSI-RS is configured as dedicated IMR for L1-SINR computation with SSB as CMR, or 
-	The other CSI-RS is configured in q1 and beam failure is detected, or
-	The two CSI-RS-es are not QCL-ed w.r.t. QCL-TypeD, or the QCL information is not known to UE,
-	Otherwise, UE shall be able to measure the CSI-RS configured for L1-SINR measurement without any restriction.
For UE capable of [TBD:LTM], 
-	For both FR1 and FR2, when the CSI-RS configured for L1-SINR measurement overlapps with the concerned OFDM symbols, where the concern OFDM symbols are 
-	the same and 1 OFDM symbol before or after the OFDM symbol of SSB for L1-RSRP measurement on intra-frequency neighbor cell, if UE support [capability of measurement with RTD>CP],
-	the same OFDM symbol as SSB for L1-RSRP measurement on intra-frequency neighbor cell, if UE does not support [capability of measurement with RTD>CP],
UE is not required to receive CSI-RS for L1-SINR measurement in the PRBs that overlap with an SSB.
-	For FR1, when the CSI-RS configured for L1-SINR measurement overlapps with the concerned OFDM symbols, where the concern OFDM symbols are 
-	the same and 1 OFDM symbol before or after the OFDM symbol of SSB for L1-RSRP measurement on intra-frequency neighbor cell, if UE support [capability of measurement with RTD>CP],
-	the same OFDM symbol as SSB for L1-RSRP measurement on intra-frequency neighbor cell, if UE does not support [capability of measurement with RTD>CP],
if CSI-RS and SSB have different SCS and UE does not support simultaneousRxDataSSB-DiffNumerology, UE is required to measure one of but not both CSI-RS for L1-SINR measurement and SSB. Longer measurement period for CSI-RS based L1-SINR measurement is expected, and no requirements are defined.
-	For FR2, when the CSI-RS configured for L1-SINR measurement on one CC overlapps with the concerned OFDM symbols, where the concern OFDM symbols are
-	the same and 1 OFDM symbol before or after the OFDM symbol of SSB for L1-RSRP measurement on neighbor cell in the same band, if UE support [capability of measurement with RTD>CP],
-	the same OFDM symbol as SSB for L1-RSRP measurement on neighbor cell in the same band, if UE does not support [capability of measurement with RTD>CP],
UE is required to measure one of but not both CSI-RS for L1-SINR measurement and SSB. Longer measurement period for CSI-RS based L1-SINR measurement is expected, and no requirements are defined.

9.8.5.3	Measurement restriction if CSI-IM configured for L1-SINR measurement
For both FR1 and FR2, when the CSI-IM configured for L1-SINR measurement is in the same OFDM symbol as SSB for RLM, BFD, CBD, L1-RSRP or L1-SINR measurement, UE is not required to measure CSI-IM for L1-SINR measurement in the PRBs that overlap with an SSB.
For FR1, UE shall be able to measure the CSI-IM configured for L1-SINR measurement without any restriction.
For FR2, when the CSI-IM configured for L1-SINR measurement on one CC is in the same OFDM symbol as SSB for RLM, BFD, L1-RSRP or L1-SINR measurement on the same CC or different CCs in the same band, or in the same symbol as SSB for CBD measurement on the same CC or different CCs in the same band when beam failure is detected, UE is required to measure one of but not both CSI-IM for L1-SINR measurement and SSB. Longer measurement period for L1-SINR measurement is expected, and no requirements are defined.
For FR2, when the CSI-IM configured for L1-SINR measurement on one CC is in the same OFDM symbol as the CSI-RS for RLM, BFD, CBD, L1-RSRP or L1-SINR measurement on the same CC or different CCs in the same band,
-	In the following cases, UE is required to measure one of but not both CSI-IM for L1-SINR measurement and CSI-RS. Longer measurement period for L1-SINR measurement is expected, and no requirements are defined.
-	The CSI-RS in a resource set configured with repetition ON, or 
-	The CSI-IM or the CSI-RS is configured as dedicated IMR for L1-SINR computation with SSB as CMR, or 
-	The CSI-RS is configured in q1 and beam failure is detected, or
-	The CMR for L1-SINR measurement and the CSI-RS are not QCL-ed w.r.t. QCL-TypeD, or the QCL information is not known to UE,
-	Otherwise, UE shall be able to measure the CSI-IM configured for L1-SINR measurement without any restriction.
For UE capable of [TBD:LTM], 
-	For both FR1 and FR2, when the CSI-IM configured for L1-SINR measurement overlapps with the concerned OFDM symbols, where the concern OFDM symbols are 
-	the same and 1 OFDM symbol before or after the OFDM symbol of SSB for L1-RSRP measurement on intra-frequency neighbor cell, if UE support [capability of measurement with RTD>CP],
-	the same OFDM symbol as SSB for L1-RSRP measurement on intra-frequency neighbor cell, if UE does not support [capability of measurement with RTD>CP],
UE is not required to receive CSI-IM for L1-SINR measurement in the PRBs that overlap with an SSB.
-	For FR2, when the CSI-RS configured for L1-SINR measurement on one CC overlapps with the concerned OFDM symbols, where the concern OFDM symbols are
-	the same and 1 OFDM symbol before or after the OFDM symbol of SSB for L1-RSRP measurement on neighbor cell in the same band, if UE support [capability of measurement with RTD>CP],
-	the same OFDM symbol as SSB for L1-RSRP measurement on neighbor cell in the same band, if UE does not support [capability of measurement with RTD>CP],
 UE is required to measure one of but not both CSI-RS for L1-SINR measurement and SSB. Longer measurement period for CSI-IM based L1-SINR measurement is expected, and no requirements are defined.
<< End of change 1>>


