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[bookmark: _Toc116995841]Introduction
[bookmark: _Hlk146732576]This paper presents Nokia’s views on RRM performance requirements for Pre-MG, concurrent MG and NCSG.
[bookmark: _Toc116995842]Discussion
[bookmark: _Hlk146732143]We propose to include the following topics in the work on RRM performance requirements for Pre-MG, concurrent MG and NCSG:
· Case 1 requirements 
· 1 Concurrent MG and 1 Pre-MG activation / deactivation in same FR
· 2 Pre-MGs with activation / deactivation in the same FR 
· Case 2 requirements 
· 1 Concurrent MG and 1 NCSG in the same FR
· 2 NCSGs (non-overlapping) in the same FR 
· Measurement for deactivated SCells with 1 Concurrent MG (w/o gap or with NCSG as being discussed for Rel-17 maintenance.) 

The following proposals are made.

RAN4 to include the following topics in the work on RRM performance requirements for Pre-MG and concurrent MG (Case 1):
· Concurrent MG and 1 Pre-MG activation / deactivation in same FR
· Pre-MGs with activation / deactivation in the same FR 

RAN4 to include the following topics in the work on RRM performance requirements for NCSG and concurrent MG (Case 2):
· 1 Concurrent MG and 1 NCSG in the same FR
· 2 NCSGs (non-overlapping) in the same FR 
· Measurement for deactivated SCells with 1 Concurrent MG (w/o gap or with NCSG, as being discussed for Rel-17 maintenance) 
[bookmark: _Toc116995848]Conclusion
In the paper, Nokia’s views on RRM performance requirements for Pre-MG, concurrent MG and NCSG are presented. The following proposals are made.
1. RAN4 to include the following topics in the work on RRM performance requirements for Pre-MG and concurrent MG (Case 1):
· Concurrent MG and 1 Pre-MG activation / deactivation in same FR
· Pre-MGs with activation / deactivation in the same FR 

RAN4 to include the following topics in the work on RRM performance requirements for NCSG and concurrent MG (Case 2):
· 1 Concurrent MG and 1 NCSG in the same FR
· 2 NCSGs (non-overlapping) in the same FR 
· Measurement for deactivated SCells with 1 Concurrent MG (w/o gap or with NCSG, as being discussed for Rel-17 maintenance) 
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