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Introduction
This email discussion contains the summary of the proposals on the RRM requirements to be defined for mobile IAB. The discussion is a continuation from RAN4#108, a draft CR with the RRM requirements was endorsed in the post meeting email discussion in R4-2314490.
Topic #1: Title
Definition of RRM requirements for mobile IAB is discussed in this section. 
Companies’ contributions summary
	T-doc number
	Company
	Proposals / Observations

	R4-2315642
	Huawei, HiSilicon
	This draft CR is based on the endorsed Big CR R4-2314490 in RAN4#108
 Sharing factor between L1 measurement and L3 measurement shall be alinged for L1 measurement and L3 measurement.

	R4-2315952
	Qualcomm Incorporated
	Re-submission of the draft Big CR R4-2314490 endorsed after RAN4#108



Open issues summary
The open issues are about drafting the RRM requirements for the mIAB-MT and whether to make some changes to the L1 and L3 measurement sharing factors

Sub-topic 1-1
L1 and L3 sharing factor alignment
Issue 1-1: Alignment between L1 measurement and L3 measurement sharing factor between
· Proposals
· Option 1: Changes proposed in R4-2315642 are agreeable (changes are highlighted in yellow also)
For FR1,
-	P=1.
For FR2-1,
-	P=1, when the RLM-RS resource is not overlapped with SMTC occasion.
-	P=1, when the RLM-RS resource is fully overlapped with SMTC occasion and the RLM-RS resource is.
-	not overlapped with the SSB symbols indicated by SSB-ToMeasure and 1 data symbol before each consecutive SSB symbols indicated by SSB-ToMeasure and 1 data symbol after each consecutive SSB symbols indicated by SSB-ToMeasure, given that SSB-ToMeasure is configured, where the SSB-ToMeasure is the union set of SSB-ToMeasure from all the configured measurement objects merged on the same serving carrier, and,
-	not overlapped by the RSSI symbols indicated by ss-RSSI-Measurement and 1 data symbol before each RSSI symbol indicated by ss-RSSI-Measurement and 1 data symbol after each RSSI symbol indicated by ss-RSSI-Measurement, given that ss-RSSI-Measurement is configured.
-	, when the RLM-RS resource is partially overlapped with SMTC occasion (TCSI-RS < TSMTCperiod).
-	P = 3, otherwise.

· Option 2: Changes are not needed
· Recommended WF
· Option 1
Big CR to also be updated for the editorial mistake of FR-2-1-1
Sub-topic 1-2
Draft CR in RP-2315952
Issue 1-2: Other comments/issues on the draft CR
· Please provide any other comments on the draft Big CR in R4-2315952 (other than the corrections suggested in R4-2315642
· Recommended WF
· To be discussed
Based on the agreements, the moderator will provide a big CR for endorsement after the meeting

