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Foreword

This Technical Specification has been produced by the 3GPP.

The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of this TS, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:

Version 3.y.z

where:

x
the first digit:

presented to TSG for information;

presented to TSG for approval;

Indicates TSG approved document under change control.

Y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

z
the third digit is incremented when editorial only changes have been incorporated in the specification.

1 Scope

This Technical Specification specifies requirements for support of Radio Resource Management for FDD. These requirements include requirements on measurements in UTRAN and the UE as well as requirements on node dynamical behaviour and interaction, in terms of delay and response characteristics.

2 References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies.

· A non-specific reference to an TS shall also be taken to refer to later versions published as an EN with the same number.

 [1] 3GPP Homepage: www.3GPP.org
[2] 25.150 Introduction

[3] 25.101 UE Radio transmission and reception (FDD)

[4] 25.104 BTS Radio transmission and reception (FDD)

[5] 25.102 UE Radio transmission and reception (TDD)

[6] 25.105 BTS Radio transmission and reception (TDD)

[7] 25.103 RF parameters in support of RRM

[8] 25.141 Base station conformance testing (FDD)

[9] 25.142 Base station conformance testing (TDD)

[10] 25.113 Base station EMC

[11] 25.942 RF System scenarios

[12] 25.922 RRM Strategies

[13] 25.215 Physical Layer Measurements (FDD)

[14] 25.225 Physical Layer Measurements (TDD)

[15] 25.302 Services provided by Physical Layer
3 Definitions, symbols and abbreviations

3.1
Definitions

For the purpose of the present document the following definitions apply.

The main general definitions strictly related to the Transmission  and Reception characteristics but important also for this specification can be found in [3] for UE FDD, in [4] for BS FDD, in [5] for UE TDD, in [6] for BS TDD.

3.2
Symbols

For the purposes of the present document, the following symbols apply:

<symbol>
<Explanation>

Symbol
Explanation

[…]
Values included in square bracket must be considered for further studies, because it means that a decision about that value was not taken;



-.




3.3
Abbreviations

For the purposes of the present document, the following abbreviations apply:

RRM
Radio Resource Management




BS
Base Station

BER
Bit Error Rate

BLER
Block Error Rate

CW
Continuous wave (unmodulated signal)

DL
Down link (forward link)

EIRP
Equivalent Isotropic Radiated Power

FDD
Frequency Division Duplexing

FER
Frame Error Ratio

PPM
Parts Per Million

RSSI
Received Signal Strength Indicator

SIR
Signal to Interference ratio

TDD
Time Division Duplexing

TPC
Transmit Power Control

UE
User Equipment

UL
Up link (reverse link)

UTRA
UMTS Terrestrial Radio Access

4 Idle Mode Tasks

4.1 Introduction

Note: The paging period and the repetition rate of relevant system information blocks needs to be defined.
4.2
RF Cell Selection Scenario

[Note: Some performance requirements in agreed scenarios are added into this section. More scenarios will be added later]
4.2.1
Requirements for Cell Selection Single carrier Single cell case

4.2.1.1
Cell Selection delay 

The UE shall be capable of selecting a suitable cell within [5] seconds from switch on in the test case defined in following section in Table 4‑1. The cell selection delay is defined as a time the UE needs for sending RRC Connection Request for Location Registration to UTRAN after the power has been switched on with a valid USIM and PIN is disabled.

4.2.1.2
Test Parameters

The stored information of the last registered PLMN is utilized in this test. The stored information includes UTRA RF CHANNEL NUMBER. The active cell in the test does not contain any neighbour cells in its measurement control information.

Table 4‑1:

Parameter
Unit
Cell 1

UTRA RF Channel Number

Channel 1

CPICH_Ec/Ior
dB
 -10 

PCCPCH_Ec/Ior
dB
 -12 

SCH_Ec/Ior
dB
  -12 

PICH_Ec/Ior
dB
 -15 

OCNS
dB
To Be Calculated
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or

I

I

ˆ


dB
 0  
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I


dBm/3.84 MHz
 -60 

CPICH_Ec/Io
dB
-13

Propagation Condition 

 AWGN 

Qmin
dB 
[ ]

UE_TXPWR_MAX_RACH
dBm
[ ]

4.2.1.3
Performance Requirements

Correct cell selection shall be greater than [X%] with [Y%] confidence. Cell selection is correct if within [5 ] seconds the UE camps on the cell,.

4.2.2
Requirements for Cell Selection multi carrier multi cell case

4.2.2.1
Cell selection delay 

The UE shall be capable of selecting a suitable cell within [5+x] seconds from switch on in the test case defined in following section in Table 4‑2. The cell selection delay is defined as a time the UE needs for sending RRC Connection Request for Location Registration message to UTRAN after the power has been switched on with a valid USIM and PIN is disabled.

4.2.2.2
Test Parameters

The stored information of the last registered PLMN is utilized in this test. The stored information includes one of the UTRA RF CHANNEL NUMBERs used in the test. All the cells in the test are given in the measurement control information of each cell, which are on the RF carrier stored to the UE. 

[Note: Here pilot pollution case with different power levels for cells could be included]

Table 4‑2:

Parameter
Unit
Cell 1
Cell 2
Cell 3
Cell 4
Cell 5
Cell 6

UTRA RF Channel Number

Channel 1
Channel 1
Channel 1
Channel 2
Channel 2
Channel 2

CPICH_Ec/Ior
dB
  -10 
 -10 
 -10 
 -10 
 -10 
-10 

PCCPCH_Ec/Ior
dB
 -12 
 -12 
 -12 
 -12 
 -12 
 -12 

SCH_Ec/Ior
dB
 -12 
 -12 
 -12 
--12 
 -12 
 -12 

PICH_Ec/Ior
dB
 -15 
  -15 
 -15 
 -15 
 -15 
 -15 

OCNS
dB
To Be Calculated
To Be Calculated
To Be Calculated
To Be Calculated
To Be Calculated
To Be Calculated
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or

I

I

ˆ


dB
 0 
 -4.8 
 -9.5 
 -4.8 
 5.9 
 -9.5 


[image: image7.wmf]oc

I


dBm/3.84 MHz
 -60 


 -60 



CPICH_Ec/Io
dB
 -13 
 -16 
 -20 
 -16 
 -11 
  -20 

Propagation Condition 

 AWGN 
AWGN

Qmin
dB 
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

UE_TXPWR_MAX_RACH
dBm
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

4.2.2.3
Performance Requirements

Correct cell selection shall be greater than [X%] with [Y%] confidence. Cell selection is correct if within [5+x] seconds the UE camps on the cell, which fulfils the cell selection criteria.

4.3 RF Cell Re-Selection Scenario

[Note: One performance requirement in agreed scenario is added into this section. More scenarios will be added later]
4.3.1
Requirements for Cell Re-Selection single carrier multi cell case

4.3.1.1
Cell re-selection delay 

When the UE is camped on one of the cells,  the UE shall be capable of re-selecting a new cell in the test case defined in the following section in within [5] seconds  from it becoming a cell to be re-selected according the cell re-selection criteria. The cells, which are possible to be re-reselected during the test are belonging to different location areas. The cell re-selection delay is then defined as a time the UE needs for sending RRC Connection Request for Location Update message to UTRAN.

4.3.1.2 Test Parameters

One of the 6 cells in Table 4‑3 is serving cell and all others are given in the measurement control information of the serving cell. 2 of the cells are possible for cell re-selection and 4 of the cells are steady interfering cells.

Table 4‑3:

Parameter
Unit
Cell 1
Cell 2
Cell 3
Cell 4
Cell 5
Cell 6



T1
T2
T1
T2
T1
T2
T1
T2
T1
T2
T1
T2

UTRA RF Channel Number

Channel 1
Channel 1
Channel 1
Channel 1
Channel 1
Channel 1

CPICH_Ec/Ior
dB
 -10 
 -10 
 -10 
 -10 
 -10 
 -10 

PCCPCH_Ec/Ior
dB
 -12 
 -12 
 -12 
 -12 
 -12 
 -12 

SCH_Ec/Ior
dB
 -12 
 -12 
 -12 
 -12 
 -12 
 -12 

PICH_Ec/Ior
dB
 -15 
 -15 
 -15 
 -15 
 -15 
 -15 


[image: image8.wmf]oc

or

I

I

ˆ


dB
 -4.8
 0 
 0 
 -4.8 
 -9.5 


 -9.5 

 
 -9.5 


 -9.5 




[image: image9.wmf]oc

I


dBm/3.84 MHz
 -60 



CPICH_Ec/Io
dB
 -16 
  -13 
 -13 
 -16 
 -20 


 -20 


 -20 


 -20 



Propagation Condition 

 AWGN 



Qoffset

[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

Qhyst 
dBm
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

Treselection

[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

Qintrasearch
dB
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]

Time T1 is X seconds and T2 is Y seconds.

Note: T1 and T2 need to be defined so that cell re-selection reaction time is taken into account.

4.3.1.3 Performance Requirements

Correct cell re-selection shall be greater than [X%] with [Y%] confidence. Cell re-selection is correct if within [5] seconds the UE re-reselects a new cell, which fulfills the cell re-selection criteria.

4.3.1.4 Cell List Size

[The UE shall be capable of recording at least [6] of the strongest cells according to the cell re-selection criteria. The number of the strongest cells recorded inside the UE shall be at least [6].]

4.3.1.5 Maximum number of cells to be monitored

For re-selection purposes, the UE shall be capable of monitoring at least up to 32 neighbouring cells given in the measurement control information. The exact number of cells to be monitored will be determined by the measurement control information broadcast in the serving cell.

4.4 PLMN Selection and Re-Selection Scenario

4.5
Location Registration Scenario

5 RRC Connection mobility

5.1 Handover

5.1.1 Introduction

The handover process should be implemented in both the UE and UTRAN. The UE measurements and which radio links the UE shall use is controlled by UTRAN with RRC signalling.

Measurements are specified in TS25.215 and UE behaviour in response to UTRAN RRC messages is described in TS25.331.

5.1.2
Handover 3G to 3G

5.1.2.1 FDD Soft/Softer Handover

The soft handover procedure is initiated from UTRAN with an active set update message.

5.1.2.1.1 Maximum number of cells to be reported

The UE shall be capable of reporting the CPICH of at least [6] cells given in a measurement control message(s).

5.1.2.1.2 Measurement reporting delay

The measurement reporting delay is defined as the time from when a report is triggered at the physical layer according to the event or periodic mechanism set to trigger the measurement report, until the UE starts to transmit the measurement report over the Uu interface.

5.1.2.1.3 Test parameters

For section 5.1.2.1.3.1, 5.1.2.1.3.2 and 5.1.2.1.3.3 DL reference measurement channel 12.2 kbps shall be used but with power control turned on [see 25.101].

5.1.2.1.3.1 Correct reporting of neighbours and timing measurement accuracy in AWGN propagation condition

This test will derive that the terminal makes correct reporting of an event and that the measurement accuracy of the CFN-SFN observed timed difference between Cell 1 and Cell 2 is within defined limits. Cell 1 is current active cell, as illustrated in Figure 5‑1. The power level of Cell 1 is kept constant and the power level of Cell 2 is changed using  (
[image: image10.wmf]oc

or

I

I

ˆ

). Hysteresis, Threshold and Time to Trigger values are given in the table below and they are signalled from test device.  In the measurement control information it is indicated to the UE that event-triggered reporting with Event 1A and 1B shall be used, SFN has to be decoded for neighbour cells. CPICH Ec/I0 and the CFN-SFN observed timed difference has to reported together with Event 1A reporting. CPICH Ec/I0 shall be reported for Event 1B reporting. New measurement control information, which defines neighbour cells etc., is always sent during time period Time 1. The number of neighbour cells in the measurement control information is 24.
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Figure 5‑1: Illustration of parameters for soft handover measurement reporting test case

Table 5‑1
Parameter
Unit
Cell 1
Cell 2



Time 1
Time 2
Time 1
Time 2

CPICH_Ec/Ior
dB
-10
-10

PCCPCH_Ec/Ior
dB
-12
-12

SCH_Ec/Ior
dB
-12
-12

DPCH_Ec/Ior
dB
TBD
TBD

OCNS

[To Be Calculated]
[To Be Calculated]
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or

I
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dB
0
0
-Infinity
-1.8
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dBm/3.84 MHz
-60

CPICH_Ec/Io
dB
-13
-13
-Infinity
-14

Threshold
dB
3

Hysteresis
dB
0

Time to Trigger
msec
0

Propagation Condition 
AWGN

Time period Time 1 is X seconds. Time period Time 2 is Y seconds. 

The measurement reporting delay shall be less then 0.8 seconds in 90% of the cases with 95% confidence.

All the reported entities shall be within the requirements, as defined in section 10.

5.1.2.1.3.2 Correct reporting of neighbours in Fading propagation condition

This test will derive that the terminal makes correct reporting of an event. Cell 1 is current active cell. The power level of Cell 1 is kept constant and the power level of Cell 2 is changed using  (
[image: image14.wmf]oc

or

I

I

ˆ

). Hysteresis, Threshold and Time to Trigger values are given in the table below and they are signaled from test device.  In the measurement control information it is indicated to the UE that event-triggered reporting with Event 1A shall be used. Only the event number is reported in this case. New measurement control information, which defines neighbor cells etc., is sent always during time period Time 1. The number of neighbor cells in the measurement control information is 24.

Table 5‑2
Parameter
Unit
Cell 1
Cell 2



Time 1
Time 2
Time 1
Time 2

CPICH_Ec/Ior
dB
-10
-10

PCCPCH_Ec/Ior
dB
-12
-12

SCH_Ec/Ior
dB
-12
-12

DPCH_Ec/Ior
dB
TBD
TBD

OCNS

[To Be Calculated]
[To Be Calculated]
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dB
0
0
-Infinity
-1.8


[image: image16.wmf]oc

I


dBm/3.84 MHz
-60

CPICH_Ec/Io
dB
-13
-13
-Infinity
-14

Threshold
dB
3

Hysteresis
dB
0

Time to Trigger
msec
0

Propagation Condition 
2-tap Rayleigh fading, 0 dB, -10 dB, 50km/h, 100 km/h

Time period Time 1 is X seconds. Time period Time 2 is Y seconds. 

The measurement reporting delay shall be less then XX seconds in YY% with ZZ % confidence.

5.1.2.1.3.3 CPICH_Ec/Io measurement accuracy and incorrect reporting of neighbours in AWGN propagation condition

The test case will derive the terminal's measurement accuracy of CPICH_Ec/Io and false detection resistance. The terminal measurement accuracy of CPICH_Ec/Io is derived using the periodical reporting of active cell's measured CPICH_Ec/Io. The terminal's false detection resistance is derived by recording the amount of erroneous reports. Both Cell 1 and Cell 2 powers (
[image: image17.wmf]oc

or

I

I

ˆ

) are constant during the test case. Cell 2 is near to reporting range. Hysteresis, Threshold and Time to Trigger values are given in the table below and they are signaled from test device. In the measurement control information it is indicated to the UE that the CPICH_Ec/Io level of the active set cell has to reported periodically (and reporting period) and event-triggered reporting will also be used. The number of neighbour cells in the measurement control information is 24.

Table 5‑3
Parameter
Unit
Cell 1
Cell 2

CPICH_Ec/Ior
dB
-10
-10

PCCPCH_Ec/Ior
dB
-12
-12

SCH_Ec/Ior
dB
-12
-12

DPCH_Ec/Ior
dB
TBD
TBD

OCNS

[To Be Calculated]
[To Be Calculated]
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dB
0 
-7.25


[image: image19.wmf]oc
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dBm/3.84 MHz
-60

CPICH_Ec/Io
dB
-13
-18

Threshold
dB
3

Hysteresis
dB
0

Time to Trigger
msec
0

Propagation Condition 
AWGN

In the periodical reporting the accuracy of the reported CPICH_Ec/Io for cell 1 shall be within given accuracy limits in X% of the reports with Y% confidence. 

Event triggered report rate shall not exceed X reports in Y seconds. 

5.1.2.1.4
Active set dimension

The active set is defined as set of radio links simultaneously involved in a specific communication service between an User Equipment and a UTRAN access point. The UE shall be capable of supporting  at least [6] radio links in the active set.

5.1.2.1.5 Active set update delay

The active set update delay start is defined as the time from when the UE receives the active set update message from UTRAN, or at the time stated through the activation time when to perform the active set update. The activation time stop is defined as the time when the UE successfully only uses the set of radio links stated in that message for power control. The active set update delay is defined as the time between the active set update start and the active set stop.

The active set update delay for different number of added cells is stated in the table below. There is different requirement on the active set update delay depending on if the cell has been within the monitored set of cells for the last [FFS] [s] or not.

[Editor’s Note: the requirement of  an active set update of at least [1] second after the reception of the UTRAN acknowledgement as proposed in R4-99712, shall be considered as a starting point for the setting of this requirement]

Table 5‑4
Number of new cells present in the active set update message
Maximum active set update delay [ms]


Cells within monitored set
Cells outside monitored set

1



2



3



4



5



6



…



If an active set update includes a combination of cells included and not included in the monitored set the maximum active set update delay is the sum of respective maximum delays.

5.1.2.1.6 BS Functionality in Site Selection Diversity Transmission (SSDT) Mode

Site Selection Diversity Transmission (SSDT) is an optional feature of BS. This requirement for SSDT mode ensures that BS correctly reacts to Layer 1 feedback signaling messages from UE.

5.1.2.1.6.1.1 Minimum Requirements

For the conditions specified in Table 5‑5, the BS shall transmit or not transmit the downlink DPDCH channel.
Table 5‑5: Parameters for SSDT mode test

Parameter
Unit
Test 1
Test 2
Test 3
Test 4

Cell ID of BS under test
-
A
A
A
A

SSDT Quality threshold, Qth, set in BS
DB
-5

Uplink:
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DB
Qth + 10
Qth + 10
Qth - 3
Qth – 3

Cell ID transmitted by UE
-
A
B
A
B

Transmission 

Of downlink DPCCH
-
Yes
Yes
yes
Yes

Transmission  

Of downlink DPDCH
-
Yes
No
yes
Yes

The above test should be for repeated for each of the three code sets “long”, “medium” and “short” Cell ID code sets.     The UE emulator can check the power ratio of downlink DPDCH/DPCCH in order to confirm whether BS transmitted the DPDCH.
5.1.2.2
 FDD Hard Handover

The hard handover procedure is initiated from UTRAN with an handover command message. The hard handover procedure may cause the UE to change its frequency.

5.1.2.2.1
Requirements

5.1.2.2.1.1
Maximum number of cells/frequencies to be monitored on other frequencies

The UE shall be capable of measuring the CPICH of at least [FFS] cells on a maximum of [FFS] frequencies, different from the frequency currently used by the UE. 

The cells and frequencies are given to the UE in a measurement control message(s), and the measurement slots available with compressed mode is given through physical channel reconfiguration parameters.

5.1.2.2.1.2
Measurement reporting delay

The measurement reporting delay start is defined as the time from when a report is triggered at the physical layer, and in the end of an available [FFS] ms measurement slot, according to the event or periodic mechanism set to trigger the measurement report. The measurement reporting delay end is defined as the time when the UE tries to transmit the measurement report over the Uu interface.

The measurement reporting delay is defined as the time between the measurement reporting delay start and the measurement reporting delay stop.

[Editors Note: The details for this requirement and the relation to compressed mode are FFS.]
For all possible events defined in the measurement control messages as inter-frequency measurement reporting criteria, the measurement reporting delay shall not exceed the time stated in the table below.

Table 5‑6
TTI for DCCH carrying measurement report [ms]
Maximum measurement reporting delay [ms]

10


20


40


80


5.1.2.2.1.2.1

System Level Requirement on Measurement Reporting Delay

[This Section specifies a system level requirement on measurement reporting delay for the network scenario described; when the values in Table 5‑6  in Section 5.1.2.2.1.2 will be specified, also the requirement described in this section will be taken into account; in this way a merge between the two sections will be possible]

For hard handover purposes, the measurement reporting delay shall not exceed [5] seconds under the following network conditions: Initial serving cell at 
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I

ˆ

= -70 dBm/3.84MHz, with 6 neighbours at 
[image: image22.wmf]or

I

ˆ

= -75 dBm/3.84MHz. Then the new cell is switched on at 
[image: image23.wmf]or

I

ˆ

= -60 dBm/3.84MHz, all steady signals.

5.1.2.2.1.3
Hard Handover Delay

The hard handover delay is defined as the time from when the UE receives the handover command message from UTRAN, until the UE successfully uses the entire set of radio links stated in that message for power control. 

The hard handover delay is stated in the table below. There is different requirement on the hard handover delay depending on if the cell has been within the monitored set of cells for the last [FFS] [s] or not.

Table 5‑7
Number of new cells present in the handover command message
Maximum active set update delay [ms]


Cells within monitored set
Cells outside monitored set

1-6…



5.1.3.3
 FDD/TDD Handover

5.1.3.3.1
Requirements

5.1.3.3.2
RF Parameters

5.1.4
Handover 3G to 2G

In the early days of UMTS deployment it can be anticipated that the service area will not be as contiguous and extensive as existing second generation systems. It is also anticipated that UMTS network will be an overlay on the 2nd generation network and utilise the latter, in the minimum case, as a fall back to ensure continuity of service and maintain a good QoS as perceived by the user.

5.1.4.1
Handover to GSM

This section presents some of the important aspects of GSM handover required to be performed by the UE. For the full specifications reference should be made the GSM recommendations.

The underlying requirement is to ensure continuity of service to the UMTS user. The handover requirements for 3G to GSM should be comparable to GSM to GSM handover requirements.

The MS (GSM terminology) shall be able to monitor up to [32] carriers. 

The MS shall be able synchronize to [6] carriers

The MS shall be able to report back to the network on the [6] strongest cells with correctly identified BSIC. 

The MS shall be able to perform this task at levels down to the reference sensitivity level or reference interference levels as specified in GSM 05.05.

The MS shall demodulate the SCH on the BCCH carrier of each surrounding cell and decode the BSIC as often as possible, and as a minimum at least once every [10 seconds].

5.1.4.1.1
Requirements

5.1.4.1.2.
RF Parameters

5.2
Radio Link Management

5.2.1
Link adaptation

5.2.1.1 Definition of the function 

Radio link adaptation is the ability of the UE to select the suitable transport format combination from the assigned transport format combination set, in order to maintain  inner loop power control, in the case of reaching its maximum transmit power. This is necessary for supporting the  highest bit-rate as possible when enough transmit power is not available.
5.2.1.2 Link adaptation delay minimum requirement

In this section, the UE maximum transmit power is defined as the UE maximum output power, which is defined by the UE power class.

When the UE output power is approaching the UE maximum transmit power and the inner loop power control can no longer be maintained for coverage reasons, the UE shall adapt to the transport format combination corresponding to the next lower bit-rate. Before doing that, the UE output power measured over at least [t1] ms shall be [margin1] dB within the maximum (margin1 is FFS).

As soon as the UE output power is [margin1] dB below the UE maximum transmit power and the UE has enough data to send, it shall continuously estimate whether the output power needed for a switch to the transport format combination corresponding to the next higher bit-rate does not exceed [margin1] dB below the maximum. Before the UE switches to the next higher rate transport format it shall have enough power to support that up-switch for at least [t2] ms.

The minimum delay requirements t1 and t2 shall be zero or a multiple of 10 ms. (Whether t1, t2 and margin1 should be configurable is FFS).

5.2.1.3
Link adaptation  maximum delay requirement

As soon as the UE has detected the switching feasibility, it shall start to use the transport format combination corresponding to the new bit-rate selected within 10 ms.

5.3
Cell Update

5.3 URA Update
6 RRC Connection Control

6.1 Requirements for RRC Re-establishment

6.6.1 RRC Re-establishment delay

When the UE is in Cell_DCH state, the UE shall be capable of sending a RRC CONNECTION RE-ESTABLISHMENT CONNECT message, in the test case defined in the following section, within TRLFAIL+TRESELECT seconds from when the radio connection was lost. The RRC Re-establishment delay is defined as the time between the radio connection is lost to when the UE starts to send preambles on the PRACH. This is exemplified in Figure 6‑1, where the RRC Re-establishment delay is the time between Tstart and Tstop.
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Figure 6‑1: RRC Connection Re-establishment Requirement

6.6.2 Test Parameters

This test shall include 6 cells, one serving, one target and four steady interferes. The UE shall be in connected mode with a DL reference measurement channel 12.2 kbps dedicated traffic channel ongoing to one cell (serving cell). Measurement control information shall be signalled from the test device at least 5 seconds before Tstart. At Tstart the traffic channel is switched off. Tstop is defined as the time when the UE starts to send preambles on PRACH to the target cell. 

Unless explicitly stated the test parameters should be similar to the test parameters for Cell Reselection, time T1, section 4.3.1.2. System information shall be provided in the same manner as for the test for cell re-selection, section 4.3.1.2.

 The following additional parameters are needed:

Table 6‑1
Parameter
Unit
Value

DPCH_Ec/Ior
dB
TBD

N313
Frames
TBD

T313
msec
0

6.6.2.1 Test 1 – Target Cell known by UE

All six cells in the test shall be given in the measurement control information to the UE before the test is started. 

6.6.2.2 Test 2 – Target cell not known by UE

All cells except the target cell shall be in the measurement control information to the UE before the test is started.

6.6.2.3 Performance Requirements

For both test 1 and test 2, correct RRC Re-establishment shall be greater than 90% with 95% confidence. RRC Re-establishment is correct if within T seconds the UE tries to re-establish the RRC connection with the target cell. T is defined in Table 6‑2.

Editors note: TRLFAIL is depending on the value set for N313. Once decided, this shall be counted for here.

Table 6‑2: Requirements for RRC Re-establishment


Cell known by UE
Cell not known by UE

Intra Frequency
T=TRLFAIL+800 ms
T=TRLFAIL+3000 ms

6.2 Radio Access Bearer Control

[Editor’s Note: Radio Access Bearer Control Procedures are a series of mechanisms used to control the UE and system resources. Some of these procedures cause Physical Channel Reconfiguration and Transport Channel Reconfiguration. This section specifies time delay requirements on Physical Channel Reconfiguration and Transport Channel configuration in different reconfiguration cases.]
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(b) 
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9 Timing characterisitics

9.1
Synchronisation Performance

9.1.1
Search of other Cells

Search for other cells is used to check whether the UE correctly searches and measures other BS(s) during the specified operation.

9.1.1.1
Minimum requirement

TBD

Table 9‑1: Test Parameters for the Search of other Cells

Parameter
Unit
Channel 1
Channel 2



Time 1
Time 2
Time 1
Time 2


[image: image25.wmf]or

c

I

E

PCCPCH


dB




[image: image26.wmf]oc

or

I

I

ˆ


dB






[image: image27.wmf]oc

I


dBm/3.84 MHz
-60


[image: image28.wmf]o

c

I

E

PCCPCH


dB





9.2. UE Transmit Timing

9.2.1 Initial transmission timing, Maximum timing adjustment size and Maximum timing adjustment rate

The UE shall have capability to follow the frame timing change of the connected Node B.  UE initial transmit timing accuracy, maximum amount of timing change in one adjustment, and maximum adjustment rate are defined in the following requirements.

9.2.1.1 Minimum requirement

For parameters specified in Table 9‑2, UE initial transmission timing error shall be less than or equal to (1.5 Chip. The reference point for the UE initial transmit timing control requirement shall be the first significant path of the corresponding downlink DPCCH/DPDCH frame.
The UE shall be capable of changing the transmission timing according the received downlink DPCCH/DPDCH frame. The maximum amount of the timing change in one adjustment shall be 1/4 Chip. 
The maximum adjustment rate shall be 1/4 chip per 280ms.  In particular, within any given 280 ms period, the UE transmit timing shall not change in excess of +-1/4 chip from the timing at the beginning of this 280ms period.   

Table 9‑2: Test parameters for Transmission timing requirement.

Parameter
Unit
Cell 1 and 2 level

DPCH_Ec/ Ior
dB
-17

Îor, Cell 1
dBm/3.84 MHz
-96

Îor,  Cell 2
dBm/3.84 MHz
-97

Information data rate
Kbps
12.2

TFCI
-
On

Propagation condition
AWGN

a) Cell 2 starts transmission 5 seconds after call has been initiated. UE shall maintain it's original timing properties.

b)
  Cell 1 stop transmission 5 seconds after cell 2 has started transmission. UE shall adjust transmission timing with a maximum change of 1/4 chip per adjustment, and maximum timing adjustment rate of 1/4 chip per 280ms. 
9.3
Reception Timing

The reception timing of the MS is determined during the specified operation.

9.3.1
Minimum requirement

TBD

9.4
Signalling requirements

9.4.1
Signalling response delay

For all messages requiring a RRC response to be sent to UTRAN, the UE shall send that response with a maximum signalling response delay specified in this section. This delay consists of several delay parts. The first part is a general processing delay in order to create the response. The second part is dependent on some specific actions the UE shall perform according to that particular message.

The signalling response delay is defined as the time from when the UE receives the RRC message from UTRAN, until the UE successfully has performed actions according to the RRC message and the UE tries to transmit the RRC response message over the Uu interface.

9.4.2
Test Parameters

For all the tests the TTI for the DCCH shall be set to 80 ms.

[Note: There should be one test of reconfiguring TFS and TFCS without changing the physical layer

A similar test could then also be made where a new dedicated physical channel activation is included]

9.4.3 Performance requirements

This signalling response delay shall not exceed the sum of general processing delay and all action delays related to the specific RRC message.

General processing delay shall not exceed 100 ms in 90% of the cases with 95% confidence.

Delay parts related to actions are listed in the table below.

Delay part caused by a specific action
Maximum delay for this action [ms]

Establishment of new dedicated channel
140

Establishment of all radio bearer(s) in one RRC message
50

Re-configuration of all radio bearer(s) in one RRC message
50

Release of all radio bearer(s) in one RRC message
10

…


For all actions not listed the requirement on delay is zero.

9.4.4 Signalling processing

If several consecutive RRC messages are sent to the UE, the UE shall be able to process the messages in parallel with the receiving of the next messages. The UE shall also perform actions according to the RRC messages and if applicable send answers to the messages in parallel (for those messages where procedure interaction is allowed according to TS 25.331) with receiving new messages.
9.4.5 Test parameters

For all the tests the TTI for the transport channel carrying DCCH shall be 80 ms.

Messages shall be sent to the UE at a rate of 10 messages per second.

The rest of the parameters are TBD.

9.4.6 Performance requirements

The UE shall be able to respond according to the test in 9.4.1 in 90% of the cases with 95% confidence.

10
Measurements Performance Requirements

One of the key services provided by the physical layer is the measurement of various quantities which are used to trigger or perform a multitude of functions. Both the UE and the UTRAN are required to perform a variety of measurements. The complete list of measurements is specified in TSG RAN WG2 S25.302 "Services Provided by Physical Layer". The physical layer measurements for FDD are described and defined in TSG RAN WG1 TS25.215 “Physical layer – Measurements (FDD)”. In this section for FDD, per each measurement the relevant requirements on performance in terms of accuracy are reported.

Unless explicitly stated, 

· all measurements shall be reported within the defined requirements in 90% of the cases with 95% confidence, on the confidence level applying for all measurements. 

· Measurement periods FFS

· Measurement channel 12.2 kbps as per TS25.101

· Single event reporting

10.1
Measurements Performance  for UE

10.1.1 CPICH RSCP

Requirement
Absolute accuracy:

Normal Conditions

+/-6dB for levels below –70dBm;

+/-8dB over the full range

Valid for UTRA carrier RSSI >= -94dBm.

Extreme Conditions

+/-9dB for levels below –70dBm;

+/-11dB over the full range

Valid for UTRA carrier RSSI >= -94dBm.

Relative accuracy:

+-3 dB for intra-frequency
+-6 dB for inter-frequency

Valid when the minimum level > -114 dBm, the difference in signal level < 20 dB and UTRA carrier RSSI>=-94dBm.

10.1.2 RSCP

[Note: there is general assumption that the Pilot Bit Number of DCCH should be equal to 8] 

Requirement
Absolute accuracy:

Normal Conditions

[ ]dB for levels below –70dBm;

[ ]dB over the full range

Valid for UTRA carrier RSSI >= -94dBm.

Extreme Conditions

+/-[]dB for levels below –70dBm;

+/- []dB over the full range

Valid for UTRA carrier RSSI >= -94dBm.

Relative accuracy:

[ ] dB for intra-frequency


Valid when the minimum level > -91-10log10(SF) dBm, the difference in signal level < 20 dB and UTRA carrier RSSI>=-94dBm



10.1.3 SIR

Requirement
Absolute accuracy:

 for []<SIR<[] dB

when UTRA carrier RSSI>=-94dBm.

10.1.4 UTRA carrier RSSI

Requirement
Absolute accuracy:

Normal Conditions

+/-4dB for levels below –70dBm
Valid for levels >-94dBm.

Extreme Conditions

+/-7dB for levels below –70dBm
Valid for levels >-94dBm.

Relative accuracy (between measurements on two carriers):

+-5 dB over the full range

Valid when the minimum level > -94 dBm and the difference < 20 dB.

10.1.5 GSM carrier RSSI

Requirement
According to the requirements in GSM 05.08

10.1.6 CPICH Ec/No

Requirement
Absolute accuracy (measured on one code):

+/-4dB over the full range when UTRA carrier RSSI>=-94dBm and CPICH RSCP >= -115dBm.

Relative accuracy (between measurements on two codes):

+-3 dB for intra-frequency
+-6 dB for inter-frequency

When UTRA carrier RSSI>=-94dBm and CPICH RSCP >= -114dBm.

10.1.7 Transport channel BLER

Requirement
The UE shall report the CRC results

10.1.8 Physical channel BER

Requirement
+/-10% of the absolute Physical channel BER value

10.1.9 UE transmitted power

Requirement
Absolute accuracy:

Normal Conditions

+-9dB for the upper 20dB of the range.

Extreme Conditions

+-12dB for the upper 20dB of the range.



10.1.10 CFN-SFN observed time difference

Requirement
 +/-0.5 chips period

10.1.11 SFN-SFN observed time difference

Requirement
+/-0.5 chips period for both type 1 and type 2.

10.1.12 UE Rx-Tx time difference

Requirement
+/-1.5 chips period.

10.1.13 Observed time difference to GSM cell 

Requirement
+- 20 chips.

10.2
Measurements Performance for UTRAN

10.2.1 RSSI

Requirement
Relative  accuracy:

.FFS

10.2.2 SIR

Requirement
Absolute accuracy:

+/- 3dB for 0<SIR<10 dB

when RSSI>=-105dBm.

10.2.3 Transmitted carrier power

Requirement
Absolute accuracy:

+-3dB over the full range.

Relative accuracy (relative to the maximum transmit power):

+- []dB over the full range.

10.2.4 Transmitted code power

Requirement
Absolute accuracy:

+-3dB over the full range.

Relative accuracy (relative to the maximum transmit power):

+- 2dB over the full range.

10.2.5 Transport channel BLER

Requirement
-

10.2.6 Physical channel BER

Requirement
+/-10% of the absolute BER value

10.2.7 Round trip time

Requirement
+/-0.5 chips period

11 Annex A Measurement Definition (Informative)

In this Annex the definitions of  those Measurements, whose requirements are specified, in Section 10 of this specification are reported for information. The complete list of measurements is specified in TSG RAN WG2 TS25.302 "Services Provided by Physical Layer". ". The physical layer measurements for FDD are described and defined in TSG RAN WG1 TS25.215 “Physical layer – Measurements (FDD)”.

11.1 Measurements Performance  for UE

11.1.1 CPICH RSCP

Definition
Received Signal Code Power, the received power on one code after de-spreading measured on the pilot bits of the CPICH. The reference point for the RSCP is the antenna connector at the UE.

11.1.2 RSCP

[Editor’s Note: in accordance to RP-99564, while this measurement is agreed in TS 25.215 is not considered yet in TS 25.302; this measurement is here reported for consistency with TDD mode since during WG4#8 it was decided to consider this measurement for TDD]

Definition
Received Signal Code Power, the received power on one code after de-spreading measured on the pilot bits of the DPCCH after RL combination. The reference point for the RSCP is the antenna connector at the UE.

11.1.3 ISCP

Note that it is not a requirement that the ISCP shall be possible to report to higher layers. The ISCP is defined in this section because it is included in the definition of SIR.

Definition
Interference Signal Code Power, the interference on the received signal after de-spreading. Only the non-orthogonal part of the interference is included in the measurement. The reference point for the ISCP is the antenna connector at the UE.

11.1.4 SIR

Definition
Signal to Interference Ratio, defined as the RSCP divided by ISCP. The SIR shall be measured on DPCCH after RL combination. The reference point for the SIR is the antenna connector of the UE.

11.1.5 UTRA carrier RSSI

Definition
Received Signal Strength Indicator, the wide-band received power within the relevant channel bandwidth. Measurement shall be performed on a UTRAN downlink carrier. The reference point for the RSSI is the antenna connector at the UE.

11.1.6 GSM carrier RSSI

Definition
Received Signal Strength Indicator, the wide-band received power within the relevant channel bandwidth. Measurement shall be performed on a GSM BCCH carrier. The reference point for the RSSI is the antenna connector at the UE.

11.1.7 CPICH Ec/No

Definition
The received energy per chip divided by the power density in the band. The Ec/No is identical to RSCP/RSSI. Measurement shall be performed on the CPICH. The reference point for Ec/No is the antenna connector at the UE.

11.1.8 Transport channel BLER

Definition
Estimation of the transport channel block error rate (BLER). The BLER estimation shall be based on evaluating the CRC on each transport block after RL combination. BLER estimation is only required for transport channels containing CRC. In connected mode the BLER shall be possible to measure on any transport channel. If requested in idle mode it shall be possible to measure the BLER on transport channel PCH.

11.1.9 Physical channel BER

Definition
The physical channel BER is an estimation of the average bit error rate (BER) before channel decoding of the DPDCH data after RL combination. At most it shall be possible to report a physical channel BER estimate at the end of each TTI for the transferred TrCh's, e.g. for TrCh’s with a TTI of x ms a x ms averaged physical channel BER shall be possible to report every x ms.

11.1.10 UE transmitted power

Definition
The total UE transmitted power on one carrier. The reference point for the UE transmitted power shall be the UE antenna connector.

11.1.11 CFN-SFN observed time difference

Definition
The CFN-SFN observed time difference to cell is defined as: OFF(38400+ Tm, where:

Tm= TRxSFN  - (TUETx-T0), given in chip units with the range [0, 1, …, 38399] chips

TUETx is the time when the UE transmits an uplink DPCCH/DPDCH frame.

T0 is defined in TS 25.211 section 7.1.3.

TRxSFN  is time at the beginning of the next received neighbouring P-CCPCH frame after the time instant TUETx-T0in the UE. If the next neighbouring P-CCPCH frame is received exactly at TUETx-T0 then TRxSFN=TUETx-T0 (which leads to Tm=0).
and

OFF=(CFNTx-SFN) mod 256, given in number of frames with the range [0, 1, …, 255] frames

CFNTx is the connection frame number for the UE transmission of an uplink DPCCH/DPDCH frame at the time TUETx.

SFN = the system frame number for the neighbouring P-CCPCH frame received in the UE at the time TRxSFN.

11.1.12 SFN-SFN observed time difference

Definition
Type 1:

The SFN-SFN observed time difference to cell is defined as: OFF(38400+ Tm, where:

Tm= TRxSFNj  - TRxSFNi, given in chip units with the range [0, 1, …, 38399] chips

TRxSFNj is the time at the beginning of a received neighbouring P-CCPCH frame from cell j.

TRxSFNi  is time at the beginning of the next received neighbouring P-CCPCH frame from cell i after the time instant TRxSFNj in the UE. If the next neighbouring P-CCPCH frame is received exactly at TRxSFNj then TRxSFNj= TRxSFNi (which leads to Tm=0).
And

OFF=(SFNj- SFNi) mod 256, given in number of frames with the range [0, 1, …, 255] frames

SFNj = the system frame number for downlink P-CCPCH frame from cell j in the UE at the time TRxSFNj.

SFNi = the system frame number for the P-CCPCH frame from cell i received in the UE at the time TRxSFNi.

Type 2:

The relative timing difference between cell j and cell i, defined as TCPICHRxj - TCPICHRxi, where:

TCPICHRxj is the time when the UE receives one CPICH slot from cell j

TCPICHRxi is the time when the UE receives the CPICH slot from cell i that is closest in time to the CPICH slot received from cell j

Applicable for
Type 1: Idle, Connected Intra

Type 2: Idle, Connected Intra, Connected Inter

11.1.13 UE Rx-Tx time difference

Definition
The difference in time between the UE uplink DPCCH/DPDCH frame transmission and the first significant path, of the downlink DPCH frame from the measured radio link. Measurement shall be made for each cell included in the active set.

Note: The definition of "first significant path" needs further elaboration.

11.1.14 Observed time difference to GSM cell 

Definition
Time difference between the Primary CCPCH of the current cell and the timing of the GSM cell. The exact definition and further details on this parameter is contained in Chapter 9 of the TS25.302 "Services Provided by the Physical Layer".

11.2 Measurements Performance for UTRAN

11.2.1 RSSI

Definition
Received Signal Strength Indicator, the wide-band received power within the UTRAN uplink carrier channel bandwidth in an UTRAN access point. The reference point for the RSSI measurements shall be the antenna connector.

11.2.2 SIR

Definition
Signal to Interference Ratio, is defined as the RSCP divided by the ISCP. Measurement shall be performed on the DPCCH after RL combination in Node B. The reference point for the SIR measurements shall be the antenna connector.

11.2.3 Transmitted carrier power

Definition
Transmitted carrier power, is the total transmitted power on one carrier from one UTRAN access point. Measurement shall be possible on any carrier transmitted from the UTRAN access point. The reference point for the total transmitted power measurement shall be the antenna connector. In case of Tx diversity the total transmitted power for each branch shall be measured.

11.2.4 Transmitted code power

Definition
Transmitted code power, is the transmitted power on one carrier, one scrambling code and one channelisation code. Measurement shall be possible on any channelisation code transmitted from the UTRAN access point. The reference point for the transmitted code power measurement shall be the antenna connector. In case of Tx diversity the transmitted code power for each branch shall be measured.

11.2.5 Transport channel BLER

Definition
Estimation of the transport channel block error rate (BLER). The BLER estimation shall be based on evaluating the CRC on each transport block. Measurement shall be possible to perform on any transport channel after RL combination in Node B. BLER estimation is only required for transport channels containing CRC.

11.2.6 Physical channel BER

Definition
The physical channel BER is an estimation of the average bit error rate (BER) before channel decoding of the DPDCH data after RL combination in Node B. It shall be possible to report a physical channel BER estimate at the end of each TTI for the transferred TrCh's, e.g. for TrCh’s with a TTI of x ms a x ms averaged physical channel BER shall be possible to report every x ms.

11.2.7 Round trip time

Note: The relation between this measurement and the TOA measurement defined by WG2 needs clarification.

Definition
Round trip time (RTT), is defined as 

RTT = TRX – TTX, where

TTX = The time of transmission of the beginning of a downlink DPCH frame to a UE.

TRX = The time of reception of the beginning (the first significant path) of the corresponding uplink DPCCH/DPDCH frame from the UE.

Note: The definition of "first significant path" needs further elaboration.

Measurement shall be possible on DPCH for each RL transmitted from an UTRAN access point and DPDCH/DPCCH for each RL received in the same UTRAN access point.
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How to create a CR
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1)
Open the CR cover sheet with MS Word 97. The lastest version of the CR coversheet can be found at:


ftp://ftp.3gpp.org/information/3gCRF-??.DOC


2)
Fill out all areas that are relevant on the CR cover sheet - only the areas that have yellow shading shall be filled out. See Annex A of these instructions for further detail. 


3)
Open the specification to which you wish to make a change. It is very IMPORTANT  to ensure that you are using the latest version of the specification to make the change. The latest versions of all approved 3G specifications is located at:


for the 3GPP:  ftp://ftp.3gpp.org/specifications/      for SMG: http://docbox.etsi.org/tech-org/document/smg/specs

Do a "save as" using a file name related to the tdoc number (e.g. T3-99123.DOC).

4)
If the formatting looks incorrect (most easily noticed by the fact that there is no space between paragraphs), it may be because you do not have the correct document sheet in your MS Word style directory. All 3GPP specification use the style sheet 3GPP_70.DOT. This can be downloaded from:



ftp://ftp.3gpp.org/information/3gpp_70.dot

5)
Go to the beginning of the heading of the first subclause which you want to change. Press <CTRL><SHIFT><HOME> to select everything before that point and delete it.


6)
Switch to the window in MS word that contains your CR cover sheet and do a <CTRL>A   <CTRL>C to select and copy the entire sheet (including the section break at the end). Switch back to the other window with the specification to be changed and paste it in.


7)
Between group of changed pages in the CR, insert a section break (insert / break / next page/)


8)
When all the changes have been made (using the "tools / track changes" feature of MS Word 97), the headers and page number need to be corrected other the headers will contain an error message like "error, reference not found". You can fix this by changing to page layout mode (view / page layout) to see the headers. Then, go to the menu item "view / header and footer", select the frame that contains the error message(s) ini the header and delete them (there are normally 2). Do not delete the page number in the middle. On the left side, write the spec name and current version number For example, "3G TS 21.111 version 3.0.0 (1999-04)". Go back to normal view.


9) 
For each group of changes, insert the correct starting page number. The number should be that which is a clean unmodified specification. It is only a guide to the reader only and so they can be +/- 1 page number wrong. Insert the page number using the following method. Go to the line following the first section break in your CR. Choose the menu item insert / page number / format / start at and insert the correct starting page number for that group of changes. click "OK" and then "CLOSE" (don't press "OK" at this last step). Repeat this step for each section break.


10)
When you have finished making all changes, go to "tools / track changes / highlight changes" and uncheck the "track changes while editing" box, otherwise the page numbers in the headers will be difficult to read. Make sure that the two other options in this box (highlight changes on screen" and "highlight changes in printed document" are both maked "X".


Examples of expressions of prevision in 3GPP specifications


To ensure that everybody else understands your proposed chnaged the same way that you do, it is very important to keep to the following rules:


SHALL: To be used to indicate a requirement. e.g. "The ME shall reset the USIM" is correct Do not use "The ME resets the USIM" or "the ME must reset the USIM"


SHOULD: To be used to indicate recommendation. i.e. if, among several possibilities one is recommended as particularly suitable, without mentioning or excluding others, or that a certain course of action is preferred but not necessarily required, or that (in the negative form) a certain possibility or course of action is deprecated but not prohibited.


MAY: To be used to indicate permission. To be used instead of phrases such as "is permitted", "is allowed" or is permissible". The opposite of "may" is "need not".


CAN: To be used to indicate possibility and capability. To be used instead of phrases such as "be able to", "there is a possibility of" or "it is possible to".


A more detailed guide to the 3GPP drafting rules can be found on the 3GPP server at:



ftp://ftp.3gpp.org/information/drafting-rules.pdf

ANNEX A   
The CR cover sheet


This annex provides further information on how to fill out the cover sheet of a CR.


The header:


a)
The header, including the TSG or Working Group, the tdoc number (normally obtinaed from the 3GPP support team) and the meeting location and date.


The title box:


b)
The change request number. This is a 3 digit number and is allocated by the 3GPP support team project manager of the relevant WG. For GSM specifications, it is prefixed with an "A"


c)
The 3G or GSM specification number (e.g. 21.111 for 3G or 12.05 for GSM).


d)
The TSG or SMG plenary meeting to which this CR will be submitted to if it gets agreed at the WG meeting. 


e)
for approval/for information: one box only shall be marked with an "X"


Proposed change affects:


f)
At least one box shall be marked with an "X"


Source:


g)
The company name of the author of the CR. If the CR has already been agreed at a Working groups or sub working group, meeting, the subgroup name ( and Tdoc number) should be used instead.


Subject:


h)
One line (only) of concise text that describes the subject of the CR. Details should be put under "reason for change"



good examples:
"Clarification to FETCH command"






"Alignment of operation and parameter names"



recently used



bad examples:
"correction"






"editorial correction"






"correction to TS xxx.yy"






"various improvements"


Work item:



h)
The name of the 3G work item for which the CR is relevant.


Category and release:


i)
Choose one category only


Reason:


j)
This should be 1 to 10 lines of text that describes in further detail the reasons why the change is necessary and how the change is done.


Clauses Affected:


m)
Each subclause that is affected by the change should be listed here. New subclause number can be followed by " (new) ".


Other specs affected:


n)
Other 3G core specifications: to be used if the CR is linked to a CR for another 3G specification.
Other 2G core specifications: to be used if a CR is also needed for a GSM or other 2G specification.



MS test specifications: to be used if a change is needed to the MS test specifications.



BSS test specifications: to be used if a change is needed to the base station test specifications.



O&M specifications: to be used if a change is needed to O&M specifications.



When listing other CRs in part n) use, for example, the form "21.111-CR001" or "12.05-A123"


______________________________________


How to create a CR for 3G or SMG specifications.


File location: http://ftp.3gpp.org/information/3gCRF-??.doc
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