[bookmark: Title][bookmark: DocumentFor][bookmark: _Hlk2178737]3GPP TSG-RAN WG4 Meeting #110	R4-2400018
Athens, Greece, 26 February – 01 March, 2024

3GPP TSG RAN WG2 Meeting #124	R2-2313745
Chicago, USA, November 13 – 17, 2023

Title:	LS on applicability of maximum aggregated bandwidth UE capabilities to intra-band FR1 CA.
Response to:	
Release:	Release 18
Work Items:	NR_BCS4-Core

Source:	RAN WG2
To:	RAN WG4
CC:	

Contact Person:
Name:		Masato KITAZOE
E-mail Address:	mkitazoe [at] qti.qualcomm.com

Send any reply LS to:	3GPP Liaisons Coordinator, mailto:3GPPLiaison@etsi.org

Attachments:	None
1	Overall description
As per RAN4 input, RAN2 so far agreed to introduce UE capabilities for maximum aggregated bandwidth. These UE capabilities can be signlled per inter-band FR1 band combination.

RAN2 concluded in RAN2#124 meeting that those capabilities are also applicable to fallback combinations. This means that the maximum aggregated bandwidth UE capabilities signalled for CA_n25(2A)-n41C for instance, is also applicable to CA_n41C.

RAN2 then wonders whether the new maximum aggregated bandwidth UE capabilities can be applied genericly to intra-band FR1 CA as well as inter-band FR1 CA.
Question)	Can the new maximum aggregated bandwidth UE capabilities be applied genericly to intra-band FR1 CA as well as inter-band FR1 CA?
2	Actions
To RAN4
ACTION:	RAN2 would like to ask RAN4 to take the information in this LS into account, and answer the RAN2 question.
3	Dates of next TSG RAN WG2 meetings
TSG-RAN WG2 Meeting #125	26 February – 1 March, 2023	Athens, Greece

