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1. Overall Description:
RAN4 thanks RAN2 for the Reply LS on BWP operation without bandwidth restriction. RAN4 discussed the question in the reply LS and following conclusion was made.

Regarding dual connectivity for UE supporting option C, the following scenario is supported from RAN4 requirement perspective
· For UE supporting option C and configured with dual connectivity, NCD-SSB based L1 and L3 intra-frequency measurement requirements are applicable for both the PCell and PSCell.

In addition, RAN4 discussed whether SSB resources outside a BWP can be configured within CSI-ResourceConfig settings for the BWP or not if UE supports option B-1-1. RAN4 understands it is not clear whether it is allowed or not according to TS 38.311 v18.0.0. RAN4 would like to ask RAN2 for clarification on the question below.
· Whether SSB resources outside a BWP can be configured within CSI-ResourceConfig settings for the BWP if UE supports option B-1-1?

2. Actions:
To: RAN WG2
ACTION: 	RAN4 kindly asks RAN2 to take the above RAN4 agreements on option C into account in the future work. 
	RAN4 kindly asks RAN2 to answer the question related to option B-1-1 on SSB resources configuration within CSI-ResourceConfig.


3. Reference:
[1] R2-2313951 Reply LS to RAN4 on BWP operation without restriction

4. Date of Next TSG RAN WG4 Meetings:
TSG RAN WG4 Meeting #110bis		April 15 – April 19, 2024			Changsha, China
TSG RAN WG4 Meeting #111   		May 20 – May 24, 2024			Fukuoka, Japan
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