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<<start of 1st change>>
[bookmark: _Toc21344343][bookmark: _Toc29801829][bookmark: _Toc29802253][bookmark: _Toc29802878][bookmark: _Toc36107620][bookmark: _Toc37251386][bookmark: _Toc45888254][bookmark: _Toc45888853][bookmark: _Toc61367534][bookmark: _Toc61372917][bookmark: _Toc68230865][bookmark: _Toc69084278][bookmark: _Toc75467288][bookmark: _Toc76509310][bookmark: _Toc76718300][bookmark: _Toc83580631][bookmark: _Toc84405140][bookmark: _Toc84413749][bookmark: _Hlk141950001]5.2E.2	V2X operating bands for con-current operation
NR V2X operation is designed to operate concurrent with NR uplink/downlink on the operating bands combinations listed in Table 5.2E.2-1 and Table 5.2E.2-2.
Table 5.2E.2-1 Inter-band con-current V2X operating bands
	V2X con-current operating Band
	NR or V2X Operating Band
	Interface

	V2X_n1-n47
	n1
	Uu

	
	n47
	PC5

	V2X_n3-n47
	n3
	Uu

	
	n47
	PC5

	V2X_n5-n47
	n5
	Uu

	
	n47
	PC5

	V2X_n8-n47
	n8
	Uu

	
	n47
	PC5

	V2X_n34-n47

	n34
	Uu

	
	n47
	PC5

	V2X_n39-n47
	n39
	Uu

	
	n47
	PC5

	V2X_n40-n47
	n40
	Uu

	
	n47
	PC5

	V2X_n41-n47
	n41
	Uu

	
	n47
	PC5

	V2X_n71-n47
	n71
	Uu

	
	n47
	PC5

	V2X_n78-n47
	n78
	Uu

	
	n47
	PC5

	V2X_n79-n47
	n79
	Uu

	
	n47
	PC5



Table 5.2E.2-2 Intra-band con-current V2X operating bands
	V2X con-current operating Band
	NR or V2X Operating Band
	Interface

	V2X_n79-n79
	n79
	Uu

	
	n79
	PC5


5.2E.2F	Operating bands for SL-U con-current operation
For NR SL-U inter-band con-current operation, NR sidelink in the unlicensed operating band is designed to operate concurrently with NR uplink/downlink on the operating band combinations are listed in Table 5.2E.2F-1.
Table 5.2E.2F-1 SL-U Inter-band con-current operating bands
	NR SL inter-band con-current operating Band
	NR or Sidelink Operating Band
	Interface

	SL_n78-n46
	n78
	Uu

	
	n46
	PC5


<<end of 1st change>>
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