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[bookmark: _Hlk104279635][bookmark: _Toc21338223][bookmark: _Toc29808331][bookmark: _Toc37068250][bookmark: _Toc37083795][bookmark: _Toc37084137][bookmark: _Toc40209499][bookmark: _Toc40209841][bookmark: _Toc45892800][bookmark: _Toc53176657][bookmark: _Toc61120970][bookmark: _Toc67918142][bookmark: _Toc76298185][bookmark: _Toc76572197][bookmark: _Toc76652064][bookmark: _Toc76652902][bookmark: _Toc83742174][bookmark: _Toc91440664][bookmark: _Toc98849454]9.1.13	Concurrent measurement gaps with NCSG
9.1.13.1	Introduction
When UE supports [concurrent measurement gap with NCSG] capability, network can provide multiple measurement gaps with at least one of the measurement gaps is NCSG configured by RRC message(s) as specified in TS 38.331 [2]. 
Requirements in this section applies when the UE is in SA operation mode.
9.1.13.2	Requirements
If the UE requires measurement gaps and/or NCSG to identify and measure intra-frequency cells and/or inter-frequency cells and/or inter-RAT E-UTRAN cells, and the UE supports [concurrentNCSGPerUE-OnlyMeasGapwithNCSG-r18] but does not support independent measurement gap patterns for different frequency ranges as specified in [14], in order for the requirements in the following clauses to apply, the network can provide one per-UE measurement gap and one per-UE NCSG or at most two per-UE NCSGs for monitoring of all frequency layers.
If the UE requires measurement gaps and/or NCSG to identify and measure intra-frequency cells and/or inter-frequency cells and/or inter-RAT E-UTRAN cells, and the UE supports [concurrentNCSGPerUE-PerFRCombMeasGapwithNCSG-r18] as specified in [14], in order for the requirements defined for concurrent measurement gaps with NCSG to apply, the network can provide the measurement gap with NCSG pattern combinations specified in Table 9.1.13-1 for monitoring of all frequency layers.

Table 9.1.13-1: The number of Gap Combination Configurations by UE supporting both concurrent measurement gap with NCSG patterns, per-FR NCSG patterns and independent measurement gap patterns 
	Gap Combination
Configuration Id 
	The number of simultaneous configured measurement gap patterns

	
	Per-FR1 [measurement gap]
	Per-FR2 [measurement gap]
	Per-UE [measurement gap]

	0
	2
	1
	0

	1
	1
	2
	0

	2
	0
	0
	2

	3Note 1
	1
	0
	1

	4Note 1
	0
	1
	1

	5Note 1
	1
	1
	1

	6
	2
	0
	0

	7
	0
	2
	0

	Note 1:	Gap Combination Configuration Id #3, #4, #5 will be only applied when the per-UE measurement gap with NCSG is concurrent MG (and cannot be NCSG) is associated to measure PRS for any RSTD, PRS-RSRP, UE Rx-Tx time difference and PRS-RSRPP measurement defined in TS 38.215 [4], and when the per-FR measurement gap with NCSG in an FR is NCSG.
[Note 2:	In Gap Combination Configuration Id #0, #1, #6, #7, one per-FR measurement gap in an FR (and cannot be NCSG) can be associated to measure PRS for any RSTD, PRS-RSRP, UE Rx-Tx time difference and PRS-RSRPP measurement defined in TS 38.215 [4] provided that UE supports independentGapConfigPRS-r17.]
Note 3:	In Gap Combination Configuration Id #0, #1, #2, #6, #7, one FR can be configured with up to 2 NCSGs, regardless they are per-UE or per-FR configured. Otherwise, the gaps can only be configured as Type-1/2 MG.



For UE configured in the SA operation mode, when monitoring of multiple inter-RAT E-UTRAN carrier frequency layers and inter-frequency NR carrier frequency layers as configured by PCell using gaps, each monitored carrier frequency layer, including following measurement types:
-	a measurement object with SSB based measurement,
-	a measurement object with CSI-RS based measurement,
-	E-UTRA inter-RAT measurement object, 
can be associated to either one measurement gap pattern or one NCSG pattern, while the following measurement types:
-	E-UTRAN inter-RAT RSTD measurement,
-	NR PRS-based positioning measurements,
can be only associated to one measurement gap pattern. Requirements for [concurrent measurement gaps with NCSG] apply provided that each frequency layer is only associated with one concurrent measurement gap or onewith NCSG, and at least one of the gaps in [concurrent measurement gaps with NCSG] is NCSG. There can be one or more frequency layers associated with each concurrent measurement gap or eachwith NCSG. [Furthermore, if the UE is not capable of [concurrentMeasGapEUTRA-r17][2], all E-UTRAN measurement objects are expected to be associated with a single measurement gap or NCSG.]
When UE supports concurrent measurement gaps with NCSG patterns, where at least one of the concurrent gaps is NCSG, eachfor a measurement gap pattern supported by the UE is listed in Table 9.1.2-1 based on the applicability specified in table 9.1.2-3, while each NCSG pattern supported by the UE is listed in Table 9.1.9.3-1 based on the applicability specified in table 9.1.9.3-2.
The requirements in clause 9.1.2 are also applicable for the UE, capable of and configured with multiple [concurrent measurement gap with NCSG] patterns, within one measurement gap pattern. The requirements in clause 9.1.9 are also applicable for the UE, capable of and configured with multiple [concurrent measurement gap with NCSG] patterns, within each NCSG pattern.
9.1.13.3	Collision involving NCSGs
Collisions between occasions of two [gap occasions with NCSG] may occur as specified in this clause if the two occasions are 
-	two per-UE NCSG, or
-	two per-FR NCSG in the same FR, or
- 	one per-UE NCSG and one per-FR NCSG, or
-	one per-UE NCSG and one per-UE measurement gap, or
-	one per-UE measurement gap and one per-FR NCSG, or
-	one per-UE NCSG and one per-FR measurement gap, or
-	one per-FR measurement gap and one per-FR NCSG in the same FR
and if the gap collision condition specified in clause 9.1.8.3 is met then the gap colliison rule applies. 
When the first occasion is NCSG, the ending point is the end of VIL2 and/or when the second occasion is NCSG, the starting point is the start of VIL1.The requirements with [concurrent measurement gaps with NCSG] apply provided that two gaps (at least one of the gaps is NCSG) colliding with each other are configured with different priorities.

--- End of change 1 ---

