3GPP TSG-RAN WG4 Meeting #110	R4-2402011
Athens, Greece, February 26th – March 1st, 2024

Source:	Nokia, Nokia Shanghai Bell
Title:	On Multi-Rx RTD requirements
Agenda item:	8.3.2.6
Document for:	Discussion

[bookmark: _Toc116995841]Introduction
RAN4 finished the core part of the multi-Rx WI in the RAN4#110 meeting. One issue that was left for maintenance was how to capture the agreement that the multi-Rx requirements only apply for RTD<CP. In this contribution we discuss this issue.
How to capture RTD<CP capability
In the last RAN4 meeting it was discussed how to capture RTD requirements in multi Rx. In one of the options it is proposed that we simply have mentioning that the requirements apply when RTD < CP, whereas in a second option it is proposed that the applicability rules include that. 
In our view, MRTD has a clear mapping to the specification in 38.133 clause 7.6. 
[bookmark: _Toc149813083][bookmark: _Toc158386304]Capture MRTD requirements as a new clause in 38.133, 7.6
We have a companion paper with a text proposal capturing the proposal above. 
[bookmark: _Toc116995848]Conclusion
The following observations and proposals were made in this contribution:  
Proposal 1: Capture MRTD requirements as a new clause in 38.133, 7.6
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