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[bookmark: _Toc21127437][bookmark: _Toc29811643][bookmark: _Toc36817195][bookmark: _Toc37260111][bookmark: _Toc37267499][bookmark: _Toc44712101][bookmark: _Toc45893414][bookmark: _Toc53178141][bookmark: _Toc53178592][bookmark: _Toc61177831][bookmark: _Toc61178303][bookmark: _Toc67916370][bookmark: _Toc74669807][bookmark: _Toc76543455][bookmark: _Toc82624115][bookmark: _Toc90416854][bookmark: _Toc106771199][bookmark: _Toc115185274][bookmark: _Toc123046277][bookmark: _Toc124156542][bookmark: _Toc131686318][bookmark: _Toc138841396][bookmark: _Toc156565613]5.4.1.1	Channel spacing for adjacent NR carriers
The spacing between carriers will depend on the deployment scenario, the size of the frequency block available and the BS channel bandwidths. The nominal channel spacing between two adjacent NR carriers is defined as following:
-	For NR FR1 operating bands with 100 kHz channel raster,
▪	Nominal Channel spacing = (BWChannel(1) + BWChannel(2))/2
-	For NR FR1 operating bands with 15 kHz channel raster,
▪	Nominal Channel spacing = (BWChannel(1) + BWChannel(2))/2 + {-5 kHz, 0 kHz, 5 kHz} for ∆FRaster equals to 15 kHz
▪	Nominal Channel spacing = (BWChannel(1) + BWChannel(2))/2 + {-10 kHz, 0 kHz, 10 kHz} for ∆FRaster equals to 30 kHz
· For NR FR1 bands restricted to operation with shared-spectrum channel access:
▪	Nominal Channel spacing = (BWChannel(1) + BWChannel(2))/2 + {-40 kHz, -20 kHz, 0 kHz, 20 kHz, 40 kHz} 

-	For NR FR2 operating bands with 60 kHz channel raster,
▪	Nominal Channel spacing = (BWChannel(1) + BWChannel(2))/2 + {-20 kHz, 0 kHz, 20 kHz} for ∆FRaster equals to 60 kHz
▪	Nominal Channel spacing = (BWChannel(1) + BWChannel(2))/2 + {-40 kHz, 0 kHz, 40 kHz} for ∆FRaster equals to 120 kHz
where BWChannel(1) and BWChannel(2) are the BS channel bandwidths of the two respective NR carriers. The channel spacing can be adjusted depending on the channel raster to optimize performance in a particular deployment scenario.
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For intra-band contiguously aggregated carriers, the channel spacing between adjacent component carriers shall be multiple of least common multiple of channel raster and sub-carrier spacing.
The nominal channel spacing between two adjacent aggregated NR carriers is defined as follows:
For NR operating bands with 100 kHz channel raster:
	
For NR operating bands with 15 kHz channel raster:
	
with
	
For NR operating bands with 60kHz channel raster:
	
with
	
For NR FR1 bands restricted to operation with shared-spectrum channel access:

 + {0 kHz, 60 kHz, 120 kHz, 180kHz, 240kHz, 300kHz} 
with
n = µ0

where BWChannel(1) and BWChannel(2) are the BS channel bandwidths of the two respective NR component carriers according to Table 5.3.2-1 and 5.3.2-2 with values in MHz, the largest  value among the subcarrier spacing configurations supported in the operating band for both of the channel bandwidths according to Table 5.3.5-1 and Table 5.3.5-2 and GBChannel(i) the minimum guard band for channel bandwidth i according to Table 5.3.3-1 and Table 5.3.3-2 for the said  value, with  as defined in TS 38.211 [9]. In case there is no common μ value for both of the channel bandwidths, μ0=1 is selected for NR operating bands with 15 kHz channel raster and GBChannel(i) is the minimum guard band for channel bandwidth i according to Table 5.3.3-1 for μ=1 with μ as defined in TS 38.211[9].
The channel spacing for intra-band contiguous carrier aggregation can be adjusted to any multiple of least common multiple of channel raster and sub-carrier spacing less than the nominal channel spacing to optimize performance in a particular deployment scenario.
For intra-band non-contiguous carrier aggregation, the channel spacing between two NR component carriers in different sub-blocks shall be larger than the nominal channel spacing defined in this clause.
<< End of change >>

3GPP
image1.wmf
[MHz]

2

*

015

.

0

2

*

015

.

0

2

spacing

channel

Nominal

1

)

2

(

)

1

(

)

2

(

)

1

(

n

n

Channel

Channel

Channel

Channel

GB

GB

BW

BW

ú

ú

û

ú

ê

ê

ë

ê

-

-

+

=

+


oleObject1.bin

