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[bookmark: _Toc66728044][bookmark: _Toc45884469][bookmark: _Toc29809784][bookmark: _Toc58860233][bookmark: _Toc21099986][bookmark: _Toc75242758][bookmark: _Toc36645169][bookmark: _Toc74961848][bookmark: _Toc37272223][bookmark: _Toc58862737][bookmark: _Toc53182492][bookmark: _Toc82595207][bookmark: _Toc76545104][bookmark: _Toc61182730]For repeater type 2-O, the OTA transmitter spurious emission limits apply from 30 MHz to 2nd harmonic of the upper frequency edge of the downlink operating band, excluding the frequency range from ΔfOBUE below the lowest frequency of the downlink operating band, up to ΔfOBUE above the highest frequency of the downlink operating band, where the ΔfOBUE is defined in table 6.5.1-1.
[bookmark: _Toc22754][bookmark: _Toc31977][bookmark: _Toc27391][bookmark: _Toc121818417][bookmark: _Toc121818641][bookmark: _Toc124158396][bookmark: _Toc130558464][bookmark: _Toc137467189][bookmark: _Toc138884835][bookmark: _Toc138885059][bookmark: _Toc145511270][bookmark: _Toc155475747]6.5.4.2	Minimum requirement
The minimum requirement is defined in TS 38.106 [2], clause 7.5.4.2.2.
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This test measures conducted spurious emissions while the transmitter is in operation.
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Test environment: Normal; see annex B.2.
RF channels to be tested for single carrier:
-	B when testing the spurious emissions below FDL_low - ΔfOBUE,
-	T when testing the spurious emissions above FDL_high + ΔfOBUE; see clause 4.9.1.
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The following procedure for measuring TRP is based on the directional power measurements as described in annex. 
1)	Place the repeater at the positioner.
2)	Align the manufacturer declared coordinate system orientation (D.2) of the repeater with the test system.
3)	The measurement devices characteristics shall be:
-	detection mode: true RMS.
4a)	Set the input signal at the RIB according to the applicable test configuration and direction in clause 4.8 using the corresponding test models RDL-FR2-TM1.1 and RUL-FR2-TM1.1 in clause 4.9.2 at the input power intended to produce the maximum rated output power, Pin,p,EIRP + 10dB.
4b) Verify measurement impact from feeding test signal by generating a signal for repeater input with repeater to be turned off.  Verify measured result is enough below requirement limit.
5)	Orient the positioner (and repeater and test signal source) in order that the direction to be tested aligns with the test antenna such that measurements to determine TRP can be performed with the specified measurement bandwidth (see annex I) whilst maintaining the correct direction of arrival for the test signal.
7)	Repeat step 5-6 for all directions in the appropriated TRP measurement grid needed for TRPEstimate (see annex G).
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The requirements of either clause 6.5.4.5.2 (Category A limits) or clause 6.5.4.5.3 (Category B limits) shall apply. The application of either Category A or Category B limits shall be the same as for Operating band unwanted emissions in clause 6.5.3.
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The power of any spurious emission shall not exceed the limits in table 6.5.4.5.2-1
Table 6.5.4.5.2-1: Repeater radiated Tx spurious emission limits in FR2
	Frequency range
	Limit
	Measurement Bandwidth
	Note

	30 MHz – 1 GHz
	-13 dBm
	100 kHz
	Note 1

	1 GHz – 2nd harmonic of the upper frequency edge of the passbandoperating band
	
	1 MHz
	Note 1, Note 2

	NOTE 1:	Bandwidth as in ITU-R SM.329 [4], s4.1
NOTE 2:	Upper frequency as in ITU-R SM.329 [4], s2.5 table 1.
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The power of any spurious emission shall not exceed the limits in table 6.5.4.5.3-1.
Table 6.5.4.5.3-1: Repeater radiated Tx spurious emission limits in FR2 (Category B)
	Frequency range 
(Note 4)
	Limit
	Measurement Bandwidth
	Note

	30 MHz    1 GHz
	-36 dBm
	100 kHz
	Note 1

	1 GHz    18 GHz
	-30 dBm
	1 MHz
	Note 1

	18 GHz    Fstep,1
	-20 dBm
	10 MHz
	Note 2

	Fstep,1    Fstep,2
	-15 dBm
	10 MHz
	Note 2

	Fstep,2    Fstep,3  
	-10 dBm
	10 MHz
	Note 2

	Fstep,4    Fstep,5
	-10 dBm
	10 MHz
	Note 2

	Fstep,5    Fstep,6
	-15 dBm
	10 MHz
	Note 2

	Fstep,6    2nd harmonic of the upper frequency edge of the passbandoperating band
	-20 dBm
	10 MHz
	Note 2, Note 3

	NOTE 1:	Bandwidth as in ITU-R SM.329 [5], s4.1
NOTE 2:	Limit and bandwidth as in ERC Recommendation 74-01 [9], Annex 2.
NOTE 3:	Upper frequency as in ITU-R SM.329 [5], s2.5 table 1.
NOTE 4:	The step frequencies Fstep,X are defined in Table 6.5.4.5.3-2.



Table 6.5.4.5.3-2: Step frequencies for defining the Repeater radiated Tx spurious emission limits in FR2 (Category B)
	[bookmark: _MCCTEMPBM_CRPT72460382___4]Operating band
	Fstep,1
(GHz)
	Fstep,2
(GHz)
	Fstep,3
(GHz) (Note 2)
	Fstep,4
(GHz) (Note 2)
	Fstep,5
(GHz)
	Fstep,6
(GHz)

	n257
	18
	23.5
	25
	31
	32.5
	41.5

	[bookmark: _MCCTEMPBM_CRPT72460383___4]n258
	18
	21
	22.75
	29
	30.75
	40.5

	[bookmark: _MCCTEMPBM_CRPT72460384___4]n259
	23.5
	35.5
	38
	45
	47.5
	59.5

	n263
	18
	43
	53.5
	74.5
	85
	127

	NOTE 1:	Fstep,X are based on ERC Recommendation 74-01 [9], Annex 2.
NOTE 2:	Fstep,3 and Fstep,4 are aligned with the values for ΔfOBUE in table 6.5.1-1.
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