
[bookmark: _GoBack]3GPP TSG-RAN WG4 Meeting#110                             R4-2402523                       
Athens, Greece, Feb 26 – Mar 1, 2024
Agenda item:	x.x.x.x
Source: 	ZTE Corporation, Thales 
Title: 	Joint contribution for NTN VSAT RF requirements in Ka-band 
[bookmark: DocumentFor]Document for:	Information 
Introduction
This document is to capture the joint proposals for NTN VSAT RF requirement from interested companies. 
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Based on further discussions among the interest companies, it’s suggested to consider the following proposals to specify the VSAT RF requirements. 
Issue 1-1: To define three sets of minimum EIRP requirements and minimum output power:
· Set 1: type 1/2 with GSO and LEO and further discuss which is the worst case.
· Set 2: type 3 with LEO600km
· Set 3: type 4/5 with GSO
Note: the minimum EIRP requirement for set1 and set 3 might be the same.
FFS: 
· the supported elevation angle;
· The supported modulation orders;
·  BW
· Atmosphere loss
· Channel model

Issue 1-2: For the minimum output power:
· It should be calculated based on the closest distance with 90 degree elevation angle.
Issue 1-3: For minimum EIS requirement:
· Lower aperture size/low antenna gain compared with 60cm/39.7dBi simulation assumption could be considered for minimum EIS requirement. 

