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1 Introduction

This contribution proposes editorial changes and clarifications to the restructured version of 25.133 [1].

Note:

During the clarification process minor corrections have been introduced. Also, there have been cases where it has not been possible to resolve the intention with the original text. 

These cases have been marked with a blue text box denoted “CR Comment”. This text box shall not be included in the update of the specification.

2 Modifications

· New reference to RAN 1 specifications for the definition of the reference for UE Tx timing

· New reference to RAN 2 specifications for messages sent to the UE requiring a RRC answer to be sent to UTRAN

· Correction of numbering of tables

· Clarification of the definition of the requirements on Signalling Processing when several consecutive RRC messages are sent to the UE

· Clarification of the signal strengths used to test the UE Tx Timing

· Clarification of the sequence of events in the Test of the UE Tx Timing, added step j) in the sequence

· Clarification of terminology as endorsed by RAN4#13 meeting in Turin, Italy.
· Deleted section 7.2 and renumbered sections following.
· Minor editorial changes.
3 Open Items

· It has to be decided whether the tests for “Signalling Response Delay” and “Signalling Processing” could be combined.

4 References
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7
Timing and Signalling Characteristics

7.1 UE Transmit Timing

7.1.1 Introduction


The UE shall have capability to follow the frame timing change of the connected Node B. The uplink DPCCH/DPDCH frame transmission takes place approximately T0 chips after the reception of the first detected  path (in time) of the corresponding downlink DPCCH/DPDCH frame. T0 is defined in [2]. UE initial transmit timing accuracy, maximum amount of timing change in one adjustment, minimum and maximum adjustment rate are defined in the following requirements.

7.1.2 Requirements


The UE initial transmission timing error shall be less than or equal to (1.5 Chip. The reference point for the UE initial transmit timing control requirement shall be the time when the first significant path of the corresponding downlink DPCCH/DPDCH frame is received plus  T0 chips. T0 is defined in [2]. 
The UE shall be capable of changing the transmission timing according the received downlink DPCCH/DPDCH frame. The maximum amount of the timing change in one adjustment shall be ¼ Chip.
The minimum adjustment rate shall be 233ns per second. The maximum adjustment rate shall be ¼ chip per 200ms. In particular, within any given 200 ms period, the UE transmit timing shall not change in excess of +-1/4 chip from the timing at the beginning of this 200ms period.






7.2
Signalling Response Delay

7.2.1
Introduction

.
For all messages requiring a RRC response to be sent to UTRAN as defined in [16], the UE shall send that response with a maximum signalling response delay specified in this subclause. This delay consists of several delay parts. The first part is a general processing delay in order to create the response. The second part is dependent on some specific actions the UE shall perform according to that particular message.

7.2.2
Requirements

The signalling response delay is defined as the time from when the UE has received the last complete TTI containing RRC message from UTRAN, until the UE successfully has performed actions according to the RRC message and the UE starts to transmit the first TTI of the RRC response message over the Uu interface. The signalling response delay excludes a delay uncertainty resulted when inserting the RRC response message to the TTI of the uplink DCCH . The delay uncertainty is twice the TTI of the uplink DCCH.

This signalling response delay shall not exceed the sum of the limit for the general processing delay and all applicable limits for action delays related to the specific RRC message.

General processing delay shall not exceed 100 ms..

Delay parts related to actions are listed in table 7.1 below.

Table 7-1: Signalling response delay

Delay part caused by a specific action
Maximum delay for this action [ms]

Establishment of new dedicated channel
140

Establishment of all radio bearer(s) in one RRC message
50

Re-configuration of all radio bearer(s) in one RRC message
50

Release of all radio bearer(s) in one RRC message
10

NOTE:
For all actions not listed the requirement on delay is FFS.

7.3
Signalling Processing

7.3.1
Introduction

If several consecutive RRC messages are sent to the UE, the UE shall be able to process the messages in parallel with the receiving of the next messages. The UE shall also perform actions according to the RRC messages and if applicable send answers to the messages in parallel (for those messages where procedure interaction is allowed according to TS 25.331) with receiving new messages.

7.3.2
Requirements


CR Comment (not to be included in the specification):

It was assumed that the intention of the original requirement was that the general requirements for signalling response delay defined in the previous sub-clause should be met in 90% of the cases if several consecutive messages are sent to the UE at a rate of 10 messages per second.
The UE shall be able to respond to RRC messages sent to the UE at a rate of 10 messages per second according to the requirements specified in 7.2.2  in 90 % of the cases.

A.7
Timing and Signalling Characteristics

A.7.1
UE Transmit Timing

A.7.1.1
Test Purpose and Environment


The purpose of this test is to verify that the UE initial transmit timing accuracy, maximum amount of timing change in one adjustment, minimum and maximum adjustment rate are within the specified limits. This test will verify the requirements in section 7.1.2.
For this test two cells on the same frequency are used. Table A.7-1 defines the transmitted signal strengths, the relative timing and the propagation condition used for the two cells.

Table A.7-1: Test parameters for UE Transmit Timing requirement

Parameter
Unit
  level

DPCH_Ec/ Ior, Cell 1 and Cell 2
dB
-17

CPICH_Ec/ Ior, Cell 1 and Cell 2
dB
-10

PCCPH_Ec/ Ior, Cell 1 and Cell 2
dB
-12

SCH_Ec/ Ior, Cell 1 and Cell 2
dB
-12

PICH_Ec/ Ior, Cell 1 and Cell 2
dB
-15

OCNS_Ec/ Ior, Cell 1 and Cell 2
dB
-1.05

Îor, Cell 1
dBm/3.84 MHz
-96

Îor,  Cell 2
dBm/3.84 MHz
-99

Information data rate
kbps
12.2

Relative delay of path received from cell 2 with respect to cell 1
(s
+2

Propagation condition
AWGN















A.7.1.2
Test Requirements


For parameters specified in Table A.7-1, the UE initial transmit timing accuracy, the maximum amount of timing change in one adjustment, the minimum and the maximum adjustment rate shall be within the limits defined in section 7.1.2.



The relevant soft handover parameters shall be set such that the UE enters soft handover with cell 1 and 
cell 2 when both cells are sending a signal. The following sequence of events shall be used to verify that the requirements are met.
a)
After a connection is set up with cell 1, the test system shall verify that the UE transmit timing offset is within  T0 +/- 1.5 chips with respect to the first significant received path of the downlink DPCCH/DPDCH of cell 1. T0 is defined in [2].
b)
Test system introduces cell 2 into the test system at delay +2 (s from cell 1.

c)
Test system verifies that cell 2 is added to the active set.

d)
Test system shall verify that the UE transmit timing offset is still within T0 +/- 1.5 chips with respect to the first significant received path of the downlink DPCCH/DPDCH of cell 1.

e)
Test system stops sending cell 1 signals.

f)
Test system verifies that UE transmit timing adjustment starts with an adjustment step size and an adjustment rate according to the requirements in section 7.1.2 until the UE transmit timing offset is within T0 +/- 1.5 chips with respect to the first significant received path of the downlink DPCCH/DPDCH of cell 2.

g)
Test system shall verify that the UE transmit timing offset stays within T0 +/- 1.5 chips with respect to the first significant received path of the downlink DPCCH/DPDCH of cell 2.

h)
Test system starts sending cell 1 signal again with its original timing.

i)
Test system verifies that cell 1 is added to the active set.

j)
Test system stops sending cell 2 signals.
k) Test system verifies that UE transmit timing adjustment starts with an adjustment step size and an adjustment rate according to the requirements in section 7.1.2 until the UE transmit timing offset is within T0 +/- 1.5 chips with respect to the first significant received path of the downlink DPCCH/DPDCH of cell 1.

l) Test system shall verify that the UE transmit timing offset stays within T0 +/- 1.5 chips with respect to the first significant received path of the downlink DPCCH/DPDCH of cell 1.
A.7.2
Signalling Response Delay

A.7.2.1
Test Purpose and Environment


This test shall verify that the UE sends a RRC response to the UTRAN within the delay limits specified in section 7.2.2 for all received messages that require a RCC response to be sent to the UTRAN. 
For all the tests the TTI for the DCCH shall be set to 40 ms.

NOTE:
There should be one test of reconfiguring TFS and TFCS without changing the physical layer. A similar test could then also be made where a new dedicated physical channel activation is included.

A.7.2.2
Test Requirements
CR Comment (not to be included in the specification):

At this point a set of RRC messages triggering actions and RRC responses which should be used to test the Signalling Response Delay needs to be defined. Since this is not only an editorial exercise this was not included in the current proposal.

Editors note: This requirement should be rewritten, with exact times for the procedures that will be tested.
This signalling response delay shall not exceed the sum of general processing delay and all action delays related to the specific RRC message.

General processing delay shall not exceed 100 ms..

Delay parts related to actions are listed in table A.7.2 below.

Table A.7-2: Signalling response delay

Delay part caused by a specific action
Maximum delay for this action [ms]

Establishment of new dedicated channel
140

Establishment of all radio bearer(s) in one RRC message
50

Re-configuration of all radio bearer(s) in one RRC message
50

Release of all radio bearer(s) in one RRC message
10

NOTE:
For all actions not listed the requirement on delay is FFS.

A.7.3
Signalling Processing

A.7.3.1
Test Purpose and Environment


This test shall verify that the UE is capable of processing a sequence of received RRC messages within specified delay limits in a certain percentage of the cases.

For all the tests the TTI for the transport channel carrying DCCH shall be 40 ms.

Messages shall be sent to the UE at a rate of 10 messages per second.

The rest of the parameters are TBD.

A.7.3.2
Test Requirements



CR Comment (not to be included in the specification):

It was assumed that the intention of the original requirement was that the general requirements for signalling response delay defined in 7.3.2 should be met in a certain percentage (defined in 7.4.2) of the cases if several consecutive messages are sent to the UE at a rate of 10 messages per second.

As mentioned in the previous comment, a set of RRC messages triggering actions and RRC responses which should be used to test the Signalling Processing needs to be defined. 

Actually this test would include the test of Signalling Response Delay, which could then be omitted.

The UE shall be able to respond to all received RRC messages within the delay limits specified in section 7.2.2 in a certain percentage of all cases as defined in 7.3.2.



