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( CR number as allocated by MCC support team
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for approval
X
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(for SMG

list expected approval meeting # here (
for information


non-strategic
X
use only)
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Proposed change affects:
(U)SIM

ME
X
UTRAN / Radio

Core Network
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Source:
Agilent Technologies
Date: 
2000-09-07



Subject:
Definition of period for frequency error



Work item:




Category: 
F
Correction
X
Release: 
Phase 2



A
Corresponds to a correction in an earlier release


Release 96


(only one category 
B
Addition of feature


Release 97


shall be marked
C
Functional modification of feature


Release 98


with an X)
D
Editorial modification


Release 99
X





Release 00




Reason for 
change:

The observation period for frequency error is missing.





Clauses affected:
6.3



Other specs
Other 3G core specifications

(  List of CRs:


affected:
Other GSM core specifications

(  List of CRs:



MS test specifications

(  List of CRs:



BSS test specifications

(  List of CRs:



O&M specifications

(  List of CRs:




Other 
comments:


6.3
Frequency Error

The UE modulated carrier frequency shall be accurate to within ±0.1 PPM observed over a period of one timeslot compared to the carrier frequency received from the BS These signals will have an apparent error due to BS frequency error and Doppler shift. In the later case, signals from the BS must be averaged over sufficient time that errors due to noise or interference are allowed for within the above ±0.1PPM figure. The UE shall use the same frequency source for both RF frequency generation and the chip clock.
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Release 99
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Other 
comments:


6.3
UE frequency stability

The UE modulated carrier frequency shall be accurate to within ±0.1 PPM observed over a period of one timeslot compared to carrier frequency received from the BS. These signals will have an apparent error due to BS frequency error and Doppler shift. In the later case, signals from the BS must be averaged over sufficient time that errors due to noise or interference are allowed for within the above ±0.1PPM figure.  The UE shall use the same frequency source for both RF frequency generation and the chip clock.

3GPP TSG RAN WG4 Meeting #13
Document
R4-000728

Torino, Italy, 4 – 8 Sept 2000

e.g. for 3GPP use the format  TP-99xxx 

or for SMG, use the format  P-99-xxx







CHANGE REQUEST
Please see embedded help file at the bottom of this
page for instructions on how to fill in this form correctly.




25.105
CR

Current Version:
3.3.0








GSM (AA.BB) or 3G (AA.BBB) specification number (

( CR number as allocated by MCC support team



For submission to: 
TSG RAN #9
for approval
X

strategic

(for SMG

list expected approval meeting # here (
for information


non-strategic
X
use only)





Form: CR cover sheet, version 2 for 3GPP and SMG        The latest version of this form is available from: ftp://ftp.3gpp.org/Information/CR-Form-v2.doc



Proposed change affects:
(U)SIM

ME

UTRAN / Radio
X
Core Network


(at least one should be marked with an X)



Source:
Agilent Technologies
Date: 
2000-09-07



Subject:
Definition of period for frequency error



Work item:




Category: 
F
Correction
X
Release: 
Phase 2



A
Corresponds to a correction in an earlier release


Release 96


(only one category 
B
Addition of feature


Release 97


shall be marked
C
Functional modification of feature


Release 98


with an X)
D
Editorial modification


Release 99
X





Release 00




Reason for 
change:
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Other specs
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Other GSM core specifications

(  List of CRs:
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Other 
comments:


6.3
Frequency stability

Frequency stability is ability of the BS to transmit at the assigned carrier frequency. The BS shall use the same frequency source for both RF frequency generation and the chip clock. 

6.3.1
Minimum Requirement

The modulated carrier frequency of the BS shall be accurate to within ± 0.05 PPM observed over a period of one timeslot for RF frequency generation.



















