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Based on the simulation results presented in Tdoc R400TDD055, R4000605, R4000879, it is proposed to fill the table 8.5.2.1.2.2, 8.5.2.1.4.2.1, 8.5.3.1.2.2, 8.5.3.1.4.2.1, 8.5.3.2.2.2, 8.5.3.2.4.2.1, 8.5.3.3.2.2 and 8.5.3.3.4.2.1 as following,

Table 8.5.2.1.2.2: Performance requirements in AWGN channel.

Test Number
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Table 8.5.2.1.4.2.1: Parameters of DPCH0 and the wanted signal

Test Number
BLER objective
Number of DPCH0
Power of each DPCH0 measured at the BS antenna connector [dBm]
Parameters of the wanted signal 







DPCH
SF
Power measured at the BS antenna connector [dBm]

1
10-2
4
-97.4
DPCH1
8
-97.4

2
10-1
1
-98.9
DPCH1
2
-92.9


10-2
1
-98.4
DPCH1
2
-92.5

3
10-1
1
-98.3
DPCH1
2
-92.3


10-2
1
-98.1
DPCH1
2
-92.1

4
10-1
0
–


DPCH1
8
-97.5





DPCH2
2
-91.5


10-2
0
–


DPCH1
8
-97.4





DPCH2
2
-91.4

Table 8.5.3.1.2.2: Performance requirements in multipath Case 1 channel.

Test Number 
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Table 8.5.3.1.4.2.1: Parameters of DPCH0 and the wanted signal

Test Number
BLER objective
Number of DPCH0
Power of each DPCH0 measured at the BS antenna connector [dBm]
Parameters of the wanted signal 







DPCH
SF
Power measured at the BS antenna connector [dBm]

1
10-2
4
-87.6
DPCH1
8
-87.6

2
10-1
1
-92.7
DPCH1
2
-86.7


10-2
1
-88.6
DPCH1
2
-82.6

3
10-1
1
-92.3
DPCH1
2
-86.3


10-2
1
-87.9
DPCH1
2
-81.9

4
10-1
0
–


DPCH1
8
-92.0





DPCH2
2
-86.0


10-2
0
–


DPCH1
8
-88.0





DPCH2
2
-82.0

Table 8.5.3.2.2.2: Performance requirements in multipath Case 2 channel.

Test Number 
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Table 8.5.3.2.4.2.1: Parameters of DPCH0 and the wanted signal

Test Number
BLER objective
Number of DPCH0
Power of each DPCH0 measured at the BS antenna connector [dBm]
Parameters of the wanted signal 







DPCH
SF
Power measured at the BS antenna connector [dBm]

1
10-2
4
-91.3
DPCH1
8
-91.3

2
10-1
1
-94.4
DPCH1
2
-88.4


10-2
1
-92.1
DPCH1
2
-86.1

3
10-1
1
-93.8
DPCH1
2
-87.8


10-2
1
-91.7
DPCH1
2
-85.7

4
10-1
0
–


DPCH1
8
-93.4





DPCH2
2
-87.4


10-2
0
–


DPCH1
8
-92.0





DPCH2
2
-86.0

Table 8.5.3.3.2.2: Performance requirements in multipath Case 3 channel.

Test Number  
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Table 8.5.3.3.4.2.1: Parameters of DPCH0 and the wanted signal

Test Number
BLER objective
Number of DPCH0
Power of each DPCH0 measured at the BS antenna connector [dBm]
Parameters of the wanted signal 







DPCH
SF
Power measured at the BS antenna connector [dBm]

1
10-2
4
-92.4
DPCH1
8
-92.4

2
10-1
1
-94.8
DPCH1
2
-88.8


10-2
1
-93.4
DPCH1
2
-87.4


10-3
1
-92.1
DPCH1
2
-86.1

3
10-1
1
-94.3
DPCH1
2
-88.3


10-2
1
-93.2
DPCH1
2
-87.2


10-3
1
-92.1
DPCH1

-86.1

4
10-1
0
–


DPCH1
8
-93.8





DPCH2
2
-87.8


10-3
0
–


DPCH1
8
-92.9





DPCH2
2
-86.9


10-2
0
–


DPCH1
8
-92.1





DPCH2
2
-86.1

Editor note: To enable other receriver structures and to take into account receiver imperfections, the following implementation margin is added to the results.

Environment
Margin [dB]

AWGN
2.5 dB

Case 1
3.0 dB

Case 2
3.0 dB

Case 3
3.5 dB
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