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1. Introduction

This paper proposes CR to TS 25.101 on subclause 7.8 RX Intermodulation. 

2. Discussion

In the current specification of RX Intermodulation for FDD UE, it is specified that two interference signals are offset only upper side (+10MHz and +20MHz). It should be specified not only upper side but also lower side. It seems just an editorial mistake.

Therefore we proposed to correct it. The CR is attached.
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7.8
Intermodulation characteristics

Third and higher order mixing of the two interfering RF signals can produce an interfering signal in the band of the desired channel. Intermodulation response rejection is a measure of the capability of the receiver to receiver a wanted signal on its assigned channel frequency in the presence of two or more interfering signals which have a specific frequency relationship to the wanted signal. 

7.8.1
Minimum requirement

The BER shall not exceed 0.001 for the parameters specified in Table 7.9.

Table 7.9: Receive intermodulation characteristics

Parameter
Unit
Level

DPCH_Ec
dBm/3.84 MHz
-114

Îor
dBm/3.84 MHz
-103.7

Iouw1 (CW)
dBm
-46

Iouw2 (modulated)
dBm/3.84 MHz
-46

Fuw1 (offset)
MHz
10
-10

Fuw2 (offset)
MHz
20
-20

Note:
Iouw2 (modulated) consist of common channels and 16 dedicated data channel. The channelization codes for data channels are chosen optimally to reduce peak to average ratio (PAR). All dedicated channels user data is uncorrelated to each other.
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