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There remain a number of parameters in the UE Tx-Rx (FDD) specifications that are yet to be agreed upon. At this stage of development of the specifications, every effort must be made to agree upon reasonable values for such parameters.

This document lists the parameters that are yet to be determined for R’99 25.101 This is based on v3.5.0 and as such does not include changes endorsed by RAN4#15. 

It is hoped that this will help RAN4 in agreeing on values in order to assist to complete the work.

Section
Title
Text
Recommendation
Comment

8.2.1
Demodulation of Paging Channel (PCH)
All values TBD (4 off them) and MER (4 of them)



8.2.2
Demodulation of Forward Access Channel (FACH)
All values TBD (3 of them) and MeR (3 of the,)



8.6.1.1
Minimum requirement
[-16.8 dB]

Demodulation of DCH in open-loop transmit diversity mode



8.8.2.1
Power control in the downlink, initial convergence, minimum requireemnts
For the parameters specified in Table 8.31 the downlink DPCH_Ec/Ior power measured values, which are averaged over [50 ms], shall be within the range specified in Table 8.32 more than 90% of the time. T1 equals to [500 ms] and it starts [10 ms] after the DPDCH connection is initiated. T2 equals to [500 ms] and it starts when T1 has expired. Power control is ON during the test.

Also in the table the propagation condition [static]
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Similar during T2



8.8.3
Power control in downlink, wind up effects
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8.10
Blind transport format detection
Test number 
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