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8.1.2
Requirements

8.1.2.1
UE Measurement Capability

The UE shall be able to monitor up to

· 32 intra frequency TDD cells, and
· 32 inter frequency cells, including

· TDD mode cells distributed on up to 2 additional TDD carriers and
· Depending on UE capability, FDD mode cells, distributed on up to 3 FDD carriers.

Depending on UE capability, the UE shall also in addition be able to support and process at least 32 GSM cells distributed on up to 32 GSM carriers.

Performance requirements for different types of measurements and different number of cells are defined in the following sections.

The requirements in section 9 are applicable for a UE performing measurements according to this section.

8.1.2.2
TDD intra frequency measurements

During the CELL_DCH state the UE shall continuously measure detected intra frequency cells and search for new intra frequency cells in the monitoring set. In case the network requests the UE to report unlisted cells, the UE shall also search for intra frequency cells outside the monitored set.  Intra frequency measurements can be performed (simultaneously to data reception from the active cell) in all time slots not allocated to transmission nor the time used for inter frequency measurements. 

8.1.2.2.1
Identification of a new cell

The UE shall be able to identify  a new detectable cell belonging to the monitored set within
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8.1.2.2.2
UE P-CCPCH measurement capability

In the CELL_DCH state the measurement period for intra frequency measurements is 200 ms. When no inter frequency measurement  is scheduled, the UE shall be capable of performing P-CCPCH measurements for 6 detected intra-frequency cells and the UE physical layer shall be capable of reporting measurements to higher layers with the measurement period of 200 ms.  The measurement accuracy for all measured cells shall be as specified in the section 9.
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whereby function Floor(x) takes the integer part of x.

Xbasic measurement TDD
=
6

TMeasurement_Period, Intra 
=
200 ms. The measurement period for Intra frequency P-CCPCH measurements.

TIntra :
This is the minimum time that is available for intra frequency measurements, during the measurement period with an arbitrarily chosen timing. It is assumed for the requirement that the slot allocation allows measurement windows to be of minimum duration necessary to perform the measurements.

Tbasic_identify_TDD, intra 
= 
800 ms. This is the time period used in the intra frequency equation where the maximum allowed time for the UE to identify a new TDD cell is defined. (side conditions are defined in subclause 8.1.2.6).
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