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1. Introduction

This document proposes to add some missing abbreviations in TS25.105 Rel4. The proposed changes are important to ensure that the specification is interpreted correctly. 

As agreed in RAN#11 (RP-010197, section 2), only the abbreviations which are either missing or unclear in 

TR 21.905 are proposed to be added to the section 3.3.  

2. Proposed Changes
A summary of the modifications is detailed in the following table.

Clause
Title
Description of change

3.3
Abbreviations
1-Add REFSENS (Reference sensitivity).

2-Add Fuw definition

3-Add PRAT (Rated output power).

Notes: 
For 2, a  definition is presented in TR21.905 but a more precise definition should be given for the scope of 25.105.
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3.3
Abbreviations

For the purposes of the present document, the following abbreviations apply:

ACIR
Adjacent Channel Interference Ratio

ACLR
Adjacent Channel Leakage power Ratio

ACS
Adjacent Channel Selectivity

BER
Bit Error Rate

BS
Base Station

CW
Continuous wave (unmodulated signal)

DCCH
Dedicated Control Channel

DCH
Dedicated Channel

DPCHo
A mechanism used to simulate an individual intracell interferer in the cell with one code and a spreading factor of 16 
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The ratio of the average transmit energy per PN chip for the DPCHo to the total transmit power spectral density of all users in the cell in one timeslot as measured at the BS antenna connector

EIRP
Effective Isotropic Radiated Power 

FDD
Frequency Division Duplexing

FER
Frame Error Rate

Fuw
Frequency of unwanted signal. This is specified  with respect to the center of the considered  channel (frequency offset).

Ioc
The power spectral density of a band limited white noise source (simulating interference form other cells) as measured at the BS antenna connector.

Îor
The received power spectral density of all users in the cell in one timeslot as measured at the BS antenna connector

PPM
Parts Per Million

PRAT
Rated output power

REFSENS
Reference Sensitivity Level

RSSI
Received Signal Strength Indicator 

SIR
Signal to Interference ratio

TDD
Time Division Duplexing

TPC
Transmit Power Control

UE
User Equipment

UL
Up link (reverse link)

UTRA
UMTS Terrestrial Radio Access 
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