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6.5.3.4.4
Co-existence with GSM 900

6.5.3.4.4.1
Operation in the same geographic area

This requirement may be applied for the protection of GSM 900 MS  and GSM 900 BTS receivers in geographic areas in which both GSM 900 and UTRA are deployed.

This requirement assumes the scenario described in [2]. For different scenarios, the manufacturer may declare a different requirement.

6.5.3.4.4.1.1
Minimum Requirement

The power of any spurious emission shall not exceed.

Table 6.19: BS Spurious emissions limits for BS in geographic coverage area of GSM 900

Band
Maximum Level
Measurement Bandwidth
Note

876MHz to 915 MHz
-62 dBm
100 kHz


921 MHz to 960 MHz
-57 dBm
100 kHz


6.5.3.4.5
Co-existence with DCS 1800

6.5.3.4.5.1
Operation in the same geographic area

This requirement may be applied for the protection of DCS 1800 MS and GSM 900 BTS receivers in geographic areas in which both DCS 1800 and UTRA are deployed.

This requirement assumes the scenario described in [2]. For different scenarios, the manufacturer may declare a different requirement.

6.5.3.4.5.1.1
Minimum Requirement

The power of any spurious emission shall not exceed:

Table 6.21: BS Spurious emissions limits for BS in geographic coverage area of DCS 1800

Band
Maximum Level
Measurement Bandwidth
Note

1710 MHz to 1785 MHz
-62 dBm
100 kHz


1 805 MHz to 1 880 MHz
-47 dBm
100 kHz


7.7
Spurious Emissions

7.7.1
Definition and applicability
The spurious emission power is the power of the emissions generated or amplified in a receiver that appears at the BS antenna connector. The requirements apply to all BS with separate RX and TX antenna port. The test shall be performed when both TX and RX are on with the TX port terminated.

For all BS with common RX and TX antenna port the transmitter spurious emission as specified in subclause 6.6.3 is valid.

7.7.2
Minimum Requirements
The power of any spurious emission shall not exceed:
Table 7.6: Spurious emission minimum requirement

Band
Maximum level
Measurement Bandwidth
Note

1900 – 1980 MHz and
2010 – 2025 MHz
-78 dBm
3.84 MHz


9 kHz – 1 GHz
-57 dBm
100 kHz 


1 GHz – 12.75 GHz
-47 dBm
1 MHz
With the exception of frequencies between 12.5 MHz below the first carrier frequency and 12.5 MHz above the last carrier frequency used by the BS.

In addition to the requirements in table 7.6 the co-existence requirements specified in subclause 6.5.3.4.5.1. and 6.5.3.4.4.1. may also apply.
The normative reference for this requirement is in TS 25.104[1] subclause 7.7

7.7.5
Test requirements

The all measured spurious emissions, derived in step (2), shall be within requirement limits as specified in Table 7.7A.
Table 7.7A: Spurious emission minimum requirement

Band
Maximum level
Measurement Bandwidth
Note

1900 – 1980 MHz and
2010 – 2025 MHz
-78 dBm
3.84 MHz


9 kHz – 1 GHz
-57 dBm
100 kHz 


1 GHz – 12.75 GHz
-47 dBm
1 MHz
With the exception of frequencies between 12.5 MHz below the first carrier frequency and 12.5 MHz above the last carrier frequency used by the BS.

NOTE: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in subclause 4.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex F.
In addition to the requirements in table 7.7A the co-existence requirements specified in subclause 6.5.3.4.5.1. and 6.5.3.4.4.1. may also apply.
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