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Introduction

This contribution is a revision of Tdoc R4-010659 and proposes corrections to several errors in the current version of the TS25.141 specification.
It also includes the corrections in Tdoc R4-010577 (CR25.141) and Tdoc R4-010591.

The release 4 CR corresponding to the attached CR will replaced the CR on 25.141 in Tdoc R4-010673 and the CR in Tdoc R4-010686.
	Section
	Issue
	Proposed correction

	4.1.2
	No system uncertainties for 0.5dB power control step
	0.1dB, for 1 step and 10 steps

	4.6.2
	Incorrect reference to subclause on the protection of BS receiver
	References are updated

	4.7
	Incorrect references in regional requirement table
	References are updated

	6.1.1.2
	“CPICH power accuracy” is not listed as a test using test model 2
	New bullet: “CPICH power accuracy”

	
	
	

	6.2.2.4.2
	Discrepancy between procedure and test environment
	Delete step 2 of the procedure



	6.5.2.1.4.1
	Incorrect reference to Annex A
	Replace ‘Annex A’ by ‘Annex B’

	6.5.3
	Structure of the Spurious emissions is not aligned with other sections
	· Keep ‘Definition an applicability’ section

· Move ‘Test purpose’ section after ‘Minimum requirement’ section

· Rename ‘Test case’ in ‘Method of test’

· Add ‘Test requirements’

	6.6.4.2
	Ambiguity on the test model to be used for the signal
	Remove reference to test model 2

+ Text harmonization

	7.1
	Annex A does not contain rules for statistical testing
	Replace reference to Annex A by a reference to ITU-T Recommendation O.153 [5].

	7.5
	
	Merge corrections from

R4-010577

R4-010659

	
	
	

	
	
	

	8.3.4.4
	No test environment defined 
	Add test environment (similar corrections as in Tdoc R4-010591)


