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1
Background

In a companion input to the present meeting, a CR to TS 25.105 "UTRA (BS) TDD; Radio transmission and reception" Release 99 is proposed entitled "Inclusion of environmental requirements"; see Tdoc R4-010504. 

On the assumption that RAN WG4 will agree to this CR, the present contribution proposes a corresponding CR to Release 4 of TS 25.105.

2
Proposal

It is proposed that the attached CR to TS 25.105 Release 4 on inclusion of environmental requirements is adopted and incorporated into TS 25.105. 
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F  (correction)
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Reason for change:
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The current version of TS. 25.105 Rel. 4 does not state under what environmental conditions the specified requirements apply.




Summary of change:
(

Insertion of a new subclause 4.4 referencing the relevant IEC specifications for environmental conditions. 

The IEC specifications are added to clause 2 "References".  




Consequences if 
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not approved:
The environmental conditions under which the specified requirements apply would remain unclear and could be interpreted differently.
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How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at: http://www.3gpp.org/3G_Specs/CRs.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.
1
Scope

This document establishes the minimum RF characteristics of both options of the TDD mode of UTRA. The two options are the 3.84Mcps and 1.28Mcps options respectively. The requirements are listed in different subsections only if the parameters deviate. 
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.


References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.


For a specific reference, subsequent revisions do not apply.


For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.


A non-specific reference to an ETS shall also be taken to refer to later versions published as an EN with the same number.

[1]
ITU-R Recommendation SM.329-8 "Spurious emissions".

[2]
ETSI ETR 273-1-2: "Electromagnetic compatibility and Radio spectrum Matters (ERM); Improvement of radiated methods of measurement (using test sites) and evaluation of the corresponding measurement uncertainties; Part 1: Uncertainties in the measurement of mobile radio equipment characteristics; Sub-part 2: Examples and annexes".
[3]
IEC 60721-3-3 (1994): "Classification of environmental conditions - Part 3: Classification of groups of environmental parameters and their severities - Section 3: Stationary use at weather protected locations".
[4]
IEC 60721-3-4 (1995): "Classification of environmental conditions - Part 3: Classification of groups of environmental parameters and their severities - Section 4: Stationary use at non-weather protected locations".

[5]
3GPP TS 25.142: "Base station conformance testing (TDD)".
4.4
Environmental requirements for the BS equipment

The BS equipment shall fulfil all the requirements in the full range of environmental conditions for the relevant environmental class from the relevant IEC specifications listed below:

IEC 60 721-3-3 
“Stationary use at weather protected locations” [3]

IEC 60 721-3-4
“Stationary use at non weather protected locations” [4]

Normally it should be sufficient for all tests to be conducted using normal test conditions except where otherwise stated. For guidance on the use of test conditions to be used in order to show compliance refer to TS 25.142 [5].
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