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7.5
Blocking characteristics

The blocking characteristics is a measure of the receiver ability to receive a wanted signal at its assigned channel frequency in the presence of an unwanted interferer on frequencies other than those of the adjacent channels. The blocking performance requirement applies as specified in the tables 7.4 to 7.5B below, using a 1 MHz step size.

7.5.1
Minimum requirement

The static reference performance as specified in clause 7.2.1 shall be met with a wanted and an interfering signal coupled to BS antenna input using the following parameters.

Table 7.4 : Blocking performance requirement for operation in frequency bands in sub-clause 5.2(a)

Center Frequency of Interfering Signal
Interfering Signal Level
Wanted Signal Level
Minimum Offset of Interfering Signal
Type of Interfering Signal

1920 ‑ 1980 MHz
-40 dBm
-115 dBm 
10 MHz
WCDMA signal with one code

1900 ‑ 1920 MHz

1980 ‑ 2000 MHz
-40 dBm
-115 dBm 
10 MHz
WCDMA signal with one code

1 MHz -1900 MHz,

and

2000 MHz ‑ 12750 MHz
-15 dBm
-115 dBm 
(
CW carrier

Table 7.5: Blocking performance requirement for operation in frequency bands in sub-clause 5.2(b)

Center Frequency of Interfering Signal
Interfering Signal Level
Wanted Signal Level
Minimum Offset of Interfering Signal
Type of Interfering Signal

1850 ‑ 1910 MHz
- 40 dBm
-115 dBm 
10 MHz
WCDMA signal with one code

1830 ‑ 1850 MHz

1910 ‑ 1930 MHz
-40 dBm
-115 dBm 
10 MHz
WCDMA signal with one code

1 MHz ‑ 1830 MHz

1930 MHz ‑ 12750 MHz
-15 dBm
-115 dBm 
 (
CW carrier

7.5.2
Minimum Requirement – Co-location with GSM900 and/or DCS 1800

This additional blocking requirement may be applied for the protection of FDD BS receivers when GSM900 and/or DCS1800 BTS are co-located with UTRA BS.

The static reference performance as specified in clause 7.2.1 shall be met with a wanted and an interfering signal coupled to BS antenna input using the following parameters.

Table 7.5A: Blocking performance requirement for operation in frequency bands in sub-clause 5.2(a) when co-located with GSM900

Center Frequency of Interfering Signal
Interfering Signal Level
Wanted Signal Level
Minimum Offset of Interfering Signal
Type of Interfering Signal
























921 -960  MHz


+16 dBm
-115 dBm 
(
CW carrier

Table 7.5B: Blocking performance requirement for operation in frequency bands in sub-clause 5.2(a) when co-located with DCS1800

Center Frequency of Interfering Signal
Interfering Signal Level
Wanted Signal Level
Minimum Offset of Interfering Signal
Type of Interfering Signal
























1805 – 1880  MHz


+16 dBm
-115 dBm 
(
CW carrier
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