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1
Background

At the meeting #17 of RAN WG4 held in Gothenburg, 21 – 25 May 2001, two CRs to TS 25.141 " Base station conformance testing (FDD)" were agreed proposing a clarification of the AWGN interferer definition with respect to the required flatness across the minimum bandwidth and the peak to average ratio; see tdocs R4-010762 for Release 1999 and R4-010763 for Release 4. Both CRs were presented to the RAN meeting #12 held in Stockholm, 12 – 15 June 2001, and approved.

Tdocs R4-010828 and R4-010829 submitted to the present meeting propose corresponding CRs to TS 25.142 “Base station conformance testing (TDD)”, which aim at the alignment of the AWGN interferer definition with the CRs to 25.141 mentioned above. Note that the relevant subclause was inserted into clause 5 “General test conditions and declaration” because it seems to be equally applicable to clause 6 “Transmitter characteristics”, clause 7 “Receiver characteristics” and clause 8 “Performance requirements2. (In TS 25.141, the relevant subclause was inserted into clause 6 as 6.1.2.)    

2
Proposal

It is proposed that the CRs to TS 25.142 on clarification of AWGN interferer definition given in tdocs R4-010828 for Release 99 and R4-010829 for Release 4 are adopted and incorporated into the respective releases of TS 25.142.
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