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A.4
Idle Mode

A.4.1
Cell selection

(void)

A.4.2
Cell Re-Selection

Two scenarios are considered:

-
Scenario 1: Single carrier case

-
Scenario 2: Multi carrier case

For each of them a test is proposed.

NOTE:
Existing scenarios cover only requirements in section 4.2.2.2. More scenarios, covering requirements in section 4.2.2.1, will be added later.

A.4.2.1
Scenario 1: Single carrier case

A.4.2.1.1
Test Purpose and Environment

This test is to verify the requirement for the cell re-selection delay in the single carrier case reported in section 4.2.2.

This scenario implies the presence of 1 carrier and 6 cells as given in tables A.4.1 and A.4.2. The UE is requested to monitor neighbouring cells on 1 carrier. The maximum repetition period of the relevant system info blocks that needs to be received by the UE to camp on a cell shall be 1280 ms. Cell 1 and cell 2 shall belong to different Location Areas.

Table A.4.1: General test parameters for Cell Re-selection single carrier multi-cell case

Parameter
Unit
Value
Comment

Initial condition
Active cell 

Cell2



Neighbour cells

Cell1, Cell3,Cell4, Cell5, Cell6 


Final condition
Active cell 

Cell1


Access Service Class (ASC#0)
‑ Persistence value

-
 
1
Selected so that no additional delay is caused by the random access procedure. The value shall be used for all cells in the test.

DRX cycle length
s
1.28
The value shall be used for all cells in the test.

T1
s
15
T1 need to be defined so that cell re-selection reaction time is taken into account.

T2
s
15
T2 need to be defined so that cell re-selection reaction time is taken into account.

Table A.4.2: Cell re-selection single carrier multi-cell case
Parameter
Unit
Cell 1
Cell 2
Cell 3
Cell 4
Cell 5
Cell 6



T1
T2
T1
T2
T1
T2
T1
T2
T1
T2
T1
T2

UTRA RF Channel Number

Channel 1
Channel 1
Channel 1
Channel 1
Channel 1
Channel 1

CPICH_Ec/Ior
dB
 -10 
 -10 
 -10 
 -10 
 -10 
 -10 

PCCPCH_Ec/Ior
dB
 -12 
 -12 
 -12 
 -12 
 -12 
 -12 

SCH_Ec/Ior
dB
 -12 
 -12 
 -12 
 -12 
 -12 
 -12 

PICH_Ec/Ior
dB
 -15 
 -15 
 -15 
 -15 
 -15 
 -15 

OCNS_Ec/Ior
dB
-0.941
-0.941
-0.941
-0.941
-0.941
-0.941
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or

I

I

ˆ


dB
7.3 
10.27
10.27
7.3 
0.27
0.27
0.27
0.27
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I


dBm / 3.84 MHz
‑70

CPICH_Ec/Io
dB
 -16 
  -13 
 -13 
 -16 
 -23 
 -23 
-23
-23

Propagation Condition 

 AWGN 

Cell_selection_and_
reselection_quality_measure

CPICH Ec/N0
CPICH Ec/N0
CPICH Ec/N0
CPICH Ec/N0
CPICH Ec/N0
CPICH Ec/N0

Qqualmin
dB
-20
-20
-20
-20
-20
-20

Qrxlevmin
dBm
-115
-115
-115
-115
-115
-115

UE_TXPWR_MAX_
RACH
dB
21
21
21
21
21
21

Qoffset2s, n
dB
C1, C2: 0
C1, C3: 0
C1, C4: 0
C1, C5: 0
C1, C6: 0
C2, C1: 0
C2, C3: 0
C2, C4: 0
C2, C5: 0
C2, C6: 0
C3, C1: 0
C3, C2: 0
C3, C4: 0
C3, C5: 0
C3, C6: 0
C4, C1: 0
C4, C2: 0
C4, C3: 0
C4, C5: 0
C4, C6: 0
C5, C1: 0
C5, C2: 0
C5, C3: 0
C5, C4: 0
C5, C6: 0
C6, C1: 0
C6, C2: 0
C6, C3: 0
C6, C4: 0
C6, C5: 0

Qhyst2
dB
0
0
0
0
0
0

PENALTY_TIME
s
0
0
0
0
0
0

TEMPORARY_OFFSET2
dB
0
0
0
0
0
0

Treselection
s
0
0
0
0
0
0

Sintrasearch
dB
not sent
not sent
not sent
not sent
not sent
not sent

A.4.2.1.2
Test Requirements

The cell re-selection delay is defined as the time from the beginning of time period T2, to the moment when the UE camps on Cell 1, and starts to send preambles on the PRACH for sending the RRC CONNECTION REQUEST message to perform a Location Registration on cell 1.

The cell re-selection delay shall be less than 8 s.
The rate of correct cell reselections observed during repeated tests shall be at least 90%.
NOTE:
The cell re-selection delay can be expressed as: TevaluateFDD + TSI,

where:

TevaluateFDD
See Table 4.1 in section 4.2.2.

TSI
Maximum repetition period of relevant system info blocks that needs to be received by the UE to camp on a cell. 1280 ms is assumed in this test case.

This gives a total of 7.68 s, allow 8s in the test case.

A.4.2.2
Scenario 2: Multi carrier case

A.4.2.2.1
Test Purpose and Environment

This test is to verify the requirement for the cell re-selection delay in the multi carrier case reported in section 4.2.2.

This scenario implies the presence of 2 carriers and 6 cells as given in tables A.4.3 and A.4.4. The UE is requested to monitor neighbouring cells on 2 carriers. The maximum repetition period of the relevant system info blocks that needs to be received by the UE to camp on a cell shall be 1280 ms. Cell 1 and cell 2 shall belong to different Location Areas.

Table A.4.3: General test parameters for Cell Re-selection in Multi carrier case

Parameter
Unit
Value
Comment

Initial condition
Active cell 

Cell2



Neighbour cells

Cell1, Cell3,Cell4, Cell5, Cell6 


Final condition
Active cell 

Cell1


Access Service Class (ASC#0)
‑ Persistence value

-
 
1
Selected so that no additional delay is caused by the random access procedure. The value shall be used for all cells in the test.

DRX cycle length
s
1.28
The value shall be used for all cells in the test.

T1
s
30
T1 need to be defined so that cell re-selection reaction time is taken into account.

T2
s
15
T2 need to be defined so that cell re-selection reaction time is taken into account.

Table A.4.4: Cell re-selection multi carrier multi cell case
Parameter
Unit
Cell 1
Cell 2
Cell 3
Cell 4
Cell 5
Cell 6



T1
T2
T1
T2
T1
T2
T1
T2
T1
T2
T1
T2

UTRA RF Channel Number

Channel 1
Channel 2
Channel 1
Channel 1
Channel 2
Channel 2

CPICH_Ec/Ior
dB
 -10 
 -10 
 -10 
 -10 
 -10 
 -10 

PCCPCH_Ec/Ior
dB
 -12 
 -12 
 -12 
 -12 
 -12 
 -12 

SCH_Ec/Ior
dB
 -12 
 -12 
 -12 
 -12 
 -12 
 -12 

PICH_Ec/Ior
dB
 -15 
 -15 
 -15 
 -15 
 -15 
 -15 

OCNS_Ec/Ior
dB
-0.941
-0.941
-0.941
-0.941
-0.941
-0.941
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or

I

I

ˆ


dB
-3.4
2.2
2.2
-3.4
-7.4 
-4.8
-7.4 
-4.8
-4.8 
-7.4
-4.8
-7.4
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I


dBm / 3.84 MHz
 -70 

CPICH_Ec/Io
dB
 -16 
  -13 
 -13 
 -16 
 -20 
 -20
 -20
 -20

Propagation Condition 

AWGN

Cell_selection_and_
reselection_quality_measure

CPICH Ec/N0
CPICH Ec/N0
CPICH Ec/N0
CPICH Ec/N0
CPICH Ec/N0
CPICH Ec/N0

Qqualmin
dB
-20
-20
-20
-20
-20
-20

Qrxlevmin
dBm
-115
-115
-115
-115
-115
-115

UE_TXPWR_MAX_
RACH
dB
21
21
21
21
21
21

Qoffset2s, n
dB
C1, C2: 0
C1, C3: 0
C1, C4: 0
C1, C5: 0
C1, C6: 0
C2, C1: 0
C2, C3: 0
C2, C4: 0
C2, C5: 0
C2, C6: 0
C3, C1: 0
C3, C2: 0
C3, C4: 0
C3, C5: 0
C3, C6: 0
C4, C1: 0
C4, C2: 0
C4, C3: 0
C4, C5: 0
C4, C6: 0
C5, C1: 0
C5, C2: 0
C5, C3: 0
C5, C4: 0
C5, C6: 0
C6, C1: 0
C6, C2: 0
C6, C3: 0
C6, C4: 0
C6, C5: 0

Qhyst2
dB
0
0
0
0
0
0

PENALTY_TIME
s
0
0
0
0
0
0

TEMPORARY_OFFSET
dB
0
0
0
0
0
0

Treselection
s
0
0
0
0
0
0

Sintrasearch
dB
not sent
not sent
not sent
not sent
not sent
not sent

Sintersearch
dB
not sent
not sent
not sent
not sent
not sent
not sent

A.4.2.2.2
Test Requirements

The cell re-selection delay is defined as the time from the beginning of time period T2, to the moment when the UE camps on Cell 1, and starts to send preambles on the PRACH for sending the RRC CONNECTION REQUEST message to perform a Location Registration on cell 1.

The cell re-selection delay shall be less than 8 s.
The rate of correct cell reselections observed during repeated tests shall be at least 90%.
NOTE:
The cell re-selection delay can be expressed as: TevaluateFDD + TSI,

where:

TevaluateFDD
See Table 4.1 in section 4.2.2.

TSI
Maximum repetition period of relevant system info blocks that needs to be received by the UE to camp on a cell. 1280 ms is assumed in this test case.

This gives a total of 7.68 s, allow 8s in the test case.

A.4.3
UTRAN to GSM Cell Re-Selection

A.4.3.1
Scenario 1

A.4.3.1.1
Test Purpose and Environment

This test is to verify the requirement for the UTRAN to GSM cell re-selection delay reported in section 4.3.2.1.

This scenario implies the presence of 1 UTRAN serving cell, and 1 GSM cell to be re-selected Test parameters are given in Table, A.4.5, A.4.6, A.4.7.

Table A.4.5: General test parameters for UTRAN to GSM Cell Re-selection 

Parameter
Unit
Value
Comment

Initial condition
Active cell 

Cell1



Neighbour cell

Cell2


Final condition
Active cell 

Cell2


T1
s

T1 need to be defined so that cell re-selection reaction time is taken into account.

T2
s

T2 need to be defined so that cell re-selection reaction time is taken into account.

Table A.4.6: Cell re-selection UTRAN to GSM cell case (cell 1)
Parameter
Unit
Cell 1 (UTRA)



T1
T2

UTRA RF Channel Number

Channel 1

CPICH_Ec/Ior
dB
 -10 

PCCPCH_Ec/Ior
dB
 -12 

SCH_Ec/Ior
dB
 -12 

PICH_Ec/Ior
dB
 -15 

OCNS_Ec/Ior
dB
-0.941
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or

I

I

ˆ


dB
10.3 
7.3


[image: image6.wmf]oc

I


dBm/3.84 MHz
‑70

CPICH_Ec/Io
dB
 -13 
  -16 

CPICH_RSCP
dBm
 [L1] 
 [L2] 

Propagation Condition 

 AWGN 

Cell_selection_and_
reselection_quality_measure

CPICH Ec/N0

Qqualmin
dB
[ ]

Qrxlevmin
dBm
[ ]

UE_TXPWR_MAX_RACH
dBm
[ ]

Qoffset1s, n
dB
C1, C2: [ ]

Qhyst1
dB
[ ]

PENALTY_TIME
s
C2: [ ]

TEMP_OFFSET1
dB
C2: [ ]

Treselection
s
[ ]

SsearchRAT
dB
[ ]

Table A.4.7: Cell re-selection UTRAN to GSM cell case (cell 2)
Parameter
Unit
Cell 2 (GSM)



T1
T2

Absolute RF Channel Number

ARFCN 1

RXLEV
dBm
-70
-60

RXLEV_ACCESS_MIN
dBm
[ ]

MS_TXPWR_MAX_CCH
dBm
[ ]

A.4.3.1.2
Test Requirements

The requirements reported in section 4.3.2.1 shall be verified in more than [90%] of the cases.

A.4.4
FDD/TDD cell re-selection 

A.4.4.1
Test Purpose and Environment

This test is to verify the requirement for the FDD/TDD cell re-selection delay  reported in section 4.2.2.

This scenario implies the presence of 1 FDD and 1 TDD cell as given in Table A.4.8 and A.4.9. 

The ranking of the cells shall be made according to the cell reselection criteria specified in TS25.304. 

For this test environment the ranking/mapping function indicated in the broadcast of cell 1 shall be in such a way as to enable the UE to evaluate that the FDD cell 1 is better ranked as the TDD cell 2 during T1 and the TDD cell 2 is better ranked than the FDD cell 1, indicating a cell re-selection according to section 4.2.2.4 during T2. 

Cell 1 and cell 2 shall belong to different Location Areas.

Table A.4.8: General test parameters for the FDD/TDD cell  re-selection

Parameter
Unit
Value
Comment

Initial condition
Active cell 

Cell1
FDD cell


Neighbour cells

Cell2
TDD cell

Final condition
Active cell 

Cell2


Access Service Class (ASC#0)
‑ Persistence value



1
Selected so that no additional delay is caused by the random access procedure. The value shall be used for all cells in the test.

DRX cycle length
S
1.28
The value shall be used for all cells in the test.

T1
S
15
Cell 1 better ranked than cell 2

T2
S
15
Cell2 better ranked than cell 1

Table A.4.9: FDD/TDD cell re-selection
Parameter
Unit
Cell 1
Cell 2

Timeslot Number

n.a
n.a.
0
8












T 1
T 2
T1
T2
T 1
T 2

UTRA RF Channel Number

Channel 1
Channel 2

CPICH_Ec/Ior
dB
-10
-10
n.a.
n.a.

PCCPCH_Ec/Ior
dB
-12
-12
-3
-3



SCH_Ec/Ior
dB
-12
-12
-9
-9
-9
-9

SCH_toffset

n.a.
n.a.
0
0
0
0

PICH_Ec/Ior

-15
-15


-3
-3

OCNS
dB
-0,941
-0,941
-4,28
-4,28
-4,28
-4,28
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or

I

I

ˆ


dB
3
-2
-2
3
-2
3
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I


dBm/3.84 MHz
 -70 

CPICH_RSCP
dBm
-77
-82
n.a.
n.a.

PCCPCH_RSCP
dBm
n.a.
n.a.
-75
-70



Cell_reselection_and quality _measure

CPICH_RSCP


Treselection
s
0

0

Propagation Condition 

AWGN

AWGN

NOTE:
The purpose of this test case is to evaluate the delay of the FDD/TDD re-selection process, it is not intended to give reasonable values for a FDD/TDD cell re-selection. 

A.4.4.2
Test Requirements

The cell re-selection delay is defined as the time from the beginning of time period T2, to the moment when the UE camps on Cell 2, and starts to send the RRC CONNECTION REQUEST message to perform a Location Registration on cell 2.

The cell re-selection delay shall be less than 8 s.
The rate of correct cell reselections observed during repeated tests shall be at least 90%.
NOTE:

The cell re-selection delay can be expressed as: TevaluateTDD + TSI, where:


TevaluateTDD: A DRX cycle length of 1280ms is assumed for this test case, this leads to a Tevaluate TDD of 6.4s according to Table 4.1 in section 4.2.2.7.


TSI: Maximum repetition rate of relevant system info blocks that needs to be received by the UE to camp on a cell. 1280 ms is assumed in this test case.

This gives a total of 7.68 s, allow 8s in the test case.

*****************************************************************************

NEXT MODIFIED SECTIONS

*****************************************************************************

A.5.6
Cell Re-selection in CELL_PCH

A.5.6.1
One frequency present in the neighbour list

A.5.6.1.1
Test Purpose and Environment

The purpose of this test is to verify the requirement for the cell re-selection delay in CELL_PCH state in section 5.6.2.

The test parameters are given in Table A5.5 and A5.6. The UE is requested to monitor neighbouring cells on 1 carrier. The maximum repetition period of the relevant system info blocks that needs to be received by the UE to camp on a cell shall be 1280 ms.

Table A.5.5: General test parameters for Cell Re-selection in CELL_PCH

Parameter
Unit
Value
Comment

initial condition
Active cell 

Cell2



Neighbour cells

Cell1, Cell3,Cell4, Cell5, Cell6 


final condition
Active cell 

Cell1


Access Service Class (ASC#0)
‑ Persistence value

-
 
1
Selected so that no additional delay is caused by the random access procedure. The value shall be used for all cells in the test.

DRX cycle length
s
1.28
The value shall be used for all cells in the test.

T1
s
15
T1 need to be defined so that cell re-selection reaction time is taken into account.

T2
s
15
T2 need to be defined so that cell re-selection reaction time is taken into account.

Table A.5.6: Cell specific test parameters for Cell re-selection in CELL_PCH state

Parameter
Unit
Cell 1
Cell 2
Cell 3
Cell 4
Cell 5
Cell 6



T1
T2
T1
T2
T1
T2
T1
T2
T1
T2
T1
T2

UTRA RF Channel Number

Channel 1
Channel 1
Channel 1
Channel 1
Channel 1
Channel 1

CPICH_Ec/Ior
dB
 -10 
 -10 
 -10 
 -10 
 -10 
 -10 

PCCPCH_Ec/Ior
dB
 -12 
 -12 
 -12 
 -12 
 -12 
 -12 

SCH_Ec/Ior
dB
 -12 
 -12 
 -12 
 -12 
 -12 
 -12 

PICH_Ec/Ior
dB
 -15 
 -15 
 -15 
 -15 
 -15 
 -15 

OCNS_Ec/Ior
dB
-0.941
-0.941
-0.941
-0.941
-0.941
-0.941
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or

I

I

ˆ


dB
7.3 
10.27
10.27
7.3 
0.27
0.27
0.27
0.27
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dBm/ 3.84MHz
‑70

CPICH_Ec/Io
dB
 -16 
  -13 
 -13 
 -16 
 -23 
 -23 
 -23
 -23

Propagation Condition 

 AWGN 

Cell_selection_and_
reselection_quality_measure

CPICH Ec/N0
CPICH Ec/N0
CPICH Ec/N0
CPICH Ec/N0
CPICH Ec/N0
CPICH Ec/N0

Qqualmin
dB
-20
-20
-20
-20
-20
-20

Qrxlevmin
dBm
-115
-115
-115
-115
-115
-115

UE_TXPWR_
MAX_RACH
dBm
21
21
21
21
21
21

Qoffset2s, n
dB
C1, C2: 0
C1, C3: 0
C1, C4: 0
C1, C5: 0
C1, C6: 0
C2, C1: 0
C2, C3: 0
C2, C4: 0
C2, C5: 0
C2, C6: 0
C3, C1: 0
C3, C2: 0
C3, C4: 0
C3, C5: 0
C3, C6: 0
C4, C1: 0
C4, C2: 0
C4, C3: 0
C4, C5: 0
C4, C6: 0
C5, C1: 0
C5, C2: 0
C5, C3: 0
C5, C4: 0
C5, C6: 0
C6, C1: 0
C6, C2: 0
C6, C3: 0
C6, C4: 0
C6, C5: 0

Qhyst2
dB
0
0
0
0
0
0

PENALTY_TIME
s
0
0
0
0
0
0

TEMPORARY_OFFSET
dB
0
0
0
0
0
0

Treselection
s
0
0
0
0
0
0

Sintrasearch
dB
not sent
not sent
not sent
not sent
not sent
not sent

A.5.6.1.2
Test Requirements

The cell re-selection delay is defined as the time from the beginning of time period T2, to the moment when the UE camps on Cell 1, and starts to send preambles on the PRACH for sending the CELL UPDATE message with cause value “cell reselection” in Cell 1.

The cell re-selection delay shall be less than 8 s.
The rate of correct cell reselections observed during repeated tests shall be at least 90%.
NOTE:
The cell re-selection delay can be expressed as: TevaluateFDD + TSI, 

where:


TevaluateFDD: See section 5.6.2.


TSI : Maximum repetition period of relevant system info blocks that needs to be received by the UE to camp on a cell. 1280 ms is assumed in this test case.

This gives a total of 7.68 s, allow 8s in the test case.

A.5.6.2
Two frequencies present in the neighbour list
A.5.6.2.1
Test Purpose and Environment

The purpose of this test is to verify the requirement for the cell re-selection delay in CELL_PCH state in section 5.6.2. The UE is requested to monitor neighbouring cells on 2 carriers. The maximum repetition period of the relevant system info blocks that needs to be received by the UE to camp on a cell shall be 1280 ms.

The test parameters are given in Table A.5.7 and A.5.8

Table A.5.7: General test parameters for Cell Re-selection in CELL_PCH

Parameter
Unit
Value
Comment

initial condition
Active cell 

Cell2



Neighbour cells

Cell1, Cell3,Cell4, Cell5, Cell6 


final condition
Active cell 

Cell1


Access Service Class (ASC#0)
‑ Persistence value

-
 
1
Selected so that no additional delay is caused by the random access procedure. The value shall be used for all cells in the test.

DRX cycle length
s
1.28
The value shall be used for all cells in the test.

T1
s
30
T1 need to be defined so that cell re-selection reaction time is taken into account.

T2
s
15
T2 need to be defined so that cell re-selection reaction time is taken into account.

Table A.5.8: Cell specific test parameters for Cell re-selection in CELL_PCH state

Parameter
Unit
Cell 1
Cell 2
Cell 3
Cell 4
Cell 5
Cell 6



T1
T2
T1
T2
T1
T2
T1
T2
T1
T2
T1
T2

UTRA RF Channel Number

Channel 1
Channel 2
Channel 1
Channel 1
Channel 2
Channel 2

CPICH_Ec/Ior
dB
 -10 
 -10 
 -10 
 -10 
 -10 
 -10 

PCCPCH_Ec/Ior
dB
 -12 
 -12 
 -12 
 -12 
 -12 
 -12 

SCH_Ec/Ior
dB
 -12 
 -12 
 -12 
 -12 
 -12 
 -12 

PICH_Ec/Ior
dB
 -15 
 -15 
 -15 
 -15 
 -15 
 -15 

OCNS_Ec/Ior
dB
-0.941
-0.941
-0.941
-0.941
-0.941
-0.941
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or

I

I

ˆ


dB
-3.4
2.2
2.2
-3.4
-7.4 
-4.8
-7.4 
-4.8
-4.8 
-7.4
-4.8
-7.4
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I


dBm/3.84 MHz
 -70 

CPICH_Ec/Io
dB
 -16 
  -13 
 -13 
 -16 
 -20 
 -20
 -20
 -20

Propagation Condition 

AWGN

Cell_selection_
and_reselection_
quality_measure

CPICH Ec/N0
CPICH Ec/N0
CPICH Ec/N0
CPICH Ec/N0
CPICH Ec/N0
CPICH Ec/N0

Qqualmin
dB
-20
-20
-20
-20
-20
-20

Qrxlevmin
dBm
-115
-115
-115
-115
-115
-115

UE_TXPWR_
MAX_RACH
dBm
21
21
21
21
21
21

Qoffset2s, n
dB
C1, C2: 0
C1, C3: 0
C1, C4: 0
C1, C5: 0
C1, C6: 0
C2, C1: 0
C2, C3: 0
C2, C4: 0
C2, C5: 0
C2, C6: 0
C3, C1: 0
C3, C2: 0
C3, C4: 0
C3, C5: 0
C3, C6: 0
C4, C1: 0
C4, C2: 0
C4, C3: 0
C4, C5: 0
C4, C6: 0
C5, C1: 0
C5, C2: 0
C5, C3: 0
C5, C4: 0
C5, C6: 0
C6, C1: 0
C6, C2: 0
C6, C3: 0
C6, C4: 0
C6, C5: 0

Qhyst2
dB
0
0
0
0
0
0

PENALTY_TIME
s
0
0
0
0
0
0

TEMPORARY_OFFSET
dB
0
0
0
0
0
0

Treselection
s
0
0
0
0
0
0

Sintrasearch
dB
not sent
not sent
not sent
not sent
not sent
not sent

Sintersearch
dB
not sent
not sent
not sent
not sent
not sent
not sent

A.5.6.2.2
Test Requirements

The cell re-selection delay is defined as the time from the beginning of time period T2, to the moment when the UE camps on Cell 1, and starts to send preambles on the PRACH for sending the CELL UPDATE message with cause value “cell reselection” in Cell 1.

The cell re-selection delay shall be less than 8 s.
The rate of correct cell reselections observed during repeated tests shall be at least 90%.
NOTE:
The cell re-selection delay can be expressed as: TevaluateFDD + TSI, 

where:


TevaluateFDD: See section 5.6.2.


TSI: Maximum repetition period of relevant system info blocks that needs to be received by the UE to camp on a cell. 1280 ms is assumed in this test case.

This gives a total of 7.68 s, allow 8s in the test case.

A.5.7
Cell Re-selection in URA_PCH

A.5.7.1
One frequency present in the neighbour list
A.5.7.1.1
Test Purpose and Environment

The purpose of this test is to verify the requirement for the cell re-selection delay in URA_PCH state in section 5.7.2.

The test parameters are given in Table A.5.9 and A.5.10. The UE is requested to monitor neighbouring cells on 1 carrier. The maximum repetition period of the relevant system info blocks that needs to be received by the UE to camp on a cell shall be 1280 ms.

Cells possible for re-selection shall belong to different UTRAN Registration Areas (URA).

Table A.5.9: General test parameters for Cell Re-selection in URA_PCH

Parameter
Unit
Value
Comment

initial condition
Active cell 

Cell2



Neighbour cells

Cell1, Cell3,Cell4, Cell5, Cell6 


final condition
Active cell 

Cell1


Access Service Class (ASC#0)
‑ Persistence value

-
 
1
Selected so that no additional delay is caused by the random access procedure. The value shall be used for all cells in the test.

DRX cycle length
s
1.28
The value shall be used for all cells in the test.

T1
s
15
T1 need to be defined so that cell re-selection reaction time is taken into account.

T2
s
15
T2 need to be defined so that cell re-selection reaction time is taken into account.

Table A.5.10: Cell specific test parameters for Cell re-selection in URA_PCH state

Parameter
Unit
Cell 1
Cell 2
Cell 3
Cell 4
Cell 5
Cell 6



T1
T2
T1
T2
T1
T2
T1
T2
T1
T2
T1
T2

UTRA RF Channel Number

Channel 1
Channel 1
Channel 1
Channel 1
Channel 1
Channel 1

CPICH_Ec/Ior
dB
 -10 
 -10 
 -10 
 -10 
 -10 
 -10 

PCCPCH_Ec/Ior
dB
 -12 
 -12 
 -12 
 -12 
 -12 
 -12 

SCH_Ec/Ior
dB
 -12 
 -12 
 -12 
 -12 
 -12 
 -12 

PICH_Ec/Ior
dB
 -15 
 -15 
 -15 
 -15 
 -15 
 -15 

OCNS_Ec/Ior
dB
-0.941
-0.941
-0.941
-0.941
-0.941
-0.941
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or

I

I

ˆ


dB
7.3 
10.27
10.27
7.3 
0.27
0.27
0.27
0.27
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I


dBm/3.84 MHz
‑70

CPICH_Ec/Io
dB
 -16 
  -13 
 -13 
 -16 
 -23 
 -23 
 -23
 -23

Propagation Condition 

 AWGN 

Cell_selection_and_
reselection_quality_measure

CPICH Ec/N0
CPICH Ec/N0
CPICH Ec/N0
CPICH Ec/N0
CPICH Ec/N0
CPICH Ec/N0

Qqualmin
dB
-20
-20
-20
-20
-20
-20

Qrxlevmin
dBm
-115
-115
-115
-115
-115
-115

UE_TXPWR_
MAX_RACH
dBm
21
21
21
21
21
21

Qoffset2s, n
dB
C1, C2: 0
C1, C3: 0
C1, C4: 0
C1, C5: 0
C1, C6: 0
C2, C1: 0
C2, C3: 0
C2, C4: 0
C2, C5: 0
C2, C6: 0
C3, C1: 0
C3, C2: 0
C3, C4: 0
C3, C5: 0
C3, C6: 0
C4, C1: 0
C4, C2: 0
C4, C3: 0
C4, C5: 0
C4, C6: 0
C5, C1: 0
C5, C2: 0
C5, C3: 0
C5, C4: 0
C5, C6: 0
C6, C1: 0
C6, C2: 0
C6, C3: 0
C6, C4: 0
C6, C5: 0

Qhyst2
dB
0
0
0
0
0
0

PENALTY_TIME
s
0
0
0
0
0
0

TEMPORARY_OFFSET
dB
0
0
0
0
0
0

Treselection
s
0
0
0
0
0
0

Sintrasearch
dB
not sent
not sent
not sent
not sent
not sent
not sent

A.5.7.1.2
Test Requirements

The cell re-selection delay is defined as the time from the beginning of time period T2, to the moment when the UE camps on Cell 1, and starts to send preambles on the PRACH for sending the URA UPDATE message with cause value “URA reselection” in Cell 1.

The cell re-selection delay shall be less than 8 s.
The rate of correct cell reselections observed during repeated tests shall be at least 90%.
NOTE:
The cell re-selection delay can be expressed as: TevaluateFDD + TSI,

where:


TevaluateFDD: See section 5.7.2.


TSI: Maximum repetition period of relevant system info blocks that needs to be received by the UE to camp on a cell. 1280 ms is assumed in this test case.

This gives a total of 7.68 s, allow 8s in the test case.

A.5.7.2
Two frequencies present in the neighbour list
A.5.7.2.1
Test Purpose and Environment

The purpose of this test is to verify the requirement for the cell re-selection delay in URA_PCH state in section 5.7.2.

The test parameters are given in Table A5.11 and A5.12. The UE is requested to monitor neighbouring cells on 2 carriers. The maximum repetition period of the relevant system info blocks that needs to be received by the UE to camp on a cell shall be 1280 ms.

Cells possible for re-selection shall belong to different UTRAN Registration Areas (URA).

Table A.5.11: General test parameters for Cell Re-selection in URA_PCH

Parameter
Unit
Value
Comment

initial condition
Active cell 

Cell2



Neighbour cells

Cell1, Cell3,Cell4, Cell5, Cell6 


final condition
Active cell 

Cell1


Access Service Class (ASC#0)
‑ Persistence value

-
 
1
Selected so that no additional delay is caused by the random access procedure. The value shall be used for all cells in the test.

DRX cycle length
s
1.28
The value shall be used for all cells in the test.

T1
s
30
T1 need to be defined so that cell re-selection reaction time is taken into account.

T2
s
15
T2 need to be defined so that cell re-selection reaction time is taken into account.

Table A.5.12: Cell specific test parameters for Cell re-selection in URA_PCH state

Parameter
Unit
Cell 1
Cell 2
Cell 3
Cell 4
Cell 5
Cell 6



T1
T2
T1
T2
T1
T2
T1
T2
T1
T2
T1
T2

UTRA RF Channel Number

Channel 1
Channel 2
Channel 1
Channel 1
Channel 2
Channel 2

CPICH_Ec/Ior
dB
 -10 
 -10 
 -10 
 -10 
 -10 
 -10 

PCCPCH_Ec/Ior
dB
 -12 
 -12 
 -12 
 -12 
 -12 
 -12 

SCH_Ec/Ior
dB
 -12 
 -12 
 -12 
 -12 
 -12 
 -12 

PICH_Ec/Ior
dB
 -15 
 -15 
 -15 
 -15 
 -15 
 -15 

OCNS_Ec/Ior
dB
-0.941
-0.941
-0.941
-0.941
-0.941
-0.941
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or

I

I

ˆ


dB
-3.4
2.2
2.2
-3.4
-7.4 
-4.8
-7.4 
-4.8
-4.8 
-7.4
-4.8
-7.4
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I


dBm/3.84 MHz
 -70 

CPICH_Ec/Io
dB
 -16 
  -13 
 -13 
 -16 
 -20 
 -20
 -20
 -20

Propagation Condition 

AWGN

Cell_selection_
and_reselection_
quality_measure

CPICH Ec/N0
CPICH Ec/N0
CPICH Ec/N0
CPICH Ec/N0
CPICH Ec/N0
CPICH Ec/N0

Qqualmin
dB
-20
-20
-20
-20
-20
-20

Qrxlevmin
dBm
-115
-115
-115
-115
-115
-115

UE_TXPWR_
MAX_RACH
dBm
21
21
21
21
21
21

Qoffset2s, n
dB
C1, C2: 0
C1, C3: 0
C1, C4: 0
C1, C5: 0
C1, C6: 0
C2, C1: 0
C2, C3: 0
C2, C4: 0
C2, C5: 0
C2, C6: 0
C3, C1: 0
C3, C2: 0
C3, C4: 0
C3, C5: 0
C3, C6: 0
C4, C1: 0
C4, C2: 0
C4, C3: 0
C4, C5: 0
C4, C6: 0
C5, C1: 0
C5, C2: 0
C5, C3: 0
C5, C4: 0
C5, C6: 0
C6, C1: 0
C6, C2: 0
C6, C3: 0
C6, C4: 0
C6, C5: 0

Qhyst2
dB
0
0
0
0
0
0

PENALTY_TIME
s
0
0
0
0
0
0

TEMPORARY_OFFSET
dB
0
0
0
0
0
0

Treselection
s
0
0
0
0
0
0

Sintrasearch
dB
not sent
not sent
not sent
not sent
not sent
not sent

Sintersearch
dB
not sent
not sent
not sent
not sent
not sent
not sent

A.5.7.2.2
Test Requirements

The cell re-selection delay is defined as the time from the beginning of time period T2, to the moment when the UE camps on Cell 1, and starts to send preambles on the PRACH for sending URA UPDATE message with cause value “URA reselection” in Cell 1.

The cell re-selection delay shall be less than 8 s.
The rate of correct cell reselections observed during repeated tests shall be at least 90%.
NOTE:
The cell re-selection delay can be expressed as: TevaluateFDD + TSI,

where:


TevaluateFDD: See section 5.7.2.


TSI: Maximum repetition period of relevant system info blocks that needs to be received by the UE to camp on a cell. 1280 ms is assumed in this test case.

This gives a total of 7.68 s, allow 8s in the test case.

*****************************************************************************

NEXT MODIFIED SECTIONS

*****************************************************************************

A.8.1.2
Event triggered reporting of multiple neighbours in AWGN propagation condition

A.8.1.2.1
Test Purpose and Environment

The purpose of this test is to verify that the UE makes correct reporting of events. This test will partly verify the requirements in section 8.1.2 and 9.1.
The test parameters are given in Table A.8.3 and A.8.4. In the measurement control information it is indicated to the UE that event-triggered reporting with Event 1A, 1C and 1B shall be used and the periodical reporting of the events is not applied. The test consists of four successive time periods, with a time duration of T1, T2, T3 and T4 respectively. In the initial condition before the time T1 only Cell1 is active.

Table A.8.3: General test parameters for Event triggered reporting of multiple neighbours in AWGN propagation conditions

Parameter
Unit
Value
Comment

DCH parameters

DL Reference Measurement Channel 12.2 kbps
As specified in TS 25.101 section A.3.1

Power Control

On


Active cell

Cell 1


Reporting range
dB
3
Applicable for event 1A and 1B

Hysteresis
dB
0


W

1
Applicable for event 1A and 1B

Replacement activation threshold

0
Applicable for event 1C

Reporting deactivation threshold

0
Applicable for event 1A

Time to Trigger
ms
0


Filter coefficient

0


Monitored cell list size

32


T1
S
10


T2
S
10


T3
S
5


T4
S
10


Table A.8.4: Cell specific test parameters for Event triggered reporting of multiple neighbours in AWGN propagation condition

Parameter
Unit
Cell 1
Cell 2
Cell3



T1
T2
T3
T4
T1
T2
T3
T4
T1
T2
T3
T4

CPICH_Ec/Ior
dB
-10
-10
-10

PCCPCH_Ec/Ior
dB
-12
-12
-12

SCH_Ec/Ior
dB
-12
-12
-12

PICH_Ec/Ior
dB
-15
-15
-15

DPCH_Ec/Ior
dB
-17
N/A
N/A

OCNS_Ec/Ior
dB
-1.049
-0.941
-0.941
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or

I

I

ˆ


dB
6.97
6.93
5.97
6.12
-Inf
9.43
6.97
7.62
5.97
6.93
-Inf
5.62
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I


dBm/3.84 MHz
-85

CPICH_Ec/Io
dB
-13
-16
-14
-15.5
-Inf
-13.5
-13
-14
-14
-16
-Inf
-16

Propagation Condition 
AWGN

A.8.1.2.2
Test Requirements

a)
The UE shall send one Event 1A triggered measurement report for Cell3, with a measurement reporting delay less than 800 ms from the beginning of time period T1. 

b)
The UE may send one Event 1C triggered measurement report for Cell3 after the beginning of the time period T1.

c)
The UE shall send one Event 1C triggered measurement report for Cell2, with a measurement reporting delay less than 800 ms from the beginning of time period T2.

d)
The UE shall send one Event 1A triggered measurement report for Cell2, with a measurement reporting delay less than 800 ms from the beginning of time period T2.

e)
The UE shall send one Event 1B triggered measurement report for Cell3, with a measurement reporting delay less than 200 ms from the beginning of time period T3.

f)
The UE shall send one Event 1A triggered measurement report for Cell3, with a measurement reporting delay less than 200 ms from the beginning of time period T4.

g)
The UE may send one Event 1C triggered measurement report for Cell2 after the beginning of the time period T4.

h)
The UE may send one Event 1C triggered measurement report for Cell3 after the beginning of the time period T4.

i)
The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled.
The rate of correct events observed during repeated tests shall be at least 90%.
A.8.1.3
Event triggered reporting of two detectable neighbours in AWGN propagation condition

A.8.1.3.1
Test Purpose and Environment
The purpose of this test is to verify that the UE makes correct reporting of events. This test will partly verify the requirements in section 8.1.2 and 9.1.
The test parameters are given in Table A.8.5 and A.8.6. In the measurement control information it is indicated to the UE that event-triggered reporting with Event 1A and 1B shall be used and the periodical reporting of the events is not applied. The test consists of four successive time periods, with a time duration of T1, T2, T3 and T4 respectively. In the initial condition before the time T1 only Cell1 is active.

Table A.8.5: General test parameters for Event triggered reporting of two detectable neighbours in AWGN propagation condition

Parameter
Unit
Value
Comment

DCH parameters

DL Reference Measurement Channel 12.2 kbps
As specified in TS 25.101 section A.3.1

Power Control

On


Active cell

Cell 1


Reporting range
dB
3
Applicable for event 1A and 1B

Hysteresis
dB
0


W

1
Applicable for event 1A and 1B

Reporting deactivation threshold

0
Applicable for event 1A

Time to Trigger
ms
0


Filter coefficient

0


Monitored cell list size

32


T1
s
10


T2
s
10


T3
s
10


T4
s
10


Table A.8.6: Cell specific test parameters for Event triggered reporting of two detectable neighbours in AWGN propagation condition

Parameter
Unit
Cell 1
Cell 2
Cell3



T1
T2
T3
T4
T1
T2
T3
T4
T1
T2
T3
T4

CPICH_Ec/Ior
dB
-10
-10
-10

PCCPCH_Ec/Ior
dB
-12
-12
-12

SCH_Ec/Ior
dB
-12
-12
-12

PICH_Ec/Ior
dB
-15
-15
-15

DPCH_Ec/Ior
dB
-17
N/A
N/A

OCNS_Ec/Ior
dB
-1.049
-0.941
-0.941


[image: image19.wmf]oc

or

I

I

ˆ


dB
14.55
28.51
14.45
28.51
-Inf
27.51
13.95
21.51
8.05
21.51
13.95
27.51
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I


dBm/3.84 MHz
-85

CPICH_Ec/Io
dB
-11
-13
-14.5
-13
-Inf
-14.0
-15
-20
-17.5
-20
-15
-14

Propagation Condition 
AWGN

A.8.1.3.2
Test Requirements
a)
The UE shall send one Event 1A triggered measurement report for Cell2, with a measurement reporting delay less than 200 ms from the beginning of time period T2.

b)
The UE shall send one Event 1A triggered measurement report for Cell3, with a measurement reporting delay less than 200 ms from the beginning of time period T3.

c)
The UE shall send one Event 1B triggered measurement report for Cell2, with a measurement reporting delay less than 200 ms from the beginning of time period T4.

d)
The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled.
The rate of correct events observed during repeated tests shall be at least 90%.
*****************************************************************************

NEXT MODIFIED SECTIONS

*****************************************************************************

A.8.2
FDD inter frequency measurements

A.8.2.1
Correct reporting of neighbours in AWGN propagation condition

A.8.2.1.1
Test Purpose and Environment

The purpose of this test is to verify that the UE makes correct reporting of an event when doing inter frequency measurements. The test will partly verify the requirements in section 8.1.2.2.

The test consists of two successive time periods, with a time duration T1 and T2. The test parameters are given in tables A.8.9 and A.8.10 below. In the measurement control information it is indicated to the UE that event-triggered reporting with Event 1A and 2C shall be used. The CPICH Ec/I0 of the best cell on the unused frequency shall be reported together with Event 2C reporting. 

Table A.8.9: General test parameters for Correct reporting of neighbours in AWGN propagation condition

Parameter
Unit
Value
Comment

DCH parameters

DL Reference Measurement Channel 12.2 kbps
As specified in TS 25.101 section A.3.1

Power Control

On


Compressed mode

A.22 set 1
As specified in TS 25.101 section A.5.

Active cell

Cell 1


Threshold non used frequency
dB
-18
Absolute Ec/I0 threshold for event 2C

Reporting range
dB
4
Applicable for event 1A

Hysteresis
dB
0


W

1
Applicable for event 1A 

W non-used frequency

1
Applicable for event 2C

Reporting deactivation threshold

0
Applicable for event 1A

Time to Trigger
ms
0


Filter coefficient

0


Monitored cell list size

24 on channel 1

16 on channel 2
Measurement control information is sent before the compressed mode pattern starts.

T1
s
[10]


T2
s
[5]


TableA.8.10: Cell Specific parameters for Correct reporting of neighbours in AWGN propagation condition

Parameter
Unit
Cell 1
Cell 2
Cell 3



T1
T2
T1
T2
T1
T2

UTRA RF Channel Number

Channel 1
Channel 1
Channel 2

CPICH_Ec/Ior
dB
-10
-10
-10

PCCPCH_Ec/Ior
dB
-12
-12
-12

SCH_Ec/Ior
dB
-12
-12
-12

PICH_Ec/Ior
dB
-15
-15
-15

DPCH_Ec/Ior
dB
-17
N/A
N/A

OCNS

-1.049
 –0.941
 –0.941
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or

I

I

ˆ


dB
0
4.39
Infinity
2.39
-1.8
-1.8
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I


dBm/3.84 MHz
-70
-70

CPICH_Ec/Io
dB
-13
-13
Infinity
-15
-14
-14

Propagation Condition 
AWGN

A.8.2.1.2
Test Requirements

a)
The UE shall send one Event 2C triggered measurement report, with a measurement reporting delay less than 5 seconds from the beginning of time period T1.

b)
The UE shall send one Event 1A triggered measurement report, with a measurement reporting delay less than 800 ms from the beginning of time period T2.The UE shall not send any measurement reports, as long as the reporting criteria are not fulfilled.
The rate of correct events observed during repeated tests shall be at least 90%.
A.8.2.2
Correct reporting of neighbours in Fading propagation condition

A.8.2.2.1
Test Purpose and Environment

The purpose of this test is to verify that the UE makes correct reporting of an event when doing inter frequency measurements. The test will partly verify the requirements in section 8.1.2.2.The test parameters are given in Table A.8.11 and A.8.12. In the measurement control information it is indicated to the UE that event-triggered reporting 2C shall be used. 

Table A.8.11: General test parameters for Correct reporting of neighbours in Fading propagation condition

Parameter
Unit
Value
Comment

DCH parameters

DL Reference Measurement Channel 12.2 kbps
As specified in TS 25.101 section A.3.1

Power Control

On


Compressed mode

Case 2.1
As specified in TS 25.101 section A.5.

Active cell

Cell 1


Absolute Threshold (Ec/N0) for Event 2c
dB
-18


Hysteresis
dB
0


Time to Trigger
ms
0


Filter coefficient

0


Monitored cell list size

Total 24

X on frequency Channel 2
Measurement control information is sent before the compressed mode pattern starts.

Table A.8.12: Test parameters for Correct reporting of neighbours in Fading propagation condition

Parameter
Unit
Cell 1
Cell 2

UTRA RF Channel Number

Channel 1
Channel 2

CPICH_Ec/Ior
dB
-10
-10

PCCPCH_Ec/Ior
dB
-12
-12

SCH_Ec/Ior
dB
-12
-12

PICH_Ec/Ior
dB
-15
-15

DPCH_Ec/Ior
dB
TBD
TBD

OCNS

[To Be Calculated]
[To Be Calculated]


[image: image23.wmf]oc

or

I

I

ˆ


dB
0
-1.8
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I


dBm/3.84 MHz
-70
-70

CPICH_Ec/Io
dB
-13


-14



Propagation Condition 
Case 5 as specified in Annex B of TS25.101

A.8.2.2.2
Test Requirements

a)
The UE shall send one Event 2C triggered measurement report, with a measurement reporting delay less than 5 seconds from the start of the test.

b)
The UE shall not send any measurement reports, as long as the reporting criteria are not fulfilled.
The rate of correct events observed during repeated tests shall be at least TBD%.
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