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7.5
Adjacent Channel Selectivity (ACS)

Adjacent Channel Selectivity (ACS) is a measure of a receiver’s ability to receive a W-CDMA signal at its assigned channel frequency in the presence of an adjacent channel signal at a given frequency offset from the centre frequency of the assigned channel. ACS is the ratio of the receive filter attenuation on the assigned channel frequency to the receive filter attenuation on the adjacent channel(s).

7.5.1
Minimum requirement

The ACS shall be better than the value indicated in Table 7.4 for the test parameters specified in Table 7.5 where the BER shall not exceed 0.001.

Table 7.4: Adjacent Channel Selectivity

Power Class
Unit
ACS

3
dB
33

4
dB
33

Table 7.5: Test parameters for Adjacent Channel Selectivity

Parameter
Unit
Level

DPCH_Ec
dBm/3.84 MHz
-103

Îor
dBm/3.84 MHz
-92.7

Ioac  (modulated)
dBm/3.84 MHz
-52

Fuw (offset)
MHz
+5 or -5

1. For Power class 3 the average transmit output power shall be +20 dBm

2. For Power class 4 the average transmit output power shall be +18 dBm

NOTE:
The Ioac  (modulated) signal consist of the common channels needed for tests, as specified in Table C.2 of Annex C, and an OCNS signal consisting of 16 dedicated data channels.   The data channels are chosen as specified in Table C.6 of Annex C.  All dedicated channels user data is uncorrelated to each other.

7.6
Blocking characteristics

The blocking characteristic is a measure of the receiver’s ability to receive a wanted signal at its assigned channel frequency in the presence of an unwanted interferer on frequencies other than those of the spurious response or the adjacent channels, without this unwanted input signal causing a degradation of the performance of the receiver beyond a specified limit. The blocking performance shall apply at all frequencies except those at which a spurious response occur.

7.6.1
Minimum requirement

The BER shall not exceed 0.001 for the parameters specified in Table 7.6 and Table 7.7. For Table 7.7 up to 24 exceptions are allowed for spurious response frequencies in each assigned frequency channel when measured using a 1 MHz step size.
Table 7.6: In-band blocking

Parameter
Unit
Offset
Offset

DPCH_Ec
dBm/3.84 MHz
-114
-114

Îor
dBm/3.84 MHz
-103.7
-103.7

Iblocking (modulated)
dBm/3.84 MHz
-56
-44

Fuw (offset) 
MHz
 +10 or –10
+15 or –15

1. For Power class 3 the average transmit output power shall be +20 dBm

2. For Power class 4 the average transmit output power shall be +18 dBm

Note:
Iblocking (modulated) consist of the common channels needed for tests, as specified in Table C.2 of Annex C, and an OCNS signal consisting of 16 dedicated data channels.  The data channels are chosen as specified in Table C.6 of Annex C.  All dedicated channels user data is uncorrelated to each other.
Table 7.7: Out of band blocking

Parameter
Unit
Band 1
Band 2
Band 3

DPCH_Ec
dBm/3.84 MHz
-114
-114
-114

Îor
dBm/3.84 MHz
-103.7
-103.7
-103.7

Iblocking  (CW)
DBm
-44
-30
-15

Fuw 

For operation in frequency bands as defined in subclause 5.2(a)
MHz
2050<f <2095

2185<f <2230
2025 <f <2050

2230 <f <2255
1< f <2025

2255<f<12750

Fuw 

For operation in frequency bands as defined in subclause 5.2(b)
MHz
1870<f <1915

2005<f <2050
1845 <f <1870

2050 <f <2075
1< f <1845

2075<f<12750

1. For Power class 3 the average transmit output power shall be +20 dBm

2. For Power class 4 the average transmit output power shall be +18 dBm

For operation in bands referenced in 5.2(a), from 2095<f<2110 MHz and 2170<f<2185 MHz, the appropriate in-band blocking or adjacent channel selectivity in subclause 7.5.1 and table 7.6 shall be applied.

For operation in bands referenced in 5.2(b), 1915<f<1930 MHz and 1990<f<2005 MHz, the appropriate in-band blocking or adjacent channel selectivity in subclause 7.5.1 and table 7.6 shall be applied

7.8
Intermodulation characteristics

Third and higher order mixing of the two interfering RF signals can produce an interfering signal in the band of the desired channel. Intermodulation response rejection is a measure of the capability of the receiver to receiver a wanted signal on its assigned channel frequency in the presence of two or more interfering signals which have a specific frequency relationship to the wanted signal. 

7.8.1
Minimum requirement

The BER shall not exceed 0.001 for the parameters specified in Table 7.9.

Table 7.9: Receive intermodulation characteristics

Parameter
Unit
Level

DPCH_Ec
dBm/3.84 MHz
-114

Îor
dBm/3.84 MHz
-103.7

Iouw1 (CW)
DBm
-46

Iouw2 (modulated)
dBm/3.84 MHz
-46

Fuw1 (offset)
MHz
10
-10

Fuw2 (offset)
MHz
20
-20

1. For Power class 3 the average transmit output power shall be +20 dBm

2. For Power class 4 the average transmit output power shall be +18 dBm

NOTE:
Iouw2 (modulated) consist of the common channels needed for tests, as specified in Table C.2 of Annex C,  and an OCNS signal consisting of 16 dedicated data channels.   The data channels are chosen as specified in Table C.6 of Annex C.  All dedicated channels user data is uncorrelated to each other.
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