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Annex G (informative):
Acceptable uncertainty of Test Equipment

This informative annex specifies the critical parameters of the components of an overall Test System (e.g. Signal generators, Signal Analysers etc.) which are necessary when assembling a Test System which complies with subclause 4.1 Acceptable Uncertainty of Test System. These Test Equipment parameters are fundamental to the accuracy of the overall Test System and are unlikely to be improved upon through System Calibration.

G.1
Transmitter measurements

Table G.1: Equipment accuracy for transmitter measurements

	Test


	Equipment accuracy
	Range over which equipment accuracy applies

	6.2.1 Maximum Output Power
	Not critical
	Not critical

	6.2.2 CPICH Power accuracy
	Not critical
	Not critical

	6.3.4 Frequency error
	± 10 Hz + timebase = [12] Hz
	Measurements in the range ±500 Hz.

	6.4.2 Power control steps
	0.1 dB for one 1 dB step
0.1 dB for ten 1 dB steps
	Pmax – 3dB to Pmax – 28 dB

	6.4.3 Power control dynamic range
	0.2 dB


	Pmax – 3dB to Pmax – 28 dB

	6.4.4 Total power dynamic range
	0.3 dB relative error over 18 dB
	Pmax to Pmax – 18 dB

	6.5.1 Occupied Bandwidth
	100 kHz
	±1 MHz of the minimum requirement

	6.5.2.1 Spectrum emission mask 
	Not critical
	Not critical

	6.5.2.2 ACLR
	 dB
	Measurements in the range ±3 dB of the minumum requirement at signal power = Pmax

	6.5.3 Spurious emissions
	Not critical
	Not critical

	6.6 Transmit intermodulation (interferer requirements)
	Not critical
	Not critical

	6.7.1 EVM


	2.5 % 

(for single code)
	Measurements in the range 12.5% to 22.5% at signal power = Pmax –3 dB to Pmax – 18 dB


	6.7.2 Peak code Domain error


	±1.0dB
	Measurements in the range –30 to –36 dB at signal power = Pmax


G.2
Receiver measurements

Table G.2: Equipment accuracy for receiver measurements

	Test
	Equipment accuracy
	Range over which equipment accuracy applies

	7.2 Reference sensitivity level
	Not critical
	Not critical

	7.3 Dynamic range


	Not critical
	Not critical

	7.4 Adjacent channel selectivity


	Not critical
	Not critical

	7.5 Blocking characteristics


	Not critical
	Not critical

	7.6 Intermod Characteristics


	Not critical
	Not critical

	7.7 Spurious Emissions


	Not critical
	Not critical


G.3 Performance measurements

Table G.3: Equipment accuracy for performance measurements

	Test
	Equipment accuracy
	Range over which equipment accuracy applies

	8.2, Demodulation in static propagation condtion
	Not critical
	Not critical

	8.3, Demodulation of DCH in multiplath fading conditons
	Not critical
	Not critical
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