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3.3
Abbreviations

For the purposes of the present document, the following abbreviations apply:

BTS
Base Transceiver Station

CW
Continuous Wave (unmodulated signal)

=====================================================================================

5.1.2
Measurements of Repeater

Table 5.1: Maximum Test System Uncertainty

Subclause
Maximum Test System Uncertainty
Range over which Test System Uncertainty applies

.......

11 Input intermodulation Characteristics
±1,2 dB

Formula: RSS CW1 level error, 2 x CW2 level error, and measurement error (using all errors = ±0,5 dB)


=====================================================================================

11.4.2
Procedure

1.
Adjust the frequency of the input signals, either below or above the operating band, so that the lowest order intermodulation product is positioned in the centre of the operating band, according to subclause 11.2.
=====================================================================================

A.3
Out of band gain
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Figure A.1: Measuring system set-up for out of band gain.

A.4
Unwanted emission: Spectrum emission mask
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Figure A.2: Measuring system Set-up for unwanted emission: spectrum emission mask.

Note that a repeater is a bi-directional device. The signal generator may need protection.

A.5
Unwanted emission: Spurious emission
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Figure A.3: Measuring system set-up for unwanted emission: spurious emission.

Note that a repeater is a bi-directional device. The signal generator may need protection.

=====================================================================================

Table B.1: Derivation of Test Requierements

Clause number
Title
Minimum Requirement in TS 25.106
Test Tolerance
(TT)
Test Requirement in TS 25.143

6.1
Maximum output power
In normal conditions Table 6.1
0,7 dB
Formula:

Upper limit + TT

Lower limit  - TT

In normal conditions refer to Table 6.3



In extreme conditions Table 6.2

In extreme conditions refer to Table 6.4

.....

10.1
Error Vector Magnitude
10.1.1 Minimum requirement
0 %
Formula:

RSS Stimulus EVM and Repeater EVM to get target EVM

Refer to 10.1.5 Test requirements

Annex C (informative): 
Acceptable uncertainty of Test Equipment

This informative annex specifies the critical parameters of the components of an overall Test System (e.g. signal generators, signal analysers etc.) which are necessary when assembling a Test System which complies with subclause5.1 Acceptable uncertainty of Test System. These Test Equipment parameters are fundamental to the accuracy of the overall Test System and are unlikely to be improved upon through System Calibration.
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