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6.6.2.1
Spectrum emission mask

6.6.2.1.1
3.84 Mcps TDD Option
The spectrum emission mask of the UE  applies to frequencies, which are between 2.5 and 12.5MHz from a carrier frequency. The out of channel emission is specified relative to the UE output power in measured in a 3.84 MHz bandwidth.

6.6.2.1.1.1
Minimum Requirement

The power of any UE emission shall not exceed the levels specified in table 6.5.

Table 6.5: Spectrum Emission Mask Requirement (3.84 Mcps TDD Option)
Frequency offset from carrier Δf
Minimum requirement
Measurement bandwidth

2.5 - 3.5 MHz
-35 -15*((f – 2.5) dBc
30 kHz *

3.5 - 7.5 MHz
-35- 1*((f-3.5) dBc
1 MHz **

7.5 - 8.5 MHz
-39 - 10*((f – 7.5) dBc
1 MHz **

8.5 - 12.5 MHz
-49 dBc
1 MHz **

* The first and last measurement position with a 30 kHz filter is 2.515 MHz and 3.485 MHz

**  The first and last measurement position with a 1 MHz filter is 4 MHz and 12 MHz. As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. To improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth can be different from the measurement bandwidth. When the resolution bandwidth is smaller than the measurement  bandwidth, the result should be integrated over the measurement bandwidth.

The lower limit shall be –50dBm/3.84 MHz or the minimum requirement presented in this table which ever is the higher.

6.6.2.1.2
1.28 Mcps TDD Option
The spectrum emission mask of the UE  applies to frequencies, which are between 0.8 and 4.0MHz from a carrier frequency. The out of channel emission is specified relative to the UE output power in measured in a 1.28 MHz bandwidth.

6.6.2.1.2.1
Minimum Requirement

The power of any UE emission shall not exceed the levels specified in table 6.5A, where Δf is defined as the separation in MHz between the center frequency of the carrier and the center frequency of the measurement filter.

Table 6.5A: Spectrum Emission Mask Requirement (1.28 Mcps TDD Option)

Frequency offset from carrier Δf
Minimum requirement
Measurement bandwidth

0.8 MHz
-35 dBc
30 kHz * 

0.8-1.8 MHz
-35 – 14*((f-0.8) dBc
30 kHz *

1.8-2.4 MHz
-49 – 25*((f-1.8)dBc
30 kHz *

2.4 – 4.0MHz
-49 dBc
1MHz **

* The first and last measurement position with a 30 kHz filter is 0.815 MHz and 2.385 MHz.

** The first and last measurement position with a 1 MHz filter is 2.9MHz and 3.5MHz .As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. To improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth can be different from the measurement bandwidth. When the resolution bandwidth is smaller than the measurement  bandwidth, the result should be integrated over the measurement bandwidth.

The lower limit shall be –55dBm/1.28 MHz or the minimum requirement presented in this table which ever is the higher.
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