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4.2.2.2
Measurements of intra-frequency cells

The UE shall measure CPICH Ec/Io and CPICH RSCP at least every TmeasureFDD (see table 4.1) for intra-frequency cells that are identified
 and measured according to the measurement rules. TmeasureFDD is defined in Table 4.1.  The UE shall filter CPICH Ec/Io and CPICH RSCP measurements of each measured intra-frequency cell using at least 2 measurements, which are taken so that the time difference between the measurements is at least TmeasureFDD/2. 

The filtering shall be such that the UE shall be capable of evaluating that an intra-frequency cell has become better ranked than the serving cell within TevaluateFDD (see table 4.1), from the moment the intra-frequency cell became at least 3 dB better ranked than the current serving cell, provided that Treselection timer is set to zero and either CPICH Ec/Io or CPICH RSCP is used as measurement quantity for cell reselection. 

If Treselection timer has a non zero value and the intra-frequency cell is better ranked than the serving cell, the UE shall evaluate this intra-frequency cell for the Treselection time. If this cell remains better ranked within this duration, then the UE shall reselect that cell.

4.2.2.3
Measurements of inter-frequency FDD cells

The UE shall measure CPICH Ec/Io and CPICH RSCP at least every (Ncarrier-1)  * TmeasureFDD (see table 4.1) for inter-frequency cells that are identified and measured according to the measurement rules. The parameter Ncarrier is the number of carriers used for FDD cells. The UE shall filter CPICH Ec/Io and CPICH RSCP measurements of each measured inter-frequency cell using at least 2 measurements, which are taken so that the time difference between the measurements is at least TmeasureFDD/2.

If CPICH Ec/Io is used as measurement quantity for cell reselection, the filtering shall be such that the UE shall be capable of evaluating that an already identified inter-frequency cell has become better ranked than the serving cell within (Ncarrier-1) * TevaluateFDD (see table 4.1) from the moment the inter-frequency cell became at least 3 dB better than the current serving cell provided that Treselection timer is set to zero. For non-identified inter-frequency cells, the filtering shall be such that the UE shall be capable of evaluating that inter-frequency cell has become better ranked than the serving cell within 30 s from the moment the inter-frequency cell became at least 3 dB better ranked than the current serving cell provided that Treselection timer is set to zero.

If CPICH RSCP is used as measurement quantity for cell reselection, the filtering shall be such that the UE shall be capable of evaluating that an already identified inter-frequency cell has become better ranked than the serving cell within (Ncarrier-1) *  TevaluateFDD from the moment the inter-frequency cell became at least 5 dB better than the current serving cell provided that Treselection timer is set to zero. For non-identified inter-frequency cells, the filtering shall be such that the UE shall be capable of evaluating that inter-frequency cell has become better ranked than the serving cell within 30 s from the moment the inter-frequency cell became at least 5 dB better ranked than the current serving cell provided that Treselection timer is set to zero.

If Treselection timer has a non zero value and the inter-frequency cell is better ranked than the serving cell, the UE shall evaluate this inter-frequency cell for the Treselection time. If this cell remains better ranked within this duration, then the UE shall reselect that cell.

8.1.2.2
FDD intra frequency measurements

During the CELL_DCH state the UE shall continuously measure identified intra frequency cells and search for new intra frequency cells in the monitoring set. In case the network requests the UE to report detected set cells, the UE shall also search for intra frequency cells outside the monitored and active set. Cells, which are neither included in the active set nor in the monitored set, and are identified by the UE belong to the detected set according to TS 25.331. If compressed mode pattern sequences are activated, intra frequency measurements can be performed between the  transmission gaps simultaneously for data reception from the active set cell/s.

8.1.2.2.1
Identification of a new cell

The UE shall be able to identify  a new detectable cell belonging to the monitored set within 
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A cell shall be considered detectable when CPICH Ec/Io > -20 dB, SCH_Ec/Io > -20 dB and SCH_Ec/Ior is equally divided between primary synchronisation code and secondary synchronisation code. When L3 filtering is used an additional delay can be expected.

8.1.2.2.2
UE CPICH measurement capability 

In the CELL_DCH state the measurement period for intra frequency measurements is 200 ms. When no transmission gap pattern sequence is activated, the UE shall be capable of performing CPICH measurements for 8 identifiedintra-frequency cellsof the monitored set and/or the active set, and the UE physical layer shall be capable of reporting measurements to higher layers with the measurement period of 200 ms. When one or more transmission gap pattern sequences are activated, the UE shall be capable of performing CPICH measurements for at least Ymeasurement intra cells , where Ymeasurement intra is defined in the following equation. The measurement accuracy for all measured cells shall be as specified in the sub-clause 9.1.1 and 9.1.2. If the UE has identified more than Ymeasurement intra cells, the reporting of CPICH measurements of cells from UE physical layer to higher layers may not occur within 200 ms interval.
8.1.2.2.5
Event Triggered Reporting

Reported measurements contained in event triggered measurement reports shall meet the requirements in section 9.

The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled.

The measurement reporting delay is defined as the time between any event that will trigger a measurement report until the UE starts to transmit over the Uu interface. This requirement assumes that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH . The delay uncertainty is twice the TTI of the uplink DCCH.

Editors Note:
The test cases in section A.8 will need revisions to reflect the general requirements.

The event triggered measurement reporting delay, on cells belonging to monitored set, measured without L3 filtering, shall be less than  the above defined  T identify intra.. . defined in Section 8.1.2.2.1

 If a cell, belonging to monitored set, which the UE has identified and measured at least once over the measurement period, becomes undetectable  for a period < 5 seconds and then the cell becomes detectable again and triggers an event, the measurement reporting delay shall be less than  TMeasurement_Period Intra  ms provided the  timing to that cell has not changed more than +/-32 chips, the UE CPICH measurement capabilities of section 8.1.2.2.2 are valid and L3 filtering has not been used. When L3 filtering is used an additional delay can be expected. 

If a cell belonging to monitored set has been detectable at least for the time period Tidentify_intra and then enters the reporting range, the event triggered measurement reporting delay shall be less than TMeasurement_Period Intra when the L3 filter has not been used and the UE CPICH measurement capabilities of Section 8.1.2.2.2 are valid. 

8.1.2.3
FDD inter frequency measurements

In the CELL_DCH state when a transmission gap pattern sequence with the "FDD measurements" purpose is provided by the network the UE shall continuously measure identified inter frequency cells and search for new inter frequency cells indicated in the measurement control information. 

In order for the requirements in the following subsections to apply the UTRAN must provide a transmission gap pattern sequence with measurement purpose FDD measurement using the following combinations for TGL1, TGL2 and TGD:

Table 8.1

TGL1 [slots]
TGL2 [slots]
TGD [slots]

7
-
undefined

14
-
undefined

10
-
undefined

7
7
15…269

14
14
15…269

10
5
15…269

8.1.2.3.1
Identification of a new cell

The UE shall be able to identify  a new detectable cell belonging to the monitored set within 
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A cell shall be considered detectable when CPICH Ec/Io > -20 dB, SCH_Ec/Io > -17 dB and SCH_Ec/Ior is equally divided between primary synchronisation code and secondary synchronisation code. When L3 filtering is used an additional delay can be expected.

8.1.2.3.4
Event Triggered Reporting

Reported measurements in event triggered measurement reports shall meet the requirements in section 9.

The UE shall not send any event triggered measurement reports, as long as the reporting criteria is not fulfilled.

The measurement reporting delay is defined as the time between any event that will trigger a measurement report until the UE starts to transmit the measurement report over the Uu interface. This requirement assumes that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH . The delay uncertainty is twice the TTI of the uplink DCCH.

The event triggered measurement reporting delay, measured without L3 filtering shall be less than T identify inter defined in Section 8.1.2.3.1 When L3 filtering is used an additional delay can be expected.

If a cell has been detectable at least for the time period Tidentify_inter and then enters the reporting range, the event triggered measurement reporting delay shall be less than TMeasurement_Period Inter provided the  timing to that cell has not changed more than +/-32 chips while transmission gap has not been available and the L3 filter has not been used.
8.1.2.4.1
Identification of a new cell

The UE shall be able to identify  a new detectable cell belonging to the monitored set within 
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A cell shall be considered detectable when P-CCPCH Ec/Io ≥ -8 dB, SCH_Ec/Io ≥ -13 dB and SCH_Ec/Ior is equally divided between primary synchronisation code and the sum of all secondary synchronisation codes, where the secondary synchronisation codes are also equally divided. When L3 filtering is used an additional delay can be expected.

where the received P-CCPCH Ec/Io is defined as
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and the received SCH Ec/Io is defined as
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8.4.2.2
FDD intra frequency measurements

During the CELL_FACH state the UE shall continuously measure identified intra frequency cells and search for new intra frequency cells in the monitoring set. If a measurement occasion is activated, intra frequency measurements can be performed between the measurement occasions.

8.4.2.2.1
Identification of a new cell

The UE shall be able to identify  a new detectable cell belonging to the monitored set within 
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where


Tbasic_identify_FDD, intra is specified in section 8.1.2.2.2, 


NTTI and M_REP is specified in section 8.4.2.1.

A cell shall be considered detectable when CPICH Ec/Io > -20 dB, SCH_Ec/Io > -20 dB and SCH_Ec/Ior is equally divided between primary synchronisation code and secondary synchronisation code.

8.4.2.2.2
UE CPICH measurement capability 

In the CELL_FACH state the measurement period for intra frequency measurements is 200 ms. When no measurement occasion sequence is activated, the UE shall be capable of performing CPICH measurements for 8 identified intra-frequency cells of the monitored set and the UE physical layer shall be capable of reporting measurements to higher layers with the measurement period of 200 ms. When one measurement occasion sequence is activated, the UE shall be capable of performing CPICH measurements for the Ymeasurement intra strongest cells , where Ymeasurement intra is defined in the following equation. The measurement accuracy for all measured cells shall be as specified in the sub-clause 9.1.1 and 9.1.2. . If the UE has identified more than Ymeasurement intra cells, the reporting of CPICH measurements of cells from UE physical layer to higher layers may not occur within 200 ms interval.
8.4.2.3
FDD inter frequency measurements

In the CELL_FACH state when a measurement occasion cycle is provided by the network the UE shall continuously measure identified inter frequency cells and search for new inter frequency cells indicated in the measurement control information. 

8.4.2.3.1
Identification of a new cell

The UE shall be able to identify  a new detectable cell belonging to the monitored set within
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where


Tbasic_identify_FDD,inter is specified in 8.1.2.3.2. 


NFreq,FDD: Number of FDD frequencies in the Inter-frequency cell info list


TMeas and M_REP are specified in 8.4.2.1.


TInter FACH = (NTTI*10 - 2*0.5) ms

A cell shall be considered detectable when CPICH Ec/Io > -20 dB, SCH_Ec/Io > -17 dB and SCH_Ec/Ior is equally divided between primary synchronisation code and secondary synchronisation code. 
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