Page 1



3GPP TSG-RAN-WG4 Meeting #20 
Tdoc R4-011542

New Jersey, USA, 12th-16th November 2001

CR-Form-v4

CHANGE REQUEST



(

25.141
CR
CRNum
(

rev
-
(

Current version:
5.0.0
(




For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.



Proposed change affects:
(

(U)SIM

ME/UE

Radio Access Network
x
Core Network




Title:
(

Corrections to Internal BLER verification




Source:
(

Nokia




Work item code:
(



Date: (

14th Nov 2001







Category:
(

A

Release: (

REL-5


Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
REL-4
(Release 4)
REL-5
(Release 5)




Reason for change:
(

· There is a note in section 8.6.2 saying that 10 times larger BLER generator is used to get a good confidence. The note is misleading and it could be interpreted ambiguously.
· Brackets for the BLER verification accuracy in section 8.6.2 have been there for a long time and the value have not been questioned.
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· Removal of note and square brackets in section 8.6.2
Isolated Impact Analysis: 
This CR has no impact with the previous version of the specification because this CR is just removing notes and square brackets.
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8.6.2
Conformance requirement

BLER indicated by the Base Station System shall be within ±10% of the BLER generated by the RF signal source. Measurement shall be repeated for each signal rate as specified in table 8.13.

Table 8.13

Transport channel combination
Data rate
BLER

DPCH
12,2 kbps
BLER 0.01

DPCH
64 kbps
BLER 0.01

DPCH
144 kbps
BLER 0.01

DPCH
384 kbps
BLER 0.01


8.6.3
Test purpose

To verify that the internal BLER calculation accuracy shall met requirements for conformance testing.

8.6.4
Method of test

8.6.4.1
Initial conditions

Test environment: 


normal; see subclause 4.4.1.

RF channels to be tested: 
B, M and T; see subclause 4.8

1)
Connect the BS tester generating the wanted signal to both BS antenna connectors for diversity reception via a combining network as shown in annex B.

Table 8.14

Parameter
Level/status
Unit

UL signal level
Ref.sens +10 dB
dBm/3.84 MHz

Data sequence
PN9


8.6.4.2
Procedure

1)
The characteristics of the wanted signal shall be configured according to the corresponding UL reference measurement channel defined in annex A.

2)
The BLER insertion to the wanted signal shall be configured according to the corresponding data rate in table 8.7.

3)
Adjust the BS tester so that the required UL signal level specified in table 8.14 is achieved.

For each of the data rates in table 8.13 applicable for the base station, measure the BLER at least over 50 000 blocks.

8.6.5
Test requirement

BLER indicated by the Base Station System shall be within requirement as specified in subclause 8.6.2.
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