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4.3
Regional requirements

Some requirements in TS 25.104 may only apply in certain regions. Table 4.1 lists all requirements that may be applied differently in different regions.

Table 4.1: List of regional requirements.

	Clause number
	Requirement
	Comments

	5.2
	Frequency bands
	Some bands may be applied regionally.

	5.3
	Tx-Rx Frequency Separation
	The requirement is applied according to what frequency bands in Clause 5.2 that are supported by the BS.

	6.2.1
	Base station maximum output power
	In certain regions, the minimum requirement for normal conditions may apply also for some conditions outside the range of conditions defined as normal.

	6.6.2.1
	Spectrum emission mask
	The mask specified may be mandatory in certain regions. In other regions this mask may not be applied.

	6.6.2.3
	Protection outside a licensee’s frequency block
	This requirement is applicable if protection is required outside a licensee’s frequency block.

	6.6.3.1.1
	Spurious emissions (Category A)
	These requirements shall be met in cases where Category A limits for spurious emissions, as defined in ITU-R Recommendation SM.329-8 [1], are applied.

	6.6.3.1.2
	Spurious emissions (Category B)
	These requirements shall be met in cases where Category B limits for spurious emissions, as defined in ITU-R Recommendation SM.329-8 [1], are applied.

	6.6.3.3.1
	Co-existence with GSM900 ‑Operation in the same geographic area
	This requirement may be applied for the protection of GSM 900 MS in geographic areas in which both GSM 900 and UTRA are deployed.

	6.6.3.3.2
	Co-existence with GSM900 ‑
Co-located base stations
	This requirement may be applied for the protection of GSM 900 BTS receivers when GSM 900 BTS and UTRA BS are co-located.

	6.6.3.4.1
	Co-existence with DCS1800 ‑Operation in the same geographic area
	This requirement may be applied for the protection of DCS 1800 MS in geographic areas in which both DCS 1800 and UTRA are deployed.

	6.6.3.4.2
	Co-existence with DCS1800 ‑
Co-located base stations
	This requirement may be applied for the protection of DCS 1800 BTS receivers when DCS 1800 BTS and UTRA BS are co-located.

	6.6.3.5
	Co-existence with PHS
	This requirement may be applied for the protection of PHS in geographic areas in which both PHS and UTRA are deployed.

	6.6.3.6
	Co-.existence with services in adjacent frequency bands
	This requirement may be applied for the protection in bands adjacent to 2110-2170 MHz, as defined in sub-clause 5.2(a) and 1930-1990 MHz, as defined in sub-clause 5.2(b) in geographic areas in which both an adjacent band service and UTRA are deployed.

	6.6.3.7.1
	Co-existence with UTRA TDD ‑
Operation in the same geographic area
	This requirement may be applied to geographic areas in which both UTRA-TDD and UTRA-FDD are deployed.

	6.6.3.7.2
	Co-existence with UTRA TDD ‑
Co-located base stations
	This requirement may be applied for the protection of UTRA-TDD BS receivers when UTRA-TDD BS and UTRA FDD BS are co-located.

	7.4.2
	Adjacent Channel Selectivity Co-location with UTRA-TDD
	This requirement may be applied for the protection of UTRA-FDD BS receivers when UTRA-FDD BS and UTRA-TDD BS are co-located.

	7.5
	Blocking characteristic
	The requirement is applied according to what frequency bands in Clause 5.2 that are supported by the BS.

	7.5.2
	Blocking characteristics Co-location with GSM900 and/or DCS 1800
	This requirement may be applied for the protection of UTRA FDD BS receivers when UTRA FDD BS and GSM 900/DCS1800 BS are co-located.

	7.5.3
	Blocking characteristics Co-location with UTRA TDD
	This requirement may be applied for the protection of UTRA FDD BS receivers when UTRA FDD BS and UTRA TDD BS are co-located.


7.4
Adjacent Channel Selectivity (ACS)

Adjacent channel selectivity (ACS) is a measure of the receiver ability to receive a wanted signal at is assigned channel frequency in the presence of an adjacent channel signal at a given frequency offset from the center frequency of the assigned channel. ACS is the ratio of the receiver filter attenuation on the assigned channel frequency to the receive filter attenuation on the adjacent channel(s).

7.4.1
Minimum requirement

The BER shall not exceed 0.001 for the parameters specified in Table 7.3.

Table 7.3 : Adjacent channel selectivity

	Parameter
	Level
	Unit

	Data rate
	12.2
	kbps

	Wanted signal
	-115
	dBm

	Interfering signal
	-52
	dBm

	Fuw (Modulated)
	5
	MHz


7.4.2 Minimum requirement – Co-location with UTRA-TDD

The current state-of-the-art technology does not allow a single generic solution for co-location with UTRA-TDD on adjacent frequencies for 30dB BS-BS minimum coupling loss. 

Further information and analysis for this scenario can be found in TR 25.942 [4].

7.5.3

Minimum Requirement - Co-location with UTRA-TDD

The current state-of-the-art technology does not allow a single generic solution for co-location with UTRA-TDD on adjacent frequencies for 30dB BS-BS minimum coupling loss. 

However, there are certain site-engineering solutions that can be used. These techniques are addressed in TR 25.942 [4].
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