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References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies.  In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
ITU-R Recommendation SM.329-8, “Spurious emissions”.

[2]
(void)

[3]
ETSI ETR 273-1-2: "Electromagnetic compatibility and Radio spectrum Matters (ERM); Improvement of radiated methods of measurement (using test sites) and evaluation of the corresponding measurement uncertainties; Part 1: Uncertainties in the measurement of mobile radio equipment characteristics; Sub-part 2: Examples and annexes".
[4]
3GPP TR 25.942 “RF System Scenarios”
--- next changed section ---

7.5.3
Minimum Requirement - Co-location with UTRA-TDD

The current state-of-the-art technology does not allow a single generic solution for co-location with UTRA-TDD on adjacent frequencies for the same 30dB BS-BS minimum coupling loss used to calculate the requirements in 7.5.2. 

However, there are certain site-engineering solutions that can be used. These techniques are addressed in TR  25.942 [4].
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