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6.4.3.1
Requirement for continuous transmission

6.4.3.1.1
Minimum requirement 

When the UE estimates the DPCH quality over the last 160 ms period to be worse than a threshold Qout, the UE shall shut its transmitter off within 40 ms. The UE shall not turn its transmitter on again until the DPCH quality exceeds an acceptable level Qin. When the UE estimates the DPCH quality over the last 160 ms period to be better than a threshold Qin, the UE shall again turn its transmitter on within 40 ms.

The UE transmitter shall be considered “off” if the transmitted power is below the level defined in subclause 6.5.1 (Transmit off power). Otherwise the transmitter shall be considered as “on”.

6.4.3.1.2
Test case

This subclause specifies a test case, which provides additional information for how the minimum requirement should be interpreted for the purpose of conformance testing in case of continuous transmission.

The conditions for the continuous test case are as follows:

The handover triggering level shall be set very high to ensure that the beacon channel power never exceeds the value of 10dB above it.  Therefore the averaging time for signal quality will always be 160 milliseconds.
The quality levels at the thresholds Qout and Qin correspond to different signal levels depending on the downlink conditions DCH parameters. For the conditions in Table 6.4, a signal with the quality at the level Qout can be generated by a ΣDPCH_Ec/Ior ratio of -13 dB, and a signal with Qin by a ΣDPCH_Ec/Ior ratio of  -9 dB. In this test, the DL reference measurement channel (12.2) kbps specified in subclauseA.2.2, where the CRC bits are replaced by data bits, and with static propagation conditions is used. 

Table 6.4: DCH parameters for the Out-of-synch handling test case– continuous transmission
	Parameter
	Unit
	Value
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	dB
	1.1
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	dBm/3.84 MHz
	-60
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	dB
	See figure 6.1

	Information Data Rate
	kbps
	13

	TFCI
	-
	On


Figure 6.1 shows an example scenario where the ΣDPCH_Ec/Ior ratio varies from a level where the DPCH is demodulated under normal conditions, down to a level below Qout where the UE shall shut its power off and then back up to a level above Qin where the UE shall turn the power back on.
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Figure 6.1.  Test case for out-of-synch handling in the UE.– continuous transmission
In this test case, the requirements for the UE are that

1)
The UE shall not shut its transmitter off before point B.

2)
The UE shall shut its transmitter off before point C, which is Toff = 200 ms after point B

3)
The UE shall not turn its transmitter on between points C and E.

4)
The UE shall turn its transmitter on before point F, which is Ton = 200 ms after Point E.
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