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4.8
Specified frequency range

The manufacturer shall declare:

-
which of the frequency bands defined in sub-clause 3.4 is supported by the BS.

-
the frequency range within the above frequency band(s) supported by the BS. 

Many tests in this TS are performed with appropriate frequencies in the bottom, middle and top of the operating frequency band of the BS. These are denoted as RF channels B (bottom), M (middle) and T (top).

Unless otherwise stated, the test shall be performed with a single carrier at each of the RF channels B, M and T.

When the requirements are specific to multiple carriers, and the BS is declared to support N>1 carriers, numbered from 1 to N, the interpretation of B, M and T for test purposes shall be as follows:

For testing at B, 

- the carrier of lowest frequency shall be centred on B

For testing at M,

- if the number N of carriers supported is odd, the carrier (N+1)/2 shall be centred on M,

- if the number N of carriers supported is even, the carrier N/2 shall be centred on M.

For testing at T

- the carrier of highest frequency shall be centred on T

When a test is performed by a test laboratory, the UARFCNs to be used for RF channels B, M and T shall be specified by the laboratory. The laboratory may consult with operators, the manufacturer or other bodies.

When a test is performed by a manufacturer, the UARFCNs to be used for RF channels B, M and T may be specified by an operator.
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