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9.1.12
UE GPS Timing of Cell Frames for UE positioning

The requirements in this section are valid for terminals supporting this capability:

Table 9.33

Parameter
Unit
Accuracy [chip]
Conditions

UE GPS Timing of Cell Frames for UE positioning
chip
[  ]


9.1.12.1
UE GPS timing of Cell Frames for UE positioning measurement report mapping

The reporting range is for UE GPS timing of Cell Frames for UE positioning is from 0 ... 2322432000000 chip.

In table 9.34 the mapping of measured quantity is defined.

Table 9.34

Reported value
Measured quantity value
Unit

GPS_TIME_00000000000000
UE GPS timing of Cell Frames for UE positioning < 0.0625
chip

GPS_TIME_00000000000001
0.0625 ( UE GPS timing of Cell Frames for UE positioning < 0.1250
chip

GPS_TIME_00000000000002
0.1250 ( UE GPS timing of Cell Frames for UE positioning < 0.1875
chip

...
...
...

GPS_TIME_3715891199997
2322431999999.8125 ( UE GPS timing of Cell Frames for UE positioning < 2322431999999.8750
chip

GPS_TIME_37158911999998
2322431999999.8750 ( UE GPS timing of Cell Frames for UE positioning < 2322431999999.9375
chip

GPS_TIME_37158911999999
2322431999999.9375 ( UE GPS timing of Cell Frames for UE positioning < 2322432000000.0000
chip

9.2
Measurements Performance for UTRAN

The reported measurement result after layer 1 filtering shall be an estimate of the average value of the measured quantity over the measurement period. The reference point for the measurement result after layer 1 filtering is referred to as point B in the measurement model described in TS 25.302.

The accuracy requirements in this clause are valid for the reported measurement result after layer 1 filtering. The accuracy requirements are verified from the measurement report at point D in the measurement model having the layer 3 filtering disabled.
Test like descriptions of these measurements are located in the TS 25.141 as an informative Annex H. The Annex H specifies test specific parameters for some of the UTRAN requirements in this chapter. The tests provide additional information to how the requirements should be interpreted. Some requirements may lack a test.
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