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9.1.3
UTRA Carrier RSSI

NOTE:
This measurement is for Inter-frequency handover evaluation.

The measurement period for CELL_DCH state can be found in sub clause 8.1.2.2 for intra frequency measurements and in sub clause 8.1.2.2 for inter frequency measurements. The measurement period for CELL_FACH state can be found in sub clause 8.4.2.2 for intra frequency measurements and in sub clause 8.4.2.3 for inter frequency measurements.

9.1.3.1
Absolute accuracy requirement

Table 9.10: UTRA Carrier RSSI Inter frequency absolute accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Band I
	Band II
	Band III

	
	
	
	
	Io [dBm]
	Io [dBm]
	Io [dBm]

	UTRA Carrier RSSI
	dBm
	( 4
	( 7
	-94...-70
	-92…-70
	-91…-70

	
	dBm
	( 6 
	( 9
	-70...-50
	-70…-50
	-70…-50


9.1.3.2
Relative accuracy requirement

The relative accuracy requirement is defined as the UTRA Carrier RSSI measured from one frequency compared to the UTRA Carrier RSSI measured from another frequency.
The accuracy requirements in table 9.11 are valid under the following condition:


| Channel 1_Io|dBm ‑Channel 2_Io|dBm | < 20 dB.

Table 9.11: UTRA Carrier RSSIInter frequency relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Band I
	Band II
	Band III

	
	
	
	
	Io [dBm]
	Io [dBm]
	Io [dBm]

	UTRA Carrier RSSI
	dBm
	( 7
	( 11
	-94...-70
	-92…-70
	-91…-70


9.1.3.3
UTRA Carrier RSSI measurement report mapping

The reporting range for UTRA carrier RSSI  is from -100 ...-25 dBm.

In table 9.12 the mapping of measured quantity is defined. The range in the signalling may be larger than the guaranteed accuracy range.

Table 9.12

	Reported value
	Measured quantity value
	Unit

	UTRA_carrier_RSSI_LEV _00
	UTRA carrier RSSI < ‑100 
	dBm

	UTRA_carrier_RSSI_LEV _01
	-100 ( UTRA carrier RSSI < ‑99
	dBm

	UTRA_carrier_RSSI_LEV _02
	-99 ( UTRA carrier RSSI < ‑98
	dBm

	…
	…
	…

	UTRA_carrier_RSSI_LEV _74
	-27 ( UTRA carrier RSSI < -26
	dBm

	UTRA_carrier_RSSI_LEV _75
	-26 ( UTRA carrier RSSI < -25
	dBm

	UTRA_carrier_RSSI_LEV _76
	-25 ( UTRA carrier RSSI
	dBm


A.9.1.3
UTRA Carrier RSSI

A.9.1.3.1
Test Purpose and Environment

The purpose of this test is to verify that the UTRA Carrier RSSI measurement accuracy is within the specified limits. This test will verify the requirements in section 9.1.3. In this case both cells are in different frequency and compressed mode is applied. The gap length is 7, detailed definition is in TS 25.101 annex A.5, Set 1 of Table A.22. UTRA Carrier RSSI accuracy requirements are tested by using test parameters in Table A.9.5.
Table A.9.5: UTRA Carrier RSSI Inter frequency test parameters

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 2
	Channel 1
	Channel 2
	Channel 1
	Channel 2

	CPICH_Ec/Ior
	dB
	-10
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-
	-6
	-
	-6
	-

	OCNS_Ec/Ior
	dB
	-1.11
	-0.94
	-2.56
	-0.94
	-2.56
	-0.94

	Ioc
	dBm/ 3.84 MHz
	-52.22
	-52.22
	-70.27
	-70.27
	-94.46
	-94.46

	Îor/Ioc
	dB
	-1.75
	-1.75
	-4.7
	-4.7
	-9.54
	-9.54

	CPICH Ec/Io, Note 1
	dBm
	-14.0
	-14.0
	-16.0
	-16.0
	-20.0
	-20.0

	Io, Note 1
	dBm
	-50
	-50
	-69
	-69
	-94
	-94

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	NOTE 1:
CPICH Ec/Io and Io levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for tests 2 and 3 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests.


A.9.1.3.2
Test Requirements

The UTRA Carrier RSSI measurement accuracy shall meet the requirements in section 9.1.3. The effect of assumed thermal noise and noise generated in the receiver (–99 dBm) shall be added into the required accuracy defined in Section 9.1.2 as shown in Table A.9.5A.

Table A.9.5A: UTRA Carrier RSSI absolute and relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Io [dBm]

	UTRA Carrier RSSI
	dBm
	-4…5.2
	-7…8.2
	-94…-87

	
	dBm
	( 4
	( 7
	-87...-70

	
	dBm
	( 6 
	( 9
	-70...-50


A.9.1.4
SFN-CFN observed time difference

A.9.1.4.1
Test Purpose and Environment

The purpose of this test is to verify that the SFN-CFN observed time difference measurement accuracy is within the specified limits. This test will verify the requirements in section 9.1.7.
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