3GPP TSG-RAN WG4 Meeting #21 
R4-020502

Sophia Antipolis, France, 28 January – 1 February 2002
Title:
Response to LS on number of UTRAN frequencies monitored by an MS
Source:
TSG-RAN WG4
To:
TSG-GERAN
Cc:
TSG-RAN WG2
Contact Person:


Name:
Sari Korpela, Nokia

E-mail Address:
sari.k.korpela@nokia.com

Attachments:
- 

RAN WG4 would like to thank GERAN for the questions on the number of UTRAN frequencies monitored by a UE. 
The understanding of TSG GERAN is correct, the signalling in TS 25.331 allows each neighbouring UTRAN cell to be on a different carrier frequency. Hence, the number of frequencies indicated in RRC signalling could in principle be larger than the measurement capability of a UE, which is defined in TS25.133. The number of UTRAN frequencies and cells to be monitored is not the only case, where the signalling of TS25.331 allows options, which are not within the required UE measurement capabilities defined by TS25.133. There are similar differences between signalling and UE requirements e.g. in capabilities for supporting event triggering and reporting criteria and supported compressed mode patterns.

TSG GERAN also asked whether the behaviour of the UE is specified in UTRAN in the case of more than two additional UTRA FDD carriers being signalled to the UE. Since in general there are so many signalling combinations in TS25.331, the behaviour of the UE is not specified for all cases, in which the required UE capability and possible signalling differ from each other. The behaviour of the UE is not specified in UTRAN in the case of more than two additional UTRA FDD carriers being signalled to the UE. The same requirements apply to UTRA TDD.
